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SOFTWARE LICENSING AGREEMENT 


PLEASE READ THE FOLLOWING TERMS AND CONDITIONS CAREFULLY BEFORE OPENING THIS 
PACKAGE OR USING THIS SOFTWARE. OPENING THIS PACKAGE OR USING THIS SOFTWARE 
INDICATES YOUR ACCEPTANCE OF THESE TERMS AND CONDITIONS. IF YOU DO NOT AGREE 
WITH THESE TERMS AND CONDITIONS, PROMPTLY RETURN THIS SOFTWARE UNOPENED TO 
YOUR SUPPLIER AND YOUR MONEY WILL BE REFUNDED. 


This Software License Agreement is a legal document between you (a single entity) and FUJIFILM 
Corporation (the "Licensor") for the MSO1 Software (the "Software"). The Software includes the MSO1 
Software, the associated media, any printed materials and any electronic documentation. By using the 
Software, you agree to the terms of this Software License Agreement. 


The Licensor grants you a non-exclusive, non-transferable license to use one copy of the Software in 
object code only. 


Ownership Retained By Licensor 

FUJIFILM Corporation owns all title and copyrights in and to the Software and the Licensor has the full 
right and authority to grant the license granted herein. Your license does not give you any title or 
ownership in the Software, nor is it a sale of any rights in the Software. The only right granted to you is 
the right to use the Software in accordance with the terms of this Software License Agreement. All rights 
not specifically granted to you under this Software License Agreement are reserved by the Licensor. 


You may make only a single copy of this Software as a backup copy, provided that it includes all notices 
and markings, including copyright, trademark and other proprietary notices as on the original. Such 
backup copy of the Software may not be in use at any time unless the original Software is damaged 
beyond use, and it must remain in your possession and control. 


You may not copy the Software onto any public network. You may not, and you may not allow others to, 
modify, disassemble, decompile, translate, reverse engineer, reproduce, make derivative works of or 
enhance the software. You may not, and you may not allow others to, rent, lease, sell, sublicense or 
otherwise transfer the Software to any other person. 
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In addition to any other rights it may have, the Licensor may terminate this Software License Agreement if 
you fail to comply with the terms and conditions hereof. In such event, you must cease all use of the 
Software and destroy all copies of the Software and all of its component parts. 


At the Licensor's sole discretion, the Licensor may from time to time provide you with updates to the 
Software. Any such updates shall become part of the Software licensed to you hereunder and subject to 
all of the terms and conditions of this Software License Agreement. 


Disclaimer of Warranties 

The Licensor expressly disclaims any and all warranties relative to the Software. THE SOFTWARE IS 
PROVIDED “AS IS," WITHOUT WARRANTY OF ANY KIND, EXPRESS OR IMPLIED, INCLUDING, 
WITHOUT LIMITATION, THE IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS FOR OF 
PARTICULAR PURPOSE AND NON-INFRINGEMENT AND THE ENTIRE RISK AS TO THE QUALITY 
AND PERFORMANCE OF THE LICENSED PRODUCT IS WITH YOU. 


Limitation of Liability 

In no event shall the Licensor be liable for any direct, special, incidental, indirect or consequential 
damages whatsoever to you (including, without limitation, damages for loss of profits, sales or data or for 
business interruption) arising out of the use of or inability to use the Software, even if the Licensor has 
been advised of the possibility of such damages. In any event, the Licensor's entire liability under any 
provision shall be limited to the greater of the amount actually paid by you for the Software or $25. 
Because some states and jurisdictions do not allow the exclusion or limitation of liability, the above 
limitation may not apply to you. 


If any provision of the Software License Agreement is declared by a court of competent jurisdiction to be 
invalid for any reason, such invalidity shall not effect the remaining provisions hereof. 


Governing Law 
This Software License Agreement shall be governed by the laws of the State of New York without regard 
to conflict of laws principles. 


Term 

This License Agreement is effective until terminated. You may terminate this License Agreement by 
returning the Licensed Product to Licensor. Licensor may terminate this License Agreement if you breach 
any of the terms and conditions. Upon termination of this License Agreement for any reason, you shall 
return the Licensed Product to Licensor. All provisions of this Agreement relating to disclaimers of 
warranties, limitation of liability, remedies, or damages, and Licensor's proprietary rights shall survive 
termination. 


YOU ACKNOWLEDGE YOU HAVE READ AND UNDERSTAND THIS AGREEMENT AND AGREE TO 
BE BOUND BY ITS TERMS. YOU FURTHER AGREE THAT THIS AGREEMENT IS THE COMPLETE 
AND EXCLUSIVE STATEMENT OF THE AGREEMENT BETWEEN YOU AND LICENSOR, AND 
SUPERSEDES ANY PROPOSAL OR PRIOR AGREEMENT, ORAL OR WRITTEN, AND ANY OTHER 
COMMUNICATIONS RELATING TO SUBJECT MATTER OF THIS AGREEMENT. 
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Chapter 1: Guide Overview 


This Condition Setup and Maintenance Guide provides lab operators with information regarding setup 
and configuration of Frontier Workflow Management Software (MS01) systems. 


This guide includes instructions and details regarding: 
e Chapter 2: Operational Safety and Use Conditions 
e Chapter 3: Basic MSO1 Information 
e Chapter 4: Maintenance Application Overview 
e Chapter 5: Configuring MSO1 for Fujifilm Printers 
e Chapter 6: Configuring MSO1 for Tethered Fujifilm Scanners 
e Chapter 7: Configuring MSO1 for Fujifilm Non-Tethered Scanners 
e Chapter 8: Configuring MSO1 
e Chapter 9: Backing Up and Restoring the System 
e Chapter 10: Digital Link Request Spooler Application Overview 
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Chapter 2: Operational Safety and Use Conditions 


Overview 


Before using the equipment, read carefully and understand thoroughly the precautions set forth in this 
section. 


Note that Fujifilm is not responsible for any defects or malfunction due to operations other than those 
described in this manual. 


The safety precautions are classified into WARNING and CAUTION categories. 
Supplementary operating instructions are given under IMPORTANT and NOTE categories. 


These four categories are defined as follows: 
WARNING: indicates a potentially hazardous situation which, if not avoided, could result in serious 
injury or even death. 


CAUTION: indicates a potentially hazardous situation which, if not avoided, may result in minor or 
moderate injury. It may also be used to alert against unsafe practices and property-damage-only 
accidents. 


IMPORTANT: describes improper handling procedures that may adversely affect performance or 
damage the equipment. 


NOTE: designates those items, provisions, and supplementary explanations for which it is important 
to maintain methodical concern and consideration relative to operational procedures. 


In this chapter, you will learn: 


Safety precautions (see page 3). 

Room Conditions (See page 4). 

Hardware Handling Precautions (see page 6). 
Supported File Formats (see page 7). 

Media Handling (See page 8). 
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Getting Started 


Basic Operating Precautions 


Message Definition 


e When accessing the machine interior for inspection or servicing, shut down the system by doing 
the post-operational checks, place the built-in circuit breaker in the OFF (K) position, and turn OFF 
the main power (external power distribution switch). 

Inspecting or servicing the inside of the machine with the main power circuit breaker left ON may 
expose personnel to hazardous conditions and damage the machine. 


e Ifthe machine emits smoke, generates an abnormal sound or its external surface becomes unduly 
hot, immediately stop using it, place the built-in circuit breaker in the OFF (K) position, unplug the 
power cable, turn OFF the main power circuit breaker, and contact your local dealer. 


WARNING 


CAUTION 


Do not modify the machine without permission from the manufacturer because 
safety assurance features and other essential functions may be impaired. If the 
machine needs to be modified, contact your local dealer. 


Never remove covers or other parts that are screwed down to avoid the risk of 
electric shock or injury to personnel. If any parts need to be unscrewed, contact 
your local dealer. 


Use only Fujifilm-recommended replacement parts. /f parts other than those 
recommended by Fujifilm are used, the warranty will be voided. 


Do not insert your hands or fingers into the moving parts of the processor while the 
machine is in operation to avoid the risk of injury. 


Do not insert your hands or fingers under the scanner section while the machine is 
in operation to avoid the risk of injury by being caught between the scanner section 
and carrier. 


Do not operate the machine with cover open/close sensors forced ON while the 
covers are open. These sensors serve as safety switches. If they are forced ON, 
the system mistakenly assumes that the open covers are “closed” making the 
machine operative, and this may expose personnel to hazardous conditions and 
damage the machine. 

Never position objects in close proximity to light sources or processing or dryer 
section cover vents. Doing so will impair machine ventilation thereby causing 
temperature control problems. 


Do not stare at the light emitted from the light source for prolonged periods of time 
because this may damage your eyesight. 


If anything drops into the machine, remove it after turning OFF the power, or 
consult your technical representative. If the machine is operated without removing 
this foreign matter, mechanical failure or abnormal prints may result. 


Do not use any liquid near the keyboard. If a liquid is spilled on the keyboard, the 
keyboard may become inoperative due to a short circuit. 


Do not disconnect the cable connectors located on the rear side of the ICIII unless 
instructed by your technical representative. If these connectors are disconnected, 
special operations may be required for checking the system. 
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Cautions Regarding Electric Shock 


Message 


WARNING 


WARNING 


Definition 


Utmost care should be taken as the scanner and the processor are connected to a 
100/200/210/220/230/240V AC power source. Avoid the possibility of electric shock 
by noting the following: 


e Never operate the machine if it is wet. 

e Never operate the machine if the surrounding floor is wet. 

e Ensure the electrical earth connection is permanently made. 

e Ensure that all cables are undamaged and correctly connected. 


Do not place items such as a cup, plastic bottle, vase, vessel of water, etc. on the 
scanner or processor. If the contents (coffee, tea, water, etc.) are spilled, electric 
shock to personnel, short circuit in the machine or other accidents may occur. 


Connect the power cable of the scanner to the outlet having the capacity of 10 
amperes or higher, and position the cable so that it does not get in the way of the 
operator. If the operator steps on the power cable while working, electric shock to 
personnel or abnormal operation may result. 


Do not pull the cables forcibly. If the cables are handled roughly, electric shock to 
personnel or abnormal operation may result. 


When connecting the power cable to an outlet, take care not to overload the outlet 
or wiring accessories such as power strips. Overloading may result in fire due to 
heat generation. 


Be sure to connect the power cable to the outlet completely. Incomplete connection 
may cause fire or electric shock to personnel. 


When disconnecting the power cable, be sure to hold the plug. Pulling the power 
cable may cause electric shock to personnel or fire due to a short circuit. 


Do not handle the power cable with wet hands to avoid the risk of electric shock. 


During a thunderstorm, do not touch the machine, power cable, or plug to avoid the 
risk of electric shock. 
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Room Conditions 


Temperature: 15° to 30°C (59° to 86°F) 


Ambient room temperatures above 30°C (86°F) or below 15°C (59°F) will destabilize processing and 
replenisher solution temperatures to the detriment of processing performance. Pay special attention 
to room temperatures in wintertime and maintain solution temperatures within designated ranges. 


Relative Humidity: 30% to 70% 


Relative humidities above 70% will result in inadequate paper transport or improper paper drying, 
thus producing abnormal prints. Maintain the ambient room relative humidity within the range of 30% 
to 70% RH at all times. 


Do not expose the processor to the wind blowing from the air conditioner or a room fan. Otherwise 
the ambient temperature and humidity cannot be measured correctly and insufficient paper drying 
may result. 


Ventilation 
Provide an outside air vent close to the processor section and maintain adequate ventilation. 
Illumination: 500 lux or lower 


Maintain room illumination levels so that no more than 500 lux falls on the scanner and printer upper 
surfaces. Should the equipment main body or paper magazine be exposed to direct outside light or 
strong reflected light, use curtains or blinds to shield the equipment from such extraneous light. 


REFERENCE: 


Two 40W fluorescent lamps provide 500 lux of illumination at a distance of 1 meter (3.3 ft.). 


Excessively high indoor illumination levels will adversely affect the quality of finished prints. 
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Monitor and ICIII Handling Precautions 


Monitor 


WARNING 


ICIII 


CAUTION 


Precautions 


If anything unusual occurs during operation, such as smoke, strange noise, peculiar 
odor, etc., disconnect the power plug immediately and contact your dealer. If you 
continue using the equipment in that situation, fire, electric shock or a breakdown may 
result. For details, refer to the operating instructions for the monitor. 


e Incase you spill liquid or drop something into the housing, disconnect the power 
plug immediately and contact your local dealer. 


e Do not obstruct air vents. 


e Do not place the monitor close to magnetic fields. 


Precautions 


To prevent damage to the system, abide by the following points. 


e Do not install any application software other than those described in this manual 
without Fujifilm’s consent. 


e Do not modify the data structure or data in the hard disk. 


e Do not open the ICIII or other equipment without the consent of Fujifilm’s service 
representative. 


e Do not add to or modify expansion cards or RAM cards. 


e Do not reboot using the <Ctrl+Alt+Del> keys. To shut down the system, perform the 
post-operational check. 
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File Format in Print Service 
An image file format is the way or standard through which information such as image data is recorded on 
media. 


e Exif (Exchanged image format) JEIDA’s (Japan Electronic Industry Development Association) image 
file format standard proposed by FUJIFILM for digital camera-related 
devices. 


Extension: JPG/JPEG, TIF/TIFF 


About CR tags : 


A CR (Custom Rendered) tag is added with Exif 2.2. Restrictions in the printing process are indicated 
according to the photographer's intention. A CR tag is set to enable default to reflect the settings done by the 
digital camera. 


In the usual service, many images do not have a CR tag or the CR tag is OFF. For these images, correction is 
done automatically. 


e DCF (Design for Camera File JEIDA (Japan Electronic Industry Development Association) industrial 
System) standard defined for the purpose that digital camera images can be 
commonly used by various devices. “Exif” is used as the image format. 


e JPEG (Joint Photographic Format or standard for compressed color graphic images, defined by 
Expert Group) CCITT and ISO. Various settings are available which allow more 
compression, so it is broadly used as a digital camera file format, 
despite losses in image quality. 


Extension: JPG/JPEG 


e CAM Image format used in CASIO’s devices. 


Extension: cam 


e PICT Standard image format for the Apple Macintosh. 
Extension: PCT/PICT 
e BMP (bit-mapped file) Format for storing image as a pattern of dots (or pixels) used by 


Windows or UNIX. Because of its uncompressed structure, it uses lots 
of memory space. 


Only Windows 24-bit formatted image is available. 
Extension: BMP 


e GIF (Graphic Interchange Image format used for pictures that are transmitted via Internet, 
Format) defined by CompuServ. It is effective for animation or interlaced 
images. 


Extension: GIF/GIFF 


e TIFF (Tagged Image File Image format developed by Aldus (Adobe System Inc.). 
Forma Extension: TIF/TIFE 


e FPX (FlashPix) Image format developed by Kodak (Eastman Kodak Company) 
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e COS (Customer Order 
Specification for Hybrid Photo- 
finishing) 


e DPOF (Digital Print Order 
Format) 


Media Handling 


Important: 
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Extension: FPX 


Image files including the order file created in specified ordering 
software. 


Digital camera image format for registering print information such as 
image specification, number of prints, etc. into the memory card, 
proposed by Canon, Kodak, FUJIFILM, and Matsushita. 


e Before removing the media from the media reader or drive, make sure that the access LED has 
completely gone out. If it is removed while the LED is still lit, the data in the media may be corrupted. 


e Ifthe system is turned off or shut down while reading the data, corruption of data may occur. Make sure 
not to turn off ICIII or media drives. To prevent unexpected data loss, it is strongly recommended to use a 
UPS (Uninterruptible Power Supply). 


Keep the following points in mind when handling or storing the media: 


Media 


e XD Picture Card / SD Card e 
! Memory Stick Pro / Smart 
Media™ | Compact Flash™ ° 
I mini SD™ card PC Card e 


e FD and/or MO e 


Precautions 


Make sure dust or debris does not collect on the terminal. 
Do not damage or drop the media. 
Do not place the media near a heat source. 


Do not leave the media in a high-temperature, high-humidity place for 
a long time. 


Make sure dust or debris does not collect on the reading surface of the 
CD. 


To remove any dust or debris adhering to the reading surface, use a 
soft cloth to wipe it off, starting from the center and moving to the 
outside. 


When wiping off dust or debris, never use any solvent such as 
benzine, thinner, anti-static cleaner. 

Never open the shutter to touch the disk. If the shutter is open, close it 
before inserting it into the drive. 

Do not place the media near a heat source. 


Do not leave the media in a high-temperature, high-humidity place for 
a long time. 


Make sure dust or debris does not collect on the terminal. 
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Chapter 3: Basic MS01 Information 


Overview 


In this chapter, you will learn: 


Some of the basic terminology used with the system (see page 3). 


The various hardware pieces that can comprise a Fujifilm system (See page 4). 


System Terminology 


330 System A tethered system consisting of an SLP 800 printer/scanner combination. 

340 System A tethered system consisting of an SLP 1000 printer/scanner combination. 

350 System A tethered system consisting of an LP 1500 wet lab printer and an SP 1500 or 2000 
scanner. 

355 System A tethered system consisting of an LP 1500 wet lab printer and an SP 3000 
scanner. 

370 System A tethered system consisting of an LP 2000 wet lab printer and an SP 2000 
scanner. 

375 System A tethered system consisting of an LP 2000 wet lab printer and an SP 3000 
scanner. 

550 System A tethered system consisting of an LP 5500 wet lab printer and an SP 3000 
scanner. 

570 System A tethered system consisting of an LP 5700 wet lab printer and an SP 3000 
scanner. 

590 System A tethered system consisting of an LP 5900 wet lab printer and an SP 3000 
scanner. 

A1 Scanner software that works with the SP 1500, SP 2000, SP 2500, and SP 3000 
scanners. 

ASK Dye-sublimation dry lab printers. See Fujifilm USB printers in this glossary. 

B1 Variety Print Service for SP 2000/2500 scanners not using FrontMan. 

B5 Single Scan Digitizing Software for SP 2000/2500 scanners not using FrontMan. 

B7 Professional Scanning Software for SP 2000/2500 scanners not using FrontMan. 

B8 Hyper Reorder Software for SP 2000/2500 scanners not using FrontMan. 

B9 Tone Selection Software for SP 2000/2500 scanners not using FrontMan. 
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B11 
backprint 


connected 


Crop modes 
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Hyper Retouch Software for SP 2000/2500 scanners not using FrontMan. 
Text printed on the reverse side of the print. Sometimes customizable. 


A connected MS01 system is a system that receives data from Fujifilm’s fulfillment 
network, sends data to Fujifilm’s Fulfillment Network, and receives orders from 
various sources (such as retailers and Fujifilm labs). This is accomplished via 
Internet connectivity. 


MS01 offers different crop choices. For this example, assume that the original 
product size and image dimensions are: 


8x10 Image 


3.5x5 Image 


Fillin Print area is filled with image and there may be image data lost if it does not 
crop match the aspect ratio of the print size selected. Output will have no white space. 
mode 


8 x 10 Image 3.5 x 5 Image 


Fitin Fits the image into the size selected leaving it at its current aspect ratio to 
crop maintain all the image data. This will produce white space if the image is not the 
mode same aspect ratio as the size selected. 

8 x 10 Image 3.5 x 5 Image 


8x10 Image 3.5x5 Image 


No Image is rendered on the product without resizing. Takes the size selected and 
resize cuts out the center portion of the image (think of it as a cookie cutter). If the 
crop image is smaller than the size selected it will produce white space. 

mode 8 x 10 Image 3.5 x 5 Image 


8x10 Image 3.5x5 Image 


MS01 Condition Setup & Maintenance Guide 
© 2006-2009 FUJIFILM Corporation. All rights reserved. 
10 


Distributed by: minilablaser.com 


custom backprint 


digital input 


Digital Link 
Request Spooler 


Dymo Label 
E5 


Epson Stylus Pro 


FDD 


FDIA 


FDIA DB 


FCIM 


film type 


Frontier 


FrontMan 


FMPC 


Fujifilm Printers 
(1394 FireWire) 
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Backprint text specified by the operator; only replaces second line of backprint. Not 
all printers support the backprint feature. 


Also see backprint. 


Digital images loaded into the system for printing (not film-based images). 
Examples include .jpg, .tif, and .gif image files generated from digital cameras. 


One of the sub-applications of the MSO1 system, this application performs all 
background processing for producing prints and CDs, receiving input from external 
sources such as kiosk, and communications with remote systems via the Internet. 


It also manages a database containing all production information, and is responsible 
for scheduling of tasks and devices throughout the system. 


This application is also known as Simon. 
A small label printer used to output labels for CDs, kiosk orders, Web orders, etc. 
Fujicolor CD/DVD Digital software (also known as Backup CD Service). 


Wide-format printer used in some Fujifilm regions. Supported models include 4880, 
7800, and 7880. 


Frontier Driver Direct. This service provides more control and greater messaging 
capabilities when printing. 


Fujifilm’s Frontier Digital Imaging Architecture. 


The database used by MS01 and other Fujifilm and third-party software to facilitate 
image transfer and order fulfillment. 


Frontier Communication Interface Module. 


A film type must be selected if creating prints from film. Options include color, black 
and white, and slide film. 


The name used to describe Fujifilm-developed systems. 


The FrontMan software is an optional film input software interface included with 
MS01. (The FrontMan application window is also known as Main or the Order 
Entry screen.) 


Also known as the LPC and an abbreviation for Frontier Manager Printer Controller, 
the FMPC is a separate computer used to drive a laser printer (LP printer) and 
receive data from the scanner (if configured to do so). 


Note: Not all system configurations use an FMPC/LPC. 


LP 1500 Wet Lab Printer LP 5500 Wet Lab Printer 
LP 2000 Wet Lab Printer LP 5700 Wet Lab Printer 
LP 2500 Wet Lab Printer LP 5900 Wet Lab Printer 
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Fujifilm Printers 
(Network) 


Fujifilm Printers 
(USB) 


Fujifilm Scanners 
(FireWire) 


Fujifilm Scanners 
(USB) 


HCIP 


Hot Job 


Hyper-Threading 


IC 


ICIII 


Image Info 


Index Print 
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LP 7500 Wet Lab Printer 
LP 7600 Wet Lab Printer 
LP 7700 Wet Lab Printer 
LP 7900 Wet Lab Printer 


DL 400 Inkjet Dry Lab Printer 

DL 410 Inkjet Dry Lab Printer 

DL 430 Inkjet Dry Lab Printer 
LP 5000 Wet Lab Printer 
LP 7000 Wet Lab Printer 
LP 7100 Wet Lab Printer 
LP 7200 Wet Lab Printer 


SLP800 scanner/printer (330 system) 
SLP1000 scanner/printer (340 system) 


DPB 1500 Dry Lab Printer 
ASK 1500 Dry Lab Printer 
ASK 2000 Dry Lab Printer 


ASK 2500 Dry Lab Printer 
ASK 4000 Dry Lab Printer 
ASK 4000A Dry Lab Printer 


SP 1500 SP 2500 
SP 2000 SP 3000 
SP 500 


High capacity image processor. This is a rendering device attached to the MSO1 
system. By having an HCIP attached to your MSO1 system, its order processing 
speed is increased. 


Provides an order with a prioritized status. 


Officially called Hyper-Threading Technology (HTT), this is Intel Corporation’s 
trademark for their implementation of the simultaneous multithreading technology 
on their Pentium 4 micro-architecture. 


The technology improves processor performance under certain workloads by 
providing useful work for execution units that would otherwise be idle, for example 
during a cache miss. 


A Pentium 4 with Hyper-Threading enabled is treated by the operating system as 
two processors instead of one. 


Imaging controller. 


Imaging Controller III computer, formerly known as PIC (photo imaging controller 
computer) and DIC (digital imaging controller computer). 


One of the sub-applications of the MSO1 system, Image Info allows operators to see 
information about the image data. 


A supplementary print that displays image thumbnails. 
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Job Manager 


Kaleida 


Local Disc Writer 


Log Off 


LP (Laser Printer) 


LPC 


Maintenance 


MCU (Main 
Control Unit) 


Media 


MS01 


MS11 


MS12 
MS13 
MS14 


MS15 


MS16 
MS17 


MS18 
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One of the sub-applications of the MS01 system, Job Manager manages the 
images in MSO1 orders. 


Also known as JobMan. 

A Fujifilm printer used in some Fujifilm regions. Supported model includes PX-7550. 
This is a CD/DVD writer attached to the IC or an IC Workstation. This allows for 
one (1) CD to be written at a time. Local CD/DVD writers do not have the ability to 
print the labels automatically on the CD/DVDs. 


One of the sub-applications of the MS01 system, the Log Off function shuts down 
the application and also performs a Windows operating system log off. 


This is the abbreviation that pre-pends some Fujifilm printer model names. For 
example, LP 5000. 


Also known as the FMPC, and an abbreviation for Laser Printer Controller, the LPC 
is one of the terms used as a name for the computer, which is separate from the 
ICIII computer that is used to drive a printer. 


One of the sub-applications of the MS01 system, the MSO1 Maintenance application 
houses the software used to configure the MSO1 system. 


This is a different application than the Maintenance offered via the printer software. 
Known as the SPC in some regions, the MCU is the computer that drives the film 
scanner hardware. Note: The SP 500 runs via the ICIII without a separate 
SPC/MCU device. 


SD/Memory Stick/Compact Flash/xD Card/Compact Flash/CD/DVD used to store 
digital images. 


Also known as the Frontier Workflow Management Software. This is the overall 
system, including the scanner software and the printer software. 


Operators should always use the system in Operator mode. 


Scanner software that works with SP 500, 1500, 2000, 2500, and 3000 model 
scanners. This is a sub-component of the MSO1 system. 


Printer driver support software for Adobe Photoshop CS3 and CS4. 
LAN spool software. 
Variety Print Service software. 


Variety Template Composite / Variety Templates software, including Template 
Editor. 


Image-Adjust software. Also called 6-frame adjust. 
Net Connection for FDI-net software. 


Skin Color Correction Image Processing software. 
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MS19 


Multi-Roll Order 


Operator Mode 


Panda (Printer 
And Device 
Application) 


Personality 
PIC 


Product 


Production 
Manager 


Promo Print 
Puma 


Red exclamation 
mark 


Retain Print 
Settings 


Rimage 


S3 
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Photo ID Print Service software. 


A multi-roll order is an order that contains more than one roll of film. Each roll ina 
multi-roll order has a unique Film ID (which is included in the backprint information). 


On the ICIII, this mode locks down the system so only Fuji applications can be 
used. After logging to Operator mode (default mode), Fuji applications automatically 
launch, and automatically re-launch if terminated. 


One of the sub-applications of the MS01 system, Panda provides an interface 
between the Digital Link Request Spooler (Simon) and various devices, such as 
printers and CD-writers. It manages device operations and provides status and 
messages to the rest of the system in a consistent manner to ensure that devices 
may easily be interchanged or added, as needed. 


Custom MS system settings associated with a particular Fujifilm region or retailer. 
Photo Imaging Controller, now known as IC. 


On the MS01 system, each print created has an associated “product” file. For 
example, there are product files for 4x6-sized prints, 


The mechanism in the MSO1 system that manages routing ordered products to 
output devices for production. It also handles ordering the output based on due 
time, etc. 


A product that enables retailers to print promotional offers (using the MSO1 system) 
for distribution to consumers. 


One of the sub-applications of the MS01 system, Puma is the mechanism used to 
display system messages (such as errors, warnings, and informational messages). 


This will power off the ICIII system. For proper shut-down procedures, see the 
MS01 Start-up and Shut-down Guide. 


On the FMPC, this is an emergency shutdown for only the Panda application. This 
will not power off the FMPC box. Note: This is not the proper shut-down procedure 
for this device; only do this if directed to do so by Technical Support. 


Important: For systems that are not connected to the Fujifilm fulfillment network, 
this function can be used as a proper method of shutting down the system. 


For systems that are connected to the Fujifilm fulfillment network, this should be 
treated as an emergency shut-down command only. By clicking this button, you are 
not performing a proper shut-down procedure. Only use this button if instructed to 
do so by Technical Support. 


Enables you to retain the size, surface, and color settings between orders. 

This is a third-party CD burning device designed for high volumes of CD creation. 
This system allows multiple CDs to be written simultaneously. The Rimage system 
can print labels directly onto CDs. Depending on the model of Rimage, it may have 


two or four CD burners and a single printer. 


Variety Print Service for SP 3000 scanners not using FrontMan. 
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S5 


Scan Modes 


SwLauncher 


SP 


SPC 


Summary Sheet 


Surface 


Support Mode 


Third-Party 
Printers 


Whole Roll 


Workstation 


Xerox printers 
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Professional Software for SP 3000 scanners not using FrontMan. 


Auto When using film input, if the operator selects Auto as the scan mode, the 
system scans six images at a time without requiring the operator to press 
<Enter>. Pressing any key on the keyboard will stop the Auto Mode and 
will allow image adjustments as in Semi Mode. 


Manual Manual operates just as semi mode operates, but you can choose size 
and quantity for each frame. 


Semi When using film input, if the operator selects Semi as the scan mode, the 
system scans six images at a time and the operator can correct the color 
and density on each image as necessary. The operator then presses 
<Enter> to scan the next set of six images. 


This is a tool that allows the user to switch to any of the programs that are currently 
running. Also known as the SwLauncher application, this replaces the need for the 
Windows <Alt+Tab> function. 


The abbreviation that pre-pends Fujifilm scanner model names. For example, SP 
500. 


Known as the MCU in some regions, this is the name for the computer that drives 
the scanner. Note: The SP 500 runs via the ICIII without a separate SPC/MCU 
device. 


A print output that includes the file names of the images in the order. 


Prints can be produced using different surface textures. Some printer models can 
only print on certain surface types. Surfaces include Glossy, Lustre, Matte, Silk, 
SupremeG, SupremeL, Thin, SupremeM, ThinGlossy, GlossyRoll, SatinRoll, 
SemiGlossBoard, CanvasRoll, CatsbyRoll, PearlRoll, SatinCanvasRoll, 
AquarellRoll, TalbotRoll, ScrimVinyl, and PearlPosterBoard. 


On the ICIII, this mode allows the user to access the operating system. After logging 
to Support mode, Fuji applications automatically launch but do not re-launch if 
terminated. 

MS01 3.0 supports: 

Epson Stylus Pro Wide Format Printers 

Xerox Phaser Printers 


Rimage CD Duplicators 
A product type applied to an image that will make <#> of each image in the order. 


This is another digital input system for the MSO1 software. It allows control of a 
printer, digital ingest, and CD/DVD burning. 


Color printers used in some Fujifilm regions. Supported models Phaser 7760, 
DPC4350, and DPC3360. 
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Know Your System 


It is very important to know your system configuration before installing the MS01 software to ensure 
proper functionality and performance. 


ICIII Computer 


The minimum hardware requirements for ICIII computers is: 


Items Specification Remarks 
CPU Pentium 4, 3.4 GHz or more 
Memory 2 GB or more 
Hard Disk 160 GB Two drive allocation: C and D 
Clock Frequency | 450 MHz or higher 
External I/F 1000 BASE-TX | Depending on the peripheral 
USB 2.0 equipment 
SCSI 
etc. 
OS Windows XP Professional SP2 
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ICIII Supported Operating Systems Fujifilm Printers 
Windows XP Service Pack 2 The MS01 software supports the following printer models: 


Network Printers 
Fujifilm Scanners e DL 400 Inkjet Dry Lab Printer 


e DL 410 Inkjet Dry Lab Printer 
The MS software supports the following scanner e DL430 HK B Lab Printer? 
models: e LP 5000 Wet Lab Printer 
USB Scanners: e LP 7000 Wet Lab Printer 
e LP 7100 Wet Lab Printer 
a i e LP 7200 Wet Lab Printer 
1394 FireWire Scanners: e LP 7500 Wet Lab Printer 
e LP 7600 Wet Lab Printer 
2 Se e LP 7700 Wet Lab Printer 
e SP 2000 e LP 7900 Wet Lab Printer 
e SP 2500 e SLP800 scanner/printer (330 System) 
e SLP1000 scanner/printer (340 System) 
e SP 3000 USB Printers 
e DPB 1500 Dry Lab Printer 
: e ASK 1500 Dry Lab Printer 
Third-Party Hardware e ASK 2000 Dry Lab Printer 
The MS01 software supports the following printer e ASK 4000 Dry Lab Printer 
models: e ASK 4000A Dry Lab Printer 
e DYMO LabelWriter Printers 1394 FireWire Printers: 


e LP 1500 Wet Lab Printer 
LP 2000 Wet Lab Printer 
LP 2500 Wet Lab Printer 
LP 5500 Wet Lab Printer 
LP 5700 Wet Lab Printer 
LP 5900 Wet Lab Printer 


e Epson Stylus Pro Wide Format Printers 
e Xerox Phaser Printer 


e Rimage CD Duplicators 


e Flatbed Scanners 


1 This printer is installed via a separate installation guide. 
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General Information Regarding Access 


Overview 
In this section, you will learn: 
o How to log into Support mode (see below). 
o How to log into Operator mode (see page 20). 
o Howto launch MSO1’s Panda application (see page 22). 
o Howto launch MSO1’s Maintenance application (see page 23). 
Support Mode 
Throughout this guide, you will find that many procedures require you to be in Support mode. Getting into 
Support mode is a four-step process. Rather than repeating these four steps (with the accompanying 


descriptive screen captures) in every location where Support mode is required, we show those steps here 
and refer to this area when Support mode is mentioned in the rest of the guide. 


To enter Support mode: 


1 From the View Orders screen, click Tools in the == = = = 
extreme top right corner. 7 rro Paras soe Sianu Predecion Stn Suapena Pe 


The MS01 dialog box opens. 


2 Click LOG OFF. 


The Fujifilm Log-Off dialog box opens. c 
FUJIFILM eet Ce] 


3 Enter the support mode password. 


4 Click OK. 
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The system automatically logs off and logs back on. This takes a minute or two. Some Windows 
screens appear and self-dismiss during the process. 


‘MSO 18 TOR — View Orders j 


The View Orders screen returns to focus and the 
system is now in Support mode. 
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Operator Mode 


Throughout this guide, you will find that many procedures require you to be in Operator mode. Getting 
into Operator mode is a four-step process. Rather than repeating these four steps (with the 
accompanying descriptive screen captures) in every location where Operator mode is required, we 
show those steps here and refer to this area when Operator mode is mentioned in the rest of the guide. 


To enter Operator mode: 


1 From View Orders, click Tools. 


a 


The MS01 dialog box opens. 


2 Click LOG OFF. 


The FUJIFILM Log-off dialog box opens. c "E 
| FUJEFILM eee f Ce] 
| J 


3 Enter the operator mode password. 


4 Click OK. 


The system automatically logs off and logs back on. This may take a couple minutes. Some 
Windows screens display and self-dismiss during the process. 
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From View Orders screen returns to focus and 
the system is now in Operator mode. 
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Launching the Panda Application 


Many of the procedural instructions in this guide require the operator to access the Panda application 
from the MSO1 Server. 


To launch Panda: 
1 Ensure that the View Orders or View Images screen is displayed. 


2 Click the SwLauncher button. 


The SwLauncher application expands. 


3 Click the Panda button. 


The Panda application window opens. 


Note: The interface of the Panda window differs based on the hardware in the lab system. 


Launching the Maintenance Application 


Refer to the next page. 
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Chapter 4: Maintenance Application Overview 


Overview 


Before you can configure the system, you need to learn about the configuation options. 


The Maintenance application is a central application to configure functionality for all MSO1 products and 
devices. 


In this chapter, you will learn about all of the configuration options available in the MSO1 Maintenance 
applicatiion. The Maintenance menus are: 


IMPORTANT: Do not modify the Maintenance application configuration settings on a Workstation; 
always edit them on the MS01 Server controller only. 


Maintenance Permission Levels & Access 


The Maintenance application has two permission levels: Operator mode and Admin mode. Operator 
mode allows limited access to most configuration options, and Admin mode allows access to additional 
configuration features. The MSO1 Maintenance application can be accessed three ways: 


A By clicking the Maintenance button on the SwLauncher tool. 


Click to expand SwLauncher tool 


Then, click 


to open the Maintenance application window. This launches the application in 
Operator mode. 


B From Windows, by selecting Start > C From Windows, by selecting Start > Programs > 
Maintenance. Fes > Maintenance. 


Windows XP Professional 


ee sta me Ea Pande R ora urk 
This launches the application in Operator This launches the application in Admin mode. 
mode. 
EXCEPTIONS: 


o If the system was installed with an Additional Security option, you will not be able to access the 
Start menu. 


o For SPC/MCUs, no SwLauncher tool displays. You will have to access the MSO1 Maintenance 
application via scanner’s Maintenance program. Refer to page 257 for details. 
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Menu No. Sub-menu Displayed in Operator Mode Displayed in Admin Mode Page 
MS01 LPC / Work- | HCIP | MS01 LPC / SPC | Work- | HCIP 
Server | FMPC | station Server | FMPC MCU station 
0101 | FTP X X 28 
0102 | Web Services X X 30 
01 
Communications | 0103 | Product xX X 32 
Catalog Pull 
0104 | Reporting X X 33 
0201 | FrontMan X 34 
0202 | Production X X 35 
Manager 
0203 | Render X X X X 36 
Settings 
0204 | Fulfillment Lab X X 38 
Setup 
0205 | MS01 Setup X X X X X X 41 
0206 | Job Manager X X X X X X X 43 
Settings 
02 System 
Settings 0207 | Logo Setup x x x x x x 43 
0208 | Auto Release X X 44 
Simon 
0209 | F500 Setup 44 
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Menu No. Sub-menu Displayed in Operator Mode Displayed in Admin Mode Page 
MS01 LPC / Work- | HCIP | MS01 LPC / SPC / Work- | HCIP 
Server | FMPC | station Server | FMPC MCU station 
0210 | Password X X X X 45 
Setup 
0211 | FDIA DB x x 45 
Manage 
0212 | SwLauncher X X 47 
Setup 
0213 | Logging Setup x x x x x x x 48 
02 System 
Settings 0214 | Global x x x x x x x 48 
Settings 
0215 | Data Backup X X X X X X X 49 
and Restore 
0217 | Media x x 52 
Appended 
Index Setup 
0218 | Device x x x x x x x 53 
Message 
Configuration 
0220 | Device Details X X X X X X 54 
Reporting 
0222 | Monitor x x x x x 55 
Adjustment 
0301 | Order x x x x x x 56 
03 Kiosk RANY 
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Menu No. Sub-menu Displayed in Operator Mode Displayed in Admin Mode Page 
MS01 LPC / Work- | HCIP | MS01 LPC / SPC / Work- | HCIP 
Server | FMPC | station Server | FMPC MCU station 
oe 0302 | Order X x 57 
Manifest 
Gateway 
0303 | Frontier Print X X X X X X 59 
0401 | Image Adjust X X X X X X 60 
04 Image OpHons 
Pee 0402 | Create x x x x x x | 61 
Preview 
0403 | Frontier DL X X X xX 62 
Color Mode 
Setting 
0501 | Rimage XML X X X X X X 62 
05 System S 
Cleanup 0502 | Clean Up x x 63 
06 Output 0601 | System x x x 65 
Devices Configuration 
0701 | Print To Print X X X xX X X 66 
07 Input Devices Serup 
0702 | Frontier X X 67 
Scanner 
Setup 
0801 | Template X X X X X X 68 
Setup 


MS01 Condition Setup & Maintenance Guide 


© 2006-2009 FUJIFILM Corporation. All rights reserved. 


26 


Distributed by: minilablaser.com 


Distributed by: minilablaser.com 


Menu No. Sub-menu Displayed in Operator Mode Displayed in Admin Mode Page 
MS01 LPC / Work- | HCIP | MS01 LPC / SPC / Work- | HCIP 
Server | FMPC | station Server | FMPC MCU station 
0802 | Print Size x x x x x x 69 
Setup 
0803 | Multi-Region x x x x x x 73 
08 Products Print Size 
Setup 
0804 | Index Print x x x x x x 75 
Size Setup 
0805 | Digital x x x x x x 78 
Products 
Setup 
0806 | Front Print x x x x x x 79 
0808 | Product Setup x x x x x 79 
Units 
09 System 0901 | System x X X X X X X 80 
Information Settings 
1001 | Select x x x x x x x 81 
10 Language Language 
1002 | Update x x x x x x x 81 
Language 
1003 | Launch Multi- x x x x x 82 
Language 
Tool 
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01 Communications 
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| Maintenance | 
- 
Eanan Cr 
mn epi 


FUJIFILM 


0101 FTP 
Go [x] 
URL: ftp:#}dcdftp01.fujifilmesys.com 


User Name: |dcdftp 
Password: |teSWev3f 


FTP Pull | Scan Job Table | Web Upload 


Remote Dir: orders? | 


Local Dir: |D:\FTPpull I oe ] 


Unpack Dir: |DA\OrderPacksIN LJ 


Cancel 


FTP Pull tab 


By default, the dialog box opens displaying the FTP Pull 


tab. 


Remote Dir: Directory name for holding order packs that 


come from the FTP file server. 


Local Dir: Full path to the location where order packs penta vorders! 
are downloaded before processing. = 


Unpack Dir: Full path to and name of the directory 


where the order packs will be unpacked to. 


The Communications features of the Maintenance 
application enable the operator to modify the various 
communications-related settings used by the MSO1, 
including settings for the FTP, Web Services, Product 
Catalog Pull, and Reporting features of the ICIII. 


MS01 uses different protocols to allow for the transfer of 
items like web orders, updates and to add production 
reports to and from a central location. 


The FTP dialog box enables you to handle setup and 
configuration settings for system directories and general 
order-related information. 


URL: Contains the address of the FTP file server. 


User Name: Contains the username used to connect to the 
FTP file server. 


Password: Contains the password used to connect to the 
FTP file server. 


FIP x] 


URL: ftp://dcdftp01 .fujifilmesys.com 
User Name: |dcdftp 


Password: |teSWev3t 


FTP Pull | Scan Job Table | Web Upload | 


Local Dir: [D:\FTPpull [= 
Unpack Dir: |D\OrderPacksIN Eel 
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Scan Job Table tab 


Provides universal log uploading. With universal logs, 
multiple types of logs may be uploaded to the back-end. 


Work Dir: The full path name to the working directory. A 
scratch folder for building files before FTP transfer. 


WIP Source Dir: The full path name to the Work In 
Progress source directory on the FTP site. 


WIP Destination Dir: The full path name to the Work In 
Progress destination directory on the FTP site. 


INI Destination Dir: The full path name to the INI destination directory on the FTP site. The INI files contain 
configuration and version numbers.FIDS Destination Dir: The full path name to the FIDS, (film IDs), 


destination directory on the FTP site. 


FIP 


URL: 


ftp:dcdftp01 .fujifilmesys.com 


User Name: |dcdftp 


Password: |teSWev3t 


FTP Pull Scan Job Table |Web Upload | 


Work Dir: 

WIP Source Dir: 
WIP Destination Dir: 
INI Destination Dir: 
FIDS Destination Dir: 


Universal Logs to Upload: 


D:\tempftp\ 


\wipupdates\ 


\wipstatus\ 


General;Production 


M Upload System Log 


Universal Logs to Upload: A semicolon-separated list of universal logs to upload. 


Upload System Log: If this check box is selected, the daily system log will be uploaded. 


Web Upload tab 


Gives reliability to upload images to a customer’s website. 
Store ID: Displays the store identifier. 


Pack Working Directory: The full path to the Pack 
Working directory. Pack orders from the web will be 
moved from here to the FTP Destination Directory on the 
FTP server at timed intervals. 


Maximum Pack File Size (MB): The remote order 
maximum package size in megabytes. 


FTP Destination Directory: The name of the FTP destination directory on the FTP file server. Packs from 


FIP 


URL: 


ftp:/dcdftp01 .fujifilmesys.com 


User Name: |dcdftp 


Password: |teSWev3t 


FTP Pull| Scan Job Table Web Upload 


Store ID: 


Pack Working Directory: 


1978 


D:\upload\Upload First 


Maximum Pack File Size (MB): |20 


FTP Destination Directory: 


\Uploads¥3\, 


the Pack working directory will be moved into this directory at timed intervals. 
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0102 Web Services 
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a 
Web Services 


Store ID: 1978 


Lab Relay URL: 


http:¥/kiosk.fujifiilmesys.com/lab}FES.WWW Services/LabRela| 


Lab Services URL: |http://kiosk.fujifilmesys.com/lab/FES. WWW Services/LabSery| 


From Kiosks Directory: 
Third Party URL: 
Third Party TempFile: 


Heartbeat | OM Upload | Remote Control | 


D:\Fes\FromKiosks 


ic:\Temp\3rdCheck.txt 


Provides additional connectivity and productivity 
reporting while providing a way of getting orders into the 
system through the use of the Web services. 


Store ID: Displays the store’s unique ID. 


Lab Relay URL: Displays the full URL path to the Web 
service that is used to verify the connection of the kiosk 
to the Web. 


Lab Services URL: Displays the full URL path to the 
Web service that will receive order information. 


= = 
E £ 
Cancel 


Heartbeat tab 


By default, the Web Services dialog box opens with the Heartbeat tab displayed. 


From Kiosks Directory: The full path to the directory that is used to store general order and hardware 


status information from the kiosks. 


Third Party URL: The URL to be used to verify third-party connectivity. 
Third Party TempFile: The local file used to verify third party connectivity. 


OM Upload tab 


The OM Upload tab provides another way to get orders 
up to a Web site or centralized fulfillment location. 


Upload URL: Displays the full URL path to the Web 
services file receive server. 


Upload Complete Status: This field contains the text 
string that will be used to indicate that a job has been 
sent to the server. 


Upload Error Status: This field contains the text string 
that will be used to indicate that the job was not able to 
be uploaded to the server. 


Web Services 


Store ID: 
Lab Relay URL: 
Lab Services URL: 


Upload URL: 


Media Retries: 


1978 


http://kiosk.fujifilmesys.com/lab/FES. WWW Services/LabRela 


Heartbeat OM Upload | Remote Control | 


Upload Complete Status: |Done 
Upload Error Status: Error 
Upload Trigger Status: 


http:kiosk.fujifilmesys.com/lab/FES. WWW Services/LabSery, 


http:kiosk.fujifilmesys.com/lab/binxfer/FileReceiveS 


UPLOAD 
5 


m = 
cancel 


Upload Trigger Status: This field contains the text string that will be used to indicate that a job is ready to 


be uploaded to the server. 


Media Retries: The number of upload attempts for each file in the job. 


MS01 Condition Setup & Maintenance Guide 
© 2006-2009 FUJIFILM Corporation. All rights reserved. 


30 


Distributed by: minilablaser.com 


Distributed by: minilablaser.com 


Remote Control tab 


The Remote Control tab allows remote commands to be 
sent down and executed on either the ICIII ora 
connected Fuji Kiosk. 


Order Manifest Trigger Status: This status value is 
used to signal the arrival of a new order via the Web 
services interface. (When this status is observed, the 
ICIII system has very basic information about the order. 
For example, order number). 


Asset Trigger Status: This status value is used to signal 
the download completion of the detailed order data. This 
status also means that the ICIII is ready to receive the 
assets (media items) for this order. 


Web Services 


Store ID: 1978 


Lab Relay URL: http:kiosk.fujifilmesys.com/lab/FES. WWW Services/LabRela| 


Lab Services URL: |http:/kiosk.fujifilmesys.com/lab/FES. WWW Services/LabServ| 


Order Manifest Trigger Status: 
Asset Trigger Status: 

Asset Working Status: 
Release Trigger Status: 
Media Error Status: 

Media Retries: 


Kiosk Command Root Dir: 


Heartbeat| OM Upload Remote Control | 


New 


WODone 


MediaBegin 


MediaDone 


MediaError 


5 


D:\Fes\ToKiosks 


Cancel 


Asset Working Status: This status value is used to signal that the retrieval (download) of the assets has 


begun for the order. 


Release Trigger Status: This status value is used to signal that the retrieval (download) of the assets has 
been completed for the order and that the order is ready to be processed by the ICIII system for fulfillment 


preparation. 


Media Error Status: This status value is used to signal that the retrieval (download) of the assets has 


been completed for the order with an error status. 


Media Retries: The number of times the ICIII system will try to download an asset for an order. 


Kiosk Command Root Dir: The root directory for where the command files received for the connected 


GetPix Kiosks should be placed. 


MS01 Condition Setup & Maintenance Guide 
© 2006-2009 FUJIFILM Corporation. All rights reserved. 


31 


Distributed by: minilablaser.com 


Distributed by: minilablaser.com 


0103 Product Catalog Pull 


en =e & The Product Catalog Pull dialog box is a repository for 
‘System values tor the kiosks: A +; i 1 1 A 
ES ee the kiosk; it provides kiosk-related information. 
Kiosk ClieatiD: 10408 M . M 7 
Kiosk StoreNumber: TT This information is used to enable MSO1 to pull remote 
me e changes for the kiosk and pass those changes over to it. 
MS01 local product catalog folder: DAFES\Teklosks\Common\KloskAssets Ey 
E SE ERES ER E DATemp\ProductCatalogUpdme LJ This allows product changes, price changes, etc. to be 
josk outbound product catalog folder: DAFES\ToKioska\Common\KiorkAcsets [zy S i 
Kiosk network configuration folder: [EAFES\RiosHiNetContig l= done remotely then transferred to the kiosk overnight. 
Non-system message log folder Cem on 
L pue message VAS RES messages (start, final status, errors) 
~ All messages 
Connectivity: 
Number of connection attempts: 10 
Time interval between attempts (minutes): 3 
Number of attempts when retrieving a file: 2 
Delete kiosk lock files [300] older than hours [4 


System values for the kiosks: 


Kiosk AppKey: Displays the type of kiosk connected to the ICIII system. Only one version of a kiosk can 
be connected to the ICIII at one time. 


Kiosk ClientID: Displays which client the kiosk belongs to. 


Kiosk StoreNumber: Displays the kiosk store number. If the user enters a zero or blanks this field out (no 
spaces), when they click OK to dismiss the dialog box they will get an informational message box stating 
that this field is blank or zero and that they need to ensure that they intended to leave this field that way. 
The software saves whatever you type in the field for the store number. 

Product catalog update settings: 
MS01 local product catalog folder: The full path to the Product Catalog directory. 


Download temp folder for new catalog files: The full path to the temporary folder where new product 
catalog files will be downloaded to. 


Kiosk outbound product catalog folder: The full path name to the kiosk outbound catalog folder. The 
kiosk will look in this folder for updates on a timed interval. 


Kiosk network configuration folder: The full path to the network configuration folder. Contains INI files 
that the kiosk will examine to get configuration information. 


Non-system message log folder: The full path to the non-system message log folder. 

Log/trace message mode: Minimum messages (start, final status, errors): This option will log/ trace only 

start, final status and error messages. All messages: This option will log/trace all system messages. 
Connectivity: 

Number of connection attempts: The number of connection attempts. 


Time interval between attempts (minutes): The time interval in minutes to wait in between connection 
attempts. 


Number of attempts when retrieving a file: Specifies the number of attempts when retrieving a file. 


Delete kiosk lock files (*.xxx) older than (hours): Specifies the interval of time in hours to delete locked 
kiosk files. 
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0104 Reporting 


Reporting i The Reporting dialog box enables you to turn the FTP 
and Web Services connectivity on or off. 


Active reporting: V Turn on reporting and remote fulfillment 


If the system is not connected to an outside network it will 
i not continually try to connect via FTP and web services (if 
cancel | this check box is not selected). 


02 System Settings 


[Maintenance 


Ss The System Settings features of the Maintenance 
9201 FrontMan application enable the operator to modify the various 


(SS 02 system settings 0202 Production Manager system-related settings used by MSO1 and related 
= 0203 Render Settings software and devices, including settings for the 


0204 Fulfillment Lab Setup 


~ FrontMan (scanner) 

0205 Job Manager. Settings Production Manager 

Coron 

se ere pestle 

02.10, Password Aatun Fulfillment Lab Setup 
0211 FDIA DB Manage 

namamana MS01 Setup 

0213 Legging Setup | Job Manager Settings 


FUJIFILM 


Logo Setup 
Auto Release Simon 


Maintenance z 
=A 01 Communications 0207 Logo Setup Password Setu p 


A rean 0208 Auto Release Simon FDIA DB Manage 
0210 Password Setup 


SwLauncher Setup 


0211 FDIA DB Manage 

0212 SwLauncher Setup Logging Setup 

0213 Logging Setup X 
Global Settings 


anamannan Data Backup and Restore 
0217 Media Appended Index Setup 


0214 Global Settings 


meee Media Appended Index Setup 
AAA Device Message Configuration 
0222 Monitor Adjustment 


Emm à = o UO Device Details Reporting Setup 


Monitor Adjustment 


Note: If the system has an LP 5000 printer, an 0209 F500 
Setup option also displays. 
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0201 FrontMan 


FrontMan &3) The FrontMan Setup dialog box enables you to 

Use FrontMan application for scan orders ¥ Yes configure Frontier Manager settings. 

Order deadline (minutes) 60 e 

Serial port (Com 1,9600,N,8,1) Com 1,9600,N,8,1 Use FrontMan application for scan orders: Select 
M Automatically Generate Order IDs the check box to use FrontMan for scan orders. 

Order } film ID length 7 

Max Order } film ID length 22 If you no longer wish to use FrontMan, clear the 

Vim Orar y LID rengti l selection if running a No FrontMan configuration. 

Message Filter 0;PIC=0;ADPC=0;Aladd 

Due ume DRID [Mapa a NOTE: If this option is selected, after you click OK to 

Check In Time Delta (minutes) 60 ; A r ý: A 

a E dismiss the dialog box, a dialog box opens stating 

Backprint Separator that you must now restart the entire system. 

Scanner Model 500 

Sleep Before Fine Scan (milliseconds) 1500 Eaa xl 

Frontier Device #3 (F3) Frontier3 E-MS01-11167: Please perform a complete 

FrontMan Scanner Device Name SP1 M501 system restart. The system will not restart 


l Default B&W Film Output Type To B&W automatically. 


Frontier Device #1 (F1) Frontier E 
Frontier Device #2 (F2) Frontier2 E-MS01-11167 
! Shut Down Computer On Scanner Post Op 
Cancel 


This requires a manual restart; an auto-restart will not 
occur. 


(IMPORTANT: If the No FrontMan option is selected after MS01 has been installed, you must 
contact Fujifilm Technical Support to install the scanner software or scanner software update.) 
If the check box is clear (not selected), all of the controls on the FrontMan dialog box will be disabled 
(except for the OK and Cancel buttons). 
Order deadline (minutes): Not used in the MSO1 system. 


Serial port (Com 1,9600,N,8,1): The COM port for the barcode scanner (if you are using a COM port 
scanner). 


Automatically Generate Order IDs: Enables the FrontMan software to auto-generate order identification 
numbers. 


Order / film ID length: The default length for valid order / film IDs. 
Max Order / film ID length: The maximum length for the Order / Film ID. 


Min Order / film ID length: The minimum length for the Order / Film ID. This field will be zero padded to 
the default Order / Film ID length. 


Message Filter: Used to determine what type of messaging will be displayed in the FrontMan screen. 


Due Time Delta (minutes): The due time will be set to the default time plus this delta. 
Check In Time Delta (minutes): The check in time will be set to the current default plus this delta. 
Custom Backprint Additions: Add information fields to the backprint, such as Frame Number, Date, etc. 


Backprint Separator: This field is used to separate the code and quantity on backprints for easier 
reading. 


Scanner Model: The scanner model number. Do not modify. 


Sleep Before Fine Scan (milliseconds): A configurable delay to allow for device synchronization. 
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Frontier Device #1 (F1): Logical name of the printer associated with the F1 printer in FrontMan. 
Frontier Device #2 (F2): Logical name of the printer associated with the F2 printer in FrontMan. 
Frontier Device #3 (F3): Logical name of the printer associated with the F3 printer in FrontMan. 


FrontMan Scanner Device Name: The name of the Simon scanner device that FrontMan creates when 
launched. Used to indicate whether it is on-line or off-line. 


Default B&W Film Output Type to B&W: Ensures that the correct colorspace conversion is used when 
scanning black and white film. 


Shut Down Computer On Scanner Post Op: For the SP 500 only, selecting this check box enables 
the computer that the scanner is running on to be shut down when the scanner is post-op’d. 


0202 Production Manager 


—— The Setup Production Manager dialog box enables 
foe fieg, Le you to configure the Production Manager settings. 
Routing: 7 GRRL Log Directory: The full path to the Production 

Peach Manager log directory. 
¥ Keep batches together 
tense Clean-up > Delete Queue table entries: Select this 
Leaded paper priority check box to delete queue table entries. If selected, 
A LAEI bees the status of jobs that were printed will be changed to 
Update Job Field: a | Done. 

Detault Surface: 1Glosey bd 

nomic GS] Completed and deleted jobs will be removed as well. 


Early Release Threshold: So ) 

NOTE; If the Earty Release Threshold is less than a printer's sort limit, the sort limit will be used in its place. 
Critical Due Time: 

Primed Order Delete Time: 
Image Processing [Mpbysec}: [1 
Dine Production (Disca/hour}: [50 


These tasks will be performed on a timed interval. 


Routing: 
Auto Router: Select this check box to enable auto routing features. 


Re-Route orders for off-line devices: Check this box to re-route orders for off-line devices. If a 
particular printer is off-line, orders will be re-routed to printers that are on-line. 


Re-Route ASAP orders: Check this box to re-route orders as soon as possible. If orders are sent to an 
off-line printer, they will be re-routed to on-line printers. 


First in / first-Out: Check this box to deal with orders on a first in, first out basis. 


Keep batches together: If selected, all of the prints in the order are sent to the same printer regardless 
of print size or paper loaded. If not selected, prints will be sent to printers in the system based on 
loaded/available paper sizes and to accommodate system load balance. The Keep batches together 
check box is selected by default. IMPORTANT: If this option is seleted, upong clicking OK in to close 
the dialog box, a warning messge opens informing you that you must restart the system for this change 
to take effect.Click OK to close the message, and restart the system. 


Hold next day orders: Check this box to hold next day orders. Will render images finished but will not 
release them to the printer unless the printer is idle or until the next day. 


Group sizes together: Check this box to group sizes together, based on sizes in the order and the 
paper loaded in the printer. 


Loaded paper priority: Check this box to give priority to orders that have the correct paper loaded in 
the printer. 
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Unavailable paper routing: Allows for the automatic re-routing of jobs when changes are made to the 
paper configuration. 


Rerelease Processing Batches: When this feature is “Enabled,” batches (which are portions of 


orders) that are in the "processing" state will be resent to the printer upon the detection of a disconnect 
between the printer and the host MSO1 software. 


Update Job Field: Updates the job field in the order that is displayed in MS01. Places Production 
Manager status for each job in the specified file note field. 


Default Surface: Set the default paper surface to which orders will print. 


Printer Idle Warning: Set this value to wait the desired amount of time in minutes, until a print idle 
warning is displayed. This is the time a job is released to Panda, but not yet printed. 


Large Order Limit: Orders will be split if the number of prints in the order exceeds this number. 


Early Release Threshold: The system will release orders to the printer with up to the specified number of 


prints together unless there are also other orders ready to be printed with earlier due times or higher 
priorities. 


Critical Due Time: This field sets the critical time due limit in minutes. It gives the operator a warning that 
a job is almost due and may be late. 


Printed Order Delete Time: After this time expires, printed orders will be deleted from the Production 
Manager database. 


Image Processing (Mpix/sec): The image processing rate, in mega pixels per second. 


Disc Production (Discs/hour): The number of discs created per hour. This field is used to judge backlog. 


0203 Render Settings 


Render Settings X] 


The Render Settings dialog box enables you to 
configure the software’s image rendering settings. 


Print border graphics: |\PIC-TW-1\Templates\Borders 
Vendor data directory: |D:\VendorData 
Dated border format: |* MMM* yy 

Right E 


aa 


Print border graphics: This field allows you to 
specify the full path name to the folder where the 


Advanced | Back Print| border templates are stored. 

Rendering: Simon x| : . 

Minimum Drive Space Required to Render to This Computer (in MB): |1266 These border templates are Image overlays available 
in FrontMan. 


Clicking the associated Browse [...] button opens a 
Select Directory dialog box enabling you to choose 
the directory in which your border graphics reside. 


a 


Vendor data directory: This field allows you to specify the main folder containing the vendor-specific 
assets, such as receipt logo images, shipping label return addresses, CD data files, etc. Each vendor 
name has a subdirectory within this root directory. Clicking the associated Browse [...] button opens a 
Select Directory dialog box enabling you to choose the directory in which your vendor data resides. 


Dated border format: Sets the format for the dated border on the images available in FrontMan. Choose 
Left, Center or Right to position the date on the border template. 
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Advanced tab: Render Settings 
a “ý P m m Print border graphics: |\\PIC-TW-1\Templates\Borders one 

Rendering: The device that will handle rendering. This ene eee REAT = z 

is an advanced feature; the only feature available is Dated border format: [t MMM * yy 

Simon. Fight 


Advanced | Back Print| 


Minimum Drive Space Required to Render to This 

Computer (in MB): If the total drive space for the o Space Required to Render to This Computer {in MB): aa z 
rendering drive goes below this value, rendering will 

pause and a ‘low drive space’ message will be 
displayed to the user until drive space has freed up. 
This value can be set in the maintenance application 
for each machine capable of rendering. The value 
defaults to 10 percent of the total drive space of the 


rendering drive. 
Back Print tab: | Render Settings 
Backprint format: This control only affects scanned Print border graphics: (NpiC\Templates\Borders Ls] 
Vendor data directory: |D:\VendorData E 
orders. Dated border format: |* MMM * yy 
. r . Pr Right X 
Setup: After selecting an option in the Back print io 
format drop-down menu, click the Setup button to Advanced Back Print | 
access a dialog box that allows configuring the back Back print format: Extended Image Correction Format v| 
print text. Setup_| 
This dialog box also provides a description of what kind Use Scanner Back Print A 
of back print information is acceptable for each option 
Allow No Backprint ii 
selected. Custom Backprint: Line 2 V * Not supported by all printers 
Use Scanner Back Print: Select this check box to use Sea BACE Enim 
the back print information provided by the scanner 


software. When selected, this setting overrides the 
setting selected in the Back print format drop-down 
menu. 


Cancel 


Note: If the Use Scanner Back Print check box is clear, the back print is ignored and the setting selected 
in the Back print format drop-down menu will be applied. 


Allow No Backprint: Selecting this check box enables an order-level option to disable the backprint for 
the current order. 


Custom Back Print: Line 2: Controls the ability for MSO1 and FrontMan to display the Custom Backprint 
option. When selected, both MSO1 and FrontMan will allow the operator to choose custom text for line 2 of 
the back print. 


Note: Line 2 is not supported by all printers - specifically, ink-jet printers. 


Default Custom Back Print: This text will be used as the custom back print when the custom back print 
check box is selected in MSO1 or FrontMan. 
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0204 Fulfillment Lab Setup 


wheal nih x] The Fulfillment Lab Setup dialog box enables you to 
OrierUnparking: configure unpacking of Web orders that are sent to 
nai 
SEEN MS01 and the resulting job. 
ee oe Clicking the State/Status Setup button in the 
andae Fulfillment Lab Setup dialog box opens the 
E Unpacking Job State/Status Setup dialog box, which 
F Gift labels allows configuration of the way in which the job fields 
e ea are set during and after unpacking. 
Log folder: L-J . : ` r 
P Spr AAE For details on options available on the Unpacking Job 


Recreate previews 7 Using CreatePreview.cpp State/Status Setup dialog box, see the next page. 
Printable items: Convert unit-coded previews to compositions 
Auto submit after unpacking: M Order labels 

Capture: V Set to auto capture Remote Orders 


Products with script mode set: V Override layout and set to fast request 


Production: 


Vendor data files root folder: 


Ol 


H 


Cancel 


Do not unpack the checked items: 


Customer plain paper receipts: If this item is unchecked, then the thumbnails for the customer plain paper 
receipts will be unpacked when the web order is unpacked. 


Customer inline receipts: If this check box is clear, then the thumbnails for the customer inline receipts 
are unpacked when the Web order is unpacked. 


Internal receipts: If this check box is clear, then the thumbnails for the internal receipts are unpacked when 
the Web order is unpacked. 


Shipping labels: If this check box is clear, then the thumbnails for the shipping labels are unpacked when 
the Web order is unpacked. 


Order labels: If this check box is clear, then the thumbnails for the order labels are unpacked when the 
Web order is unpacked. 


Gift labels: If this check box is clear, thumbnails for gift labels are unpacked when the Web order is 
unpacked. 


Disc receipts: If this check box is clear, the thumbnails for disc receipts are unpacked when the Web order 
is unpacked. 


Disc instructions: If this check box is clear, the thumbnails for disc instructions are unpacked when the 
Web order is unpacked. 


Log folder: Specifies the path to the location the log file for Web order unpacking is generated. 

Disc layout override: If populated, the specified layout will override the disc layout in the Web order. 
Recreate previews: 

Using CreatePreview.cpp: When selected, the unpacked previews in the order are regenerated using the 


local Image Intelligence capable process. This allows the Image Intelligence high-resolution image analysis to 
be performed during the unpacking phase. 
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Printable items > Convert unit-coded previews to compositions: When selected, an ICIII + style print 
composite (i.e., using a print template) is created from the plain image preview for each print item. 


Auto submit after unpacking > Order labels: When selected, releases the order labels early - prior to 
processing the entire order. 


Capture > Set to auto capture Remote Orders: Instructs MSO1 to automatically set the order state/status to 
Shipped/Done after processing the order. If not selected, the final order state/status will be Printing/Done 
and will never be considered completed. 


Products with script mode set > Override layout and set to the fast request: For product codes that are 
configured in Product Setup with <scriptmode=1> and a <layout>, this sets the appropriate filenotes during 
unpacking to use the specified <layout> and to process the item as a fast request. 


Production > Vendor data files root folder: The main directory containing the vendor-specific assets, such 
as receipt logo images, shipping label return addresses, CD data files, etc. Each vendor name has a 
subdirectory within this root directory. 


Unpacking Job State/Status Setup dialog box: a i a 
7 Order defaults: 
Opens when the the State/Status Setup button is Job is considered new with state: Delivery 
clicked on the Fulfillment Lab Setup dialog box. It Joh siaty wll unpaceing m Unpacking 
" A A A A 7 Job state when finished unpacking: Unpacking 
allows configuration of the way in which the job fields Job status when finished unpacking: [Ready 
are set during and after unpacking. SANE 
Order defaults: pce T 
Inline receipt print code: 
. . . . F Print inline receipt 
Job IS considered new with state: When Resources subdirectory: l Enabled {applications must be aware of it) 
the unpacking process receives an order Move files with suffixes in this list 
pack, it locates the job in the job table by to the Resources subdirectory [;-sep): |_Receipt_Receiptinternal;_ShipLabel 
OrderID and EnvelopelD. If the job found has | priority code override: I Enable override as follows: 
this status, it is considered new and all job es lea ele a oe ae Femakeneseng 
s ii i m ob state en finished unpacking: npacking 
fields will be set from the fields in the order Job status when finished unpacking: [Ready 
p ack. Job-level target device: 
Job state while unpacking: This defines 


the job state that is displayed in the job table 
and in WIP while the order pack is in the 
process of being unpacked. 


Job state when finished unpacking: The job state that is displayed in the job table and in WIP when 
the order pack is done being unpacked. 


Job status when finished unpacking: The job status that is displayed in the job table and in WIP 
when the order pack is done being unpacked. 


Job-level target device: The job target device field that is set in the job table when the order pack is 
unpacked. It is the default device to which the order is sent when processed. 


Order-level items: 


Inline receipt print code: If there is an inline receipt thumbnail in the order, this is the print code set 
on that thumbnail for processing (e.g., “Receipt4”, Receipt5”, etc.) depending upon the paper size 
and/or printer desired. 


Print inline receipt: If this check box is selected, then the multi-unit on the unpacked inline receipt 
thumbnail is set so that the receipt is printed when the order is released. If this check box is clear, 
then the multi-unit is set so that the receipt is not be printed. 
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Priority Code Override: 


Enable override as follows: If this check 
box is selected, then orders with priority 
values in the list below have the following 
job states and statuses set. This allows the 
lab operators to manually release remade 
or resent orders. 


For order priority (2544) in this list: 
Orders with priority values in this semicolon- 
separated list have the following job states 
and statuses set. The default list is 
Remake;Resend. 


Job state when finished unpacking: See 
above. Default is Unpacking. 


Job status when finished unpacking: 
Field used to hold the state to use with the 
AutoPrint feature. 


Unpacking Job State/Status Setup 


Order defaults: 


Job is considered new with state: Delivery 
Job state while unpacking: Unpacking 
Job state when finished unpacking: Unpacking 
Job status when finished unpacking: Ready 


Job-level target device: 


Order-level items: 


Inline receipt print code: r 


F Print inline receipt 
Resources subdirectory: Enabled (applications must be aware of it) 


Move files with suffixes in this list 


to the Resources subdirectory (-sep): |_Receipt;_Receiptinternal;_ShipLabel 


Priority Code Override: F Enable override as follows: 
For order priority (2544) in this list (;-sep): |Remake;Resend 
Job state when finished unpacking: Unpacking 


Job status when finished unpacking: Ready 


Job-level target device: 


Cancel 


Unpacking Job State/Status Setup dialog box 


Job-level target device: This feature is no longer used by MS01. 
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0205 MS01 Setup 


= Setup tJ) The MSO1 Setup dialog box allows you to configure 
F specifics of the MS01 system. 
Use RIMAGE to write Discs: T Yes 
Single Disc System: M Yes A m 
Disable premaster check: M Yes Disc Grou Box: 
Disc space check margin (if premaster check disabled:) |10 A A m r . 
lesen A a Use Rimage to write Discs: Select this check box if the 
Output Directory For Dise Files: \\sPicServers\Temped = system uses a Rimage to write CDs. This check box is 
Digital Input selected by default after installing the Rimage. If you 
Removable media drive letters: wish to disable the Rimage and use a local writer, clear 
Maslow image mensen in piele {if any): this check box. 
Minimum image file size in KB {if any): 18 
ee ee Single Disc System: Select this option when the CD- 
RW drive is used for loading images and writing CDs. 
Miscellaneous 
Temp Directory: DATemp LJ Disable premaster check: When selected, turns off the 
Label Printer: \\SJobmanServer$\Dymolabe ifi i ji H 
Ear directory for Dig in: e Gl verification process for premastered CDs. This applies 
Website to Uploadto: [Fuji to local CD writing only. 
Web upload root directory: LJ 
Advanced Setup ] 
Cancel 


Disc space check margin (if premaster check disabled): Enables you to set a buffer to ensure that 
enough space is left on the CD. Value entered is in MB. 


Default digital writer service: Field that is used to specify the name of the Panda device that will be used 
to write CDs. Typically, this will be set to the CD writer in the local Panda. If this is not set, CDs may be 
written to any available CD writer device set up on any Panda in the given system. 


Output Directory For Disc Files: This field displays the full path to the directory used to contain CD files for 
use while writing the CDs. 


Digital Input Group Box: 
Removable media drive letters: The system drive letters for removable media devices. 


Maximum image dimension in pixels (if any): If this field is blank, all images are displayed in the Input 
Digital Files dialog box. If a value is entered, only the images that fall within the threshold set by this value 
are displayed in the Input Digital Files dialog box. 


Minimum image file size in KB (if any): This field works in conjunction with the Maximum image dimension 
field. If this field is blank, all images are displayed in the Input Digital Files dialog box. If a value is entered, 
only the images that fall within the threshold set by this value are displayed in the Input Digital Files dialog 
box. 


Network import paths (separated by semicolons): Defines the directories used for digital input (in 
addition to automatic sweeping of removable media). 


Miscellaneous Group Box: 
Temp Directory: Displays the path to the Temp directory. This directory is used as a staging workspace. 


Label Printer: This field displays the full path to the DymoLabel printer. 
Error directory for Dig In: This field displays the full path to the 


Website to Upload to: The name of the vendor website to upload to. 
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Web upload root directory: This feature may no longer be used in the ICIII system. 


Advanced Setup: 
Clicking the Advanced Setup button in the MS01 Setup 


dialog box opens the Advanced MS01 Setup dialog box. 


DP Modes not displayed in Jobtable: Specifying 
modes in this field, separated by semi-colons, will 
exclude those modes from being shown in the D & P 
Modes drop-down menu View Orders screen. Leaving 
this field blank will display all available modes. 


F 
Advanced MSOT Step 


DE Modes nat displayed in Jebtabie (separate wit sem colons) [ 


Suppor tor 6 digit Eervetepe is 
Jobs hidden with status type 


Allow right click context menus on image and product tumbasits ~ 


Allow Templates tram Network 
Enable Application Help 

Requires Pasewerd fur Restore and Templates 

‘Show Operator Mode Messages 

Skew Sharpening Modificatees 

Apply Image intemtigesce [it set] to digital product images. 

Turn Of Manual Flouting Password 

Display Production Warning tor Process Oréer and Quick Prints 
Enable OPOF Scanning 


e? 


Do Promo Prints 
Product Codes tor preme prints [separate with semi coisas} [ 
Promo Unit Code: [ 


Support for 6 digit Envelope IDs: Selecting this check 
box allows order IDs of less than seven digits to be used 
in the ICIII system. 


Promo Print Background Image [NSPicServersit emplatesiPromoprint.jpg 
Background Image tor inéex sad Summary Separators. [iSPicServers\Templatec\Summary 9 


ay aa 


`a n 


Jobs with hidden status type: 


Done: Hides the jobs with a status of Done that are displayed in the MSO1 order screen. 
Ready: Hides the jobs with a status of Ready that are displayed in MSO1’s order screen. 
Busy: Hides the Jobs with a status of Busy, that are displayed in the MSO1’s order screen. 
Hold: Hides the Jobs with a status of Hold, that are displayed in the MSO1’s order screen. 


Allow right click context menus on image and product thumbnails: Selecting this check box ensures 
that the software displays context menus when right-clicking on images and product thumbnails in the ICIII 
system. 


Allow Templates from Network: Selecting this check box allows templates to be loaded from the network. 
Enable Application Help: Selecting this check box enables application help on the MSO1. 


Requires Password for Restore and Templates: This feature may not be used in the MSO1 system 
anymore. Checking this box will password protect the Setup dialog box that allows Logoff, Restore and 
Templates functionality on the MSO1 system. 


Show Operator Mode Messages: If selected, Operator Mode warning messages will be shown. Clear the 
selection in this check box to suppress these messages. 


Show Sharpening Modifications: This feature may no longer be used in the MSO1 system. If checked the 
sharpening modifications done to the image are shown in the preview image. If not checked the sharpening 
modifications are not shown, which speeds up displaying the preview image. 


Apply Image Intelligence (if set) to digital product images: If selected, Image Intelligence will be applied 
to export product images used for fulfillment. 


Turn Off Manual Routing Password: When this check box is selected, no password is required when 
accessing the Routing tab on the Processing Queue in MS01. 


Display Production Warning for Process Order and Quick Prints: When selected, a warning will be 
displayed to the operator if they attempt to process an order or add quick prints to an order that is already in 
production. 


Enable DPOF Scanning: Selecting this check box will enable scanning the digital media for DPOF when 
loading images on MS01. 


Do Promo Prints: Selecting this check box will activate the automatic printing of promo prints in orders that 
contain any product specified (by product code) in the Product Codes for promo prints field. 


Note: Only one promo print will be printed per order. 
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Product Codes for promo prints (separate 
with semi-colons): Specify multiple product 
codes (Separated 


by semi-colons) that when ordered, will 
generate a promo print. 


Promo Unit Code: The unit code that 
references a promo print product. If the 
system is configured to create promo prints, 
the promo print generated will use this unit 
code. 


Promo Print Background Image: To 
replace the standard white background, 
specify a path to an image that will be used 
as the background image of a Promo Print for 
ASK printers. 


[advanced i801 Sntup x] 
DP Modes not displayed in Jobtable [separate with semicolons) [| ] 
Support for G digit Envelope IDs Yes 
Jobs hidden with status type: Done 
Ready 
Busy 
Hold 
Allow right click context menus on image and product thumbnails Yes 
Allow Templates from Network F Yes 
Enable Application Help R Yes 
Requires Password for Restore and Templates P Yes 
Show Operator Mode Messages W Yes 
Show Sharpening Moditications F Yes 
Apply image intelligence fit set] to digital product images F Yes 
Turn Off Manual Routing Password F Yes 
Display Production Warning for Process Order and Quick Prints l Yes 
Enable DPOF Scanning F Yes 
Do Promo Prints l Yes 
Product Codes tor promo prints [separate with semi-colons) [ ] 
Promo Unit Code: [ ] 
Promo Print Background Image: {hoPtcServersylempiates\Promoprint jpg EJ 
Background Image for Index and Summary Separators: [nsPicServers\Templates\Summary.tit L- 
a m k] 


Background Image fo Index and Summary Separators: To replace the standard white background, 
specify a path to an image that will be used as the background image of an index print or Separator 


Sheet for ASK printers. 


0206 Job Manager Settings 


Setup JobManServer B 


First order ID: i 
Maximum order ID: |999999 


Machine ID: A | 


Cancel | 


0207 Logo Setup 


Logo Setup 


| Primary Index Print Logo: —_{\\PIC_TW/\fes\Datafiles\Logo_Walmart.tif 


| Secondary Index Print Logo: 


HE |g 


L EA | 


The Setup JobManServer dialog box enables you to 
configure orders and machine IDs in MSO1. 


First order ID: Sets the first order ID number. 
Maximum order ID: Sets the maximum order ID. 


Machine ID: The identification of the machine. 


The Logo Setup dialog box allows you to specify what 
bitmap logo will be displayed on index prints. 


Primary Index Print Logo: This field enables you to 
specify the logo that is displayed on index prints. Valid 
image file types include TIFF (*.tif), JPEG (*.jog) and 
BMP (*.bmp). 


Secondary Index Print Logo: This field enables you to specify a secondary logo that is displayed on index 
prints. Valid image file types include TIFF (*.tif), JPEG (*.jpg) and BMP (*.bmp). 
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0208 Auto Release Simon 


Setup AutoReleaseSimon? E| The Setup AutoReleaseSimon2 dialog box enables 
Automatic job Release: 5000 you to configure the management of holding or 
DueBy Offset in Minutes: 55 H i i 
e a releasing orders to be printed depending on where they 
Auto Release (Order-Type:[V/N]]: Remote Order:Y:Export:Y:Multiple:Y:Kiosk:Y:Kiosk-Mi came from and the file size. 
Product limits (code:quanity:hold[0/1)): z 7 r . 
Hours to delay large orders: 23 Automatic job Release: If the number of prints in an 

z ; order is under this value, the job will be released for 

== printing. 


DueBy Offset in Minutes: If this field is set to 0, the job/order will be put on hold. This value is used to 
determine when the order will be released for printing. 


Min Images to Delete Canceled Job: Sets the minimum number of images that have to be in a cancelled 
order before it can be deleted. 


Auto Release (Order-Type:[Y/N]): If the specified order type is set to Y, the order will be released for 
printing. If the order type is set to N, the order will be held. 


Product limits (code:quantity:hold[0/1]): The code field identifies an arbitrary product type. If the number 
of images in the order exceeds the quantity value, the order will be put on hold. If the hold field is set to 1, 
the order will be held regardless of the number of images in the order. If the hold field is set to O, the order 
will be released for printing. 


Hours to delay large orders: The number of hours to delay large orders. 


0209 F500 Setup 


F500 Set-up This dialog box is only available if your system 
s configuration includes an F500 (LP 5000 printer). 
Disable Lower Printer Magazine z Prior to performing either the pre-operational check, 
post-operational check, or printing your order, you may 
ERROR want to consider doing some preliminary setup: 


Cannot set Printer IP. The printer SDK is not installed properly. Settings > Disable Lower Printer Magazine: Disables 


the lower printer magazine. 


Cancel 
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Password Setup 


Passwords 


Password Status 


1yw8zuq-12d0w5e-14i30jz No Expiration Date. 


Features 


All Standard Features 


System ID 
O6bc 


Add 


The Password Setup dialog box enables you to 
manage passwords involved with MSO1. 


Passwords > Password: This field displays the 
passwords that are used on the MS01. 


Passwords > Status: This field shows the time left in 
days for the specific password. If the password has 
expired, the status field will display Expired for that 
password. 


Features: Lists all of the Fujifilm software installed on 
the system. 


SystemID: This field is a unique ID that is generated 
se for each MSO1. 


Add: Clicking the Add button opens the Add Password dialog box. stent t 


Password: Text field for entering a new password for the ICIII 


system. 


Show Features: This button will show the features in the 
Features list box that are enabled with this password. 


Features: This list box shows the features that will be available 
to the user with the selected password. 


0211 FDIA DB Manage 


| FDIA DE Manage 


DB Host PIC-TW-1 


Clear SizeTable 
i Show Devices 

Show SizeTable 
High: w ) 
Hold High Priority 
Medium: feo | 
Hold Medium Priority 
Low: [ze80 | 
Hold Low Priority 
Ignore FDIA Hold Status 


Concatenate lines 1 ond 2 of backprint 4 
Allow Multi Roll Order Creation 


Cmi | 


The FDIA DB Manage dialog box enables you to 
perform simple, predefined tasks on the FDIA database. 


DB Host: The name of the PC hosting the database. 


Populate SizeTable: Clicking this button populates the 
size table in the FDIA database based on the products 
on the ICIII. This enables you to ensure that the FDIA 
database size table is correct and non-corrupt. 


Clear SizeTable: Clicking this button clears the size 
table in the FDIA database. 


Show Devices: Shows all entries in the device table in 
the FDIA database. 


Show SizeTable: Shows all of the size table entries in 
the FDIA database. 


High: A priority value (measured in minutes) set for due-by time for the particular job. The High priority 


usually represents MINUTES orders. 


Hold High Priority: When selected, the job will be put on hold and will need to be manually released. 
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Medium: A priority value (measured in minutes) [Few dB Manage Eg) 
set for due-by time for the particular job. The DB Host: PICTW.1 
Medium priority usually represents HOURS 
orders. 
Hold Medium Priority: When selected the job 
will be put on hold and will need to be manually 
released. 
Low: A priority value (measured in minutes) set 
for due-by time for the particular job. The Low Clear SizeTable 
iori 
priority usually represents DAYS orders. [[- 
Hold Low Priority: When selected the job will cari x 
be put on hold and will need to be manually Meam ha 
Hold Medium Priority E 
released. Low: 2680 
Hold Low Priority 
Ignore FDIA Hold Status: When selected, the Ignore FDIA Hold Status r 
systems ignores the hold status from the FDIA See a 
interface. Allow Multi Roll Order Creation r 
Concatenate lines 1 and 2 of backprint: 
Combines both backprint lines and subsitutes =] 
them as line 2. FDIA DB Manage dialog box 


Allow Multi Roll Order Creation: Controls the addition of scanned images as an additional roll to a pre- 
existing order. Note: The scanner software displays two order-related fields: OrderID and OrderNo. 


The following rules are applied when creating a new order or appending a roll to an existing order. 
If this check box is selected: 


e If the user selects the Next Order or End button, a new order is created in the MSO1 software if the 
OrderlID was kept the same but a new OrderNo was used. 


e If the user selects the Next Order or End button, a new order is created in the MSO1 software if the 
OrderNo was kept the same but a new OrderlID was used. 


If this check box is not selected: 


e If the user selects the Next Order or End button, a new order is created in the MSO1 software if a 
new OrderlID was used. 


e If the user selects the Next Order or End button, the set of images associated is appended as an 
additional roll to the pre-esxisting order in the MSO1 software if a pre-existing OrderID was used. 


Regardless of the state of the check box, multiple film rolls from the scanner may still be processed into one 
order containing all images via utilizing the Continue button available in the scanner user interface. 
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0212 SwLauncher Setup 


Launcher setup The Launcher setup dialog box enables you to 
configure the SwLauncher application. 


Application list 


ap eon) ee Application list: This lists all applications currently 
gii Panda "C:Fes\Panda.exe" H 2 m R m 
| configured for use with the SwLauncher application. 


Top: Moves the selected application to the top of the list. 


Up: Moves the selected application up once in the list. 


Down: Moves the selected application down once in the 
list. 


Add Edit Delete | 


Bottom: Moves the selected application to the bottom of the list. 


Add: Clicking the Add button in the Launcher setup dialog box opens the Application information dialog 
box. 


Edit: Clicking Edit opens the “Application Information” dialog box where modifications to the information for 
the SwLauncher Setup application can be made. 


Delete: Clicking Delete removes the selected application from the applications list. 


Application information dialog box: “Application information 
Path 
Path: This field displays the path to the executable file of the application. Browse.. 
Caption: This field defines the text displayed in the “Launcher setup” see 
dialog box’s Application list for the selected application. 
Icon 
Icon > Use application icon (default): Selecting this option ensures i sioner en) 
that the icon used is the icon provided by the application. ee 
r ; ; . @) s) 2 
Icon > Use custom icon: Selecting this option ensures that the = ak 
application is associated with the icon you specify. Viewer Images 
a = 
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0213 Logging Setup 


Messaging Setup 
Logging Level 

{~ None Advanced 
( Normal 

(* Debug 


Cancel 


0214 Global Settings 


Global Settings B 


FDIADBServer 
FMPC 
Jobmanserver pic w —*d 
PicServer 
Seamer [id 
SimonServer 


Cancel 


Logging level: Determines what messages will be 
logged to the daily general universal log in D: \Log\. 


None: No general log 
Normal: Only errors will be logged to the general log. 


Debug: All messages will be logged to the general 
log. 
Advanced: This feature is only available in Admin 
mode, and is designed for use by Fujifilm technicians. 


Displays the global settings of the various machines, 
servers and devices in use. 


FDIADBServer: The name of the global FDIADBServer. 
FMPC: The name of the global FMPC/LPC in use. 


JobmanServer: The name of the global JobmanServer in 
use. 


PicServer: The name of the global PICServer in use. 
Scanner: The name of the global scanner in use. 


SimonServer: The name of the global SimonServer in 
use. 
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0215 Data Backup and Restore 


(Gi Data Backup and Restore The Data Backup and Restore dialog box features two 
[Backup | Restore tabs 4 
Backup type: [M5 System Backup sa] o The Backup tab provides the lab with a means 
one! nal for saving settings and data of the MSO1 
‘ software installed on the system. 
endor name: 
o The Restore tab loads all of the files and 
gory... “ n 

; settings previously backed-up. 

Category Size 

v| FES Registry 

v| Logos 

E] Software Settings 8.72 MB 

v| Products and Associated Templates 77,55 MB 

v| Frontman Borders 263.17 MB 

v| Language 2.17 MB 

v| Custom Channels 32 KB 

v| Catalog/Assets 0 Bytes 

User Installed Templates 47.14 MB 
Photos 49.36 MB 

Estimated size of backup: 351.64 MB 


Default Settings 


Save } l Close 


Backup tab... 


Backup type: Drop-down menu displays options for the type of data and settings to be backed-up. Options 
include. MS System Backup and Personality. 


o System data: A system backup saves system-specific configuration data. A personality backup 
saves custom, MS system settings associated with a particular Fujifilm region or retailer. Important: 
A system backup must be created for each controller in the lab system (i.e., MSO1 Server, 
FMPC/LPC, SPC/MCU, and Workstation). 


o Personality data: A personality backup file can only be created using the MS01 Server. 
Save to: displays a path to the location the back-up files are stored. Click the browse [...] button to browse 
to the desired directory. 
Vendor name: A vendor name can be typed in the text field to identify a vendor-specific data backup. 


Create Category: Clicking the button opens the Add/Edit Category dialog box (see below) where a specific 
data/settings-type category (i.e. user installed templates) can be configured. 
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The Add/Edit Category dialog box opens when the (hadita category 
Create Category or Edit Category buttons are | Ea i 
clicked on the Data Backup and Restore dialog 
box. User-created data backup categories can have 
multiple files associated. These files can be added 
and removed from this dialog box. 


Category Name: 


Add file or directory 
File path: 


Category Name: Add or edit the desired data- 
backup category name in the text field. 


[LJ 
Directory path: al 
Size 


File/Directory 


File path: Click the browse [...] button to browse for 
the file to be associated with this category. Click the 
related Add button to add the file to the associated 
File/Directory list. 


Directory path: Click the browse [...] button to 

browse for the directory to be associated with this 
category. Click the related Add button to add the 
directory to the associated File/Directory list. poe See ce eae, KIES 


Cancel} 


Edit Category: Once a user-created category is selected, the button is enabled. Clicking the button opens 
the Add/Edit Category dialog box (See above) Note: Default categories cannot be edited. Only user-created 
categories can be edited. 


Remove Category: Once a user-created category is selected, the button is enabled. Clicking the button 
removes the selected category from the list of available categories in the associated list. 


Select All: Clicking the button selects all the check boxes in the associated list. 


Default Settings: Clicking the button selects only the check boxes of the categories that are backed-up 
based on the default settings configuration. 


Next: The button enables when Personality is selected in the Backup type drop-down menu. Clicking the 
button opens the Paper Configurations Setup dialog box (see below). 


The Paper Configuration Setup dialog box opens e x 
when Personality is selected in the Backup type fava enero Pea Fst m 

drop-down menu on the Backup tab of the Data 7 
Backup and Restore dialog box and the Next button |‘ — > 


is clicked. Here, paper size, surface, and availability $3 gun B Gow 
settings can be associated with specific output a 
devices. Once saved, this information can be saved Boo tae 
as part of a personality backup. Oes ee 


Paper configurations for: From the drop-down 
menu, select the output device to which paper 
configurations will be added/removed. 


Size: From the drop-down menu, select the desired 
size to be added to the list of available sizes 
associated with the output device. 
Save: Clicking the button saves the selected backup data to the directory specified in the Save to field. 


Surface: From the drop-down menu, select the desired surface to apply to the print size specified in the 
Size drop-down menu. 


Available: Select the check box to indicate the size is available for processing on the intended output 
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device. 


Remove: The button enables when an item is selected in the list box. Click the button to remove the 
selected size and surface type from the list. 


Save: Saves the settings configured from this dialog box. 


Restore tab... (gj Data Backup and Restore 
Restore file: Opens a browse dialog box for Backup] estore 
browsing to the directory in which previously backed- 
up data files are located. Restore file: d:\Fes\Backup\MS System Backup\System Backup-07July2009-PIC.xml 
Once the file is located and selected, all of the ae al T 
information associated with the data file is displayed, Created on: 07/07/09 04:46:52AM 
such as: file name (Restore file), type of data 
backed-up (Restore type), Vendor name, and data Cotegory Size 
$ . v| FES Registr 
backup file creation date (Created on). ee ai 
. . v| Software Settings 8.69 MB 
The Category list displays all of the category 7] Products and Associated Templates 77.80 MB 
information originally included in the file. a “ Fem 
[v] Custom Channels 32 KB 
Select All: Selects all of the categories displayed in [Z] Catalogiassets 0 Bytes 
the associated list. 
Restore: Clicking the button loads the files and E EEA EEEE 
settings saved in the backup data file back onto the 
system. 
Restore ) [ Close 
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0217 Media Appended Index Setup 


The Media Appended Index Setup dialog box allows the operator to configure the display of media 
index prints. 


[ Media Appended Index Setup Small Index 1 tab... 


Small Index 1 | Small Index 2 | Large Index 


Logo: This is the logo that will be rendered on the 
media index that is defined as Small Index 1. 


Logo: LJ 


Store ID: 
URL: 


Cancel 


4 


[Media Appended index Setup &| Small Index 2 tab... 
Safed ito: Soret Index | Lari se Note: This tab is only available in the USA version. 
Logo 1: [c:\fes\DatafilesiMAindexiLogos\S-INDEX_FF.bmp | The Small Index 2 tab can accommodate two logos 
Logo 2: LJ on the rendered index print. 
Store ID: Logo 1 and Logo 2: These logos will be rendered in 
URL: on the small media index that is defined as Small 
Index 2. 
Cancel 
[Media Appended Index Setup x] Large Index tab... 


Smal aaen SARTRE, Large index Logo: This is the logo that will be rendered on the 


media index that is defined as Large Index. 


Logo: [c:\fes\Datafiles\MAlndex\Logos\LINDEX-FF.bmp L.-J] 


Store ID: 
URL: 


Cancel 


Store ID: This value will display on any media index prints that are configured to display the store ID. 


URL: This value will be displayed on any media index prints that are configured to display a URL. 
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0218 Device Message Configuration 


Device Message Setup 


MODE: 


© Unmonitored 
‘© Monitored 


C Local Monitored Only 


CD Writers 
© Unmonitored 
( Monitored 


© Local Monitored Only 


Scanners 
{© Unmonitored 


© Monitored 


© Local Monitored Only 


Cancel 


Customize: Clicking the Customize button opens the Device 
Message Setup dialog box, which displays each device connected to 
the system (networked and local) allowing the operator to individually 


configure them to either monitor them or not. 


It will be monitored according to the monitoring mode configured on the 


Device Management Setup screen. 


Ignore All Messages: If this check box is selected, any messages 
generated from a device that is check-marked in the Devices list- 
box below will not be displayed to the operator. 


Devices: Lists the devices that can generate messages to the 
operator. Double-click a device entry to enable or disable a 


specific device. 


Hardware... 


(0) 


Printers: Determines what level of printer logging 
is logged to the daily general log. 


CD Writers: Determines what level of CD writer 
logging is logged to the daily general log. 


Scanners: Determines what level of scanner 
logging is logged to the daily general log. 


Modes for each... 


ie) 


Unmonitored: No messages will be displayed by 
the system for the selected device . 


Monitored: All messages will be displayed by the 
system for the selected device. 


Local Monitored Only: Only messages local to 
the current system will be displayed for the 
selected device. Messages sent by devices 
networked to the system will NOT be displayed. 


—) Device Message Setup Dialog 
I Ignore All Messages 
Devices: (Double-click to toggle on/off) 
Gift Card Printer vw A 
PIC 
ADPC 
AnyPrinter 
AutoRelease 
CD Render v 
Cleanup 
DigitalInput v 
Disclab v 
DPC 
DymoLabe 
Export 
FDIAGate Way 
FKiosk 
FTP 
FTPPULL 
GetAssets M 
Cancel 
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0220 Device Details Reporting 


= 
Device Details Reporting Setup 


Update Frequency Options: Upon Windows startup 
M On timed interval 


Timer interval (1-24 hours): |1 
XML Output filepath: D:\DeviceDetails\Fuji_PIC_details.xml | Nae | 
Device Type: Photolab 


Device Model: 


Peripheral Configuration: 


View peripherals | 
Add peripheral | 
Remove peripheral | 


Cancel 


Note: This dialog box displays only with certain system 
hardware configurations. 


Update Frequency Options: Select the frequency at 
which the Device Type is updated in the log. Options are: 


Upon Windows startup: Updates the log information 
for the device each time Windows is started. 


On timed interval: Updates the log information for the 
device on a timed schedule set in the Timer interval (1- 
24 hours) field. 


Timer interval (1-24 hours): Enter the time interval in 
which the log information for the device is updated. 


XML Output filepath: Type or browse [...] to the location to which device detail reports are logged. 


Device Type: Displays the type of device logged. 

Device Model: Displays the model of the device type logged. 
Peripheral Configuration: see below. 

Peripheral Configuration > View peripherals: Opens the 


Peripherals dialog box. A list displays of currently logged 
peripheral devices. 


Peripheral Configuration > Add peripheral: Opens the Add 
Peripheral dialog box on which various peripheral devices can be 
added to the list of devices logged in the location specified in the 
XML Output filepath field. 


Device Type: Select the radio button corresponding to the device 
type to add to the list of peripheral devices logged. Options 
inlcude: 


FilmProcessorType 
GiftCardPrinterType 
ShoeBoxPrinterType 
ScannerType 
PaperProcessorType 
LargeFormatPrinter 
FilmScanner 


DymoPrinterType 


Peripherals 


B 


Peripherals: |1. LargeFormatPrinter 
Peripheral model: 
Chemistry type: 
2. FilmScannerType 
Peripheral model: Generic 
Chemistry type: Chemistry 


Add Peripheral 


Device Type: C FilmProcessorType 
C GiftCardPrinterType 
ShoeBoxScannerlype 
© Scannerlype 
PaperProcessorlype 
C LargeFormatPrinter 


í FilmScannerlype 


C DymoPrinterlype 


Optional fields: 


Peripheral model: 


Chemistry type: 
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Optional fields: Include additional information about the device, including: 


Peripheral model: Enter the model information for the device. Once added, the information will display in the 
Device Model on the Device Details Reporting Setup dialog box. 


Chemistry Type: Enter the name of the paper processor checmical type used. 


Peripheral Configuration > Remove peripheral: Opens 
the Remove Peripherals dialog box on which the various 
peripheral devices currently-logged can be removed from 
the list. 


Peripherals: Lists all the peripherals currently logged to the 
location specified in the XML Output filepath field on the 
Device Details Reporting Setup dialog box. 


Peripheral to remove: Select the number associated with 
the desired device listed in Peripherals. Once removed 


Remove Peripherals 


Peripherals: 


Peripheral to remove: 


1. LargeFormatPrinter 
Peripheral model: 
Chemistry type: 
2. FilmScannerlype 
Peripheral model: Generic 
Chemistry type: Chemistry 


= 


from the list, log information will no longer be updated for ps alia A 

the selected device. fi 

All peripherals: Select the Remove all check box to 1] 
remove all peripheral devices from the list of peripherals 

devices currently logged. 

0222 Monitor Adjustment 

EERE € Location: Enter or browse to (click the browse [...] button) 


= the location of the image color reference file. 


Original/Adjusted: Displays the image color reference file 
in the Original state and also in the Adjusted state. 


Cyan/Magental/Yellow/Brightness/Contrast: Move the 
sliders to the left to decrease the corresponding effect. 
Move the sliders to the right to increase the corresponding 
effect. Use the spin controls to decrease and increase the 
corresponding effects. 


noe Reset: Click the button to set the monitor back to the 
a- z Original state. 
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03 Kiosk Connectivity 


Ss The Kiosk Connectivity features of the 
Maintenance application enables you to modify the 
various system-related settings used by MS01 in 


Benen relation to Fujifilm-associated kiosks. 


(Xp) 10 tanguage 


FUJIFILM 


0301 Order Gateway 
| Setup for Order Gateway E| The Setup for Order Gateway dialog box enables 
Template Dir: DAFES\Portrait\emplates you to configure ingesting orders from Axiom kiosks. 
Error Log: D:\log 
ee ber J| Template Dir: The full path to the Templates 
directory. 
Order due (minutes): |55 A 
Error Log: The full path to the log directory. 
ao ae ae Error Dir: The full path to the error directory. 
oe Oo - Order due (minutes): This sets the order due time 
from the initial receipt of the order. If this field is 
empty, the default value of 60 minutes is used. 
Load Image: 


Move: This option moves the image from the source (kiosk) to the ICIII. 
Copy: This option copies images from the source (kiosk) to the ICIII. 


Preferred Printer: Selecting Any from this drop-down menu will ensure that the software uses any 
available printer. 
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0302 Order Manifest Gateway 


[Order Manifest Set-up & General Behavior Tab... 


General Behavior | Fulfillment Order Labels 


Paths are relative: This is an advanced setting that 


Paths ore relative j 


Create composites far all producte F dictates the manner in which products are created 
ang ce. p when an order is ingested. On an ICIII, this check 
recone =~ FF box is usually set to ‘unchecked’, though ‘checked’ 
Den Deters. ever ine fr Haves Ores is fine for MSO1 newer than version 2.5. On a kiosk, 


it depends on the network configuration of the 
system. If the kiosk has direct network access to the 
ICIII, this should be checked. Otherwise, it should 
C=] be unchecked. It controls how the path information 
on the product thumbnails is represented. 


Create composites for all products: This setting dictates the manner in which products are created 
when an order is ingested. This should be selected if the order is being fulfilled on an ICIII system with a 
version number of 3.0 or higher. 


Maximize Logging: Used for problem diagnostics; selecting this will cause Order Manifest Gateway 
message logging to be maximized. Selecting this will cause log messages to be output to the log file 
c:\fes\OrderManifestParser.log. This file will not grow beyond 5 MB in size. This option is 
disabled by default. 


Running on an ICIII: This option should be selected if the current system is an ICIII system, not a kiosk. 


Generate Partial-roll thumbnails: Select this option if the system can handle the partial-roll thumbnail 
product type. 


Prefer lo-res templates: On a kiosk, this should be selected if low resolution templates should be used 
to generate the product thumbnails. Otherwise, high resolution templates will be used, which may not be 
available on a kiosk. 


Use Deferred Rendering for Hours Orders: Enabling this will perform image intelligence processing at 
ingest time for kiosk orders. Rather, this processing will occur when the images are being rendered for 
printing. This functionality is not yet fully supported on MS01; therefore, this option should not be 
enabled at this time. 


Fulfillment Tab... 


ae S] 


Submit MINUTES prints to printer: Enabling this option causes ect mania O UnA 
products for a LOCAL (or MINUTES) job to be output to local OEE IR 


Generate Oster labe tet Locat orders 
arten 


printing devices. This option should be enabled on a kiosk (TS) and 
disabled on an MS01 system. 


Path to Tampistes on PIC 1X pE dineren 


Generate Order label for Local orders: This should be selected if Aaa Da K RAA DAEN 
an order label (sticker) should be generated when ingesting a 
Minutes order. 


Generate Order label for Days orders: Select this option if an order label (sticker) should be generated 
when ingesting a Days order. 


Ignore Days Orders: Select this option if the system should not ingest any Days (2-3 day fulfillment) 
orders in a manifest. 


Ignore Shuttle Orders: Select this option if the system should not ingest shuttle media orders. 
Currently, labs handle shuttle orders, so this option is not applicable to ICIII or kiosk systems. 


Apply I2 Analysis to Hi-res Image for Days: Days orders are not produced in-store and are 
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transmitted to FCP labs for fulfillment. Selecting this check box ensure that the 12 data that is usually 
appended to the preview image is appended to the high-resolution image sent to the lab because 
preview images are not transmitted to the labs. 


Minutes until DAYS orders are uploaded: This option specifies the delay between ingesting a Days 
order and transferring the order over the Internet. 


Path to Templates on PIC 3.X (if different): On a kiosk system, this specifies the path to the Template 
directory on the attached IC III (if different than that of the kiosk system). This field should be blank on 
MS, and usually on TS. On TS, this should be set to the full path to templates on the connected MSO1 
system, if that path is different than D: \Fes\Portrait\Templates. 


Printer Device for Hours Orders: For stand-alone kiosks, this can be set to specify a printer device to 
be the recipient of all printed output. Except for unusual circumstances, this will be blank. 


Order Labels Tab... = ' 


Order Labet layeut ter web aréers Kesh Order sbelSmet 


Order Label layout for web orders: This allows the operator to Ore atta ee er ote a Wa 
specify the format of the order label (sticker) that is created upon Cason tsb nayun a maa as 

receipt of a Web order. This drop-down menu has six options: 

NONE, OMGOrderLabel, OMGOrderLabel2, 

OMGOrderLabelUPC_Fuji, KioskOrderLabelSmall, 

Kiosk42OrderLabelSmall. 


Order Label layout for other orders: This allows the operator to specify the format of the order label 
(sticker) that is created upon receipt of a non-Web order, should one be configured to be generated. 
This drop-down menu has eight options: NONE, OMGOrderLabel, OMGOrderLabel2, 
OMGOrderLabelUPC_Fuji, OMGOrderLabelUPC_Sams, OMGOrderLabelUPC_WM, 
KioskOrderLabelSmall, Kiosk42OrderLabelSmall. 


Auto-submit order labels: This option dictates the manner in which the order label (sticker) should be 
submitted to the MSO1 for printing. This check box should be cleared on MSO1. On a kiosk, it depends 
on the network configuration of the system; if the kiosk has direct network access to the ICIII, this should 
be selected. Otherwise, it should be cleared. 


Instantly submit HOURS order labels: This option is ignored on MSO1. On kiosk (TS), this option 
should be enabled to speed up the time between the user pressing the Confirm button on the Kiosk 
application, and the order label being output on the DYMO printer at the MSO1 system. 


Use Item Type for templates on order labels: This should not be selected. If it is selected, the product 
names that appear on order labels will be specified as generic categories instead of specific product 
names. 
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0303 Frontier Print 


- 


Frontier Print The Frontier Print feature allows a customer to 


Device: ånyPrinter 


Render device: |Render 


create a text file to send images directly to a printer. 
The “Frontier Print” dialog box lets you pick the 
output device (printer), and a render device. The file 


Fil tions: © U i fil 4 ‘ N 7 Z 
i a or E options tell it what to do with the image files that are 
Pig passed to the API. 
ove 
Render Device: The output device that images will be sent 
C Render and delete source image to. 


l Delete Empty Source Folder for Move and Render : . . . 
Render device: Device that images will be 
rendered to. 


Cancel 


File options: 


Use given file: The image file is passed directly to Panda for printing. The user is not required to 
delete the file after printing. 


Copy: The image file is copied to Production Manager, and then sent to Panda. This lets the user 
delete the given file before it’s printed. 


Move: The image file is moved to Production Manager, and then sent to Panda. The user is not 
required to delete the file. 


Render: The image is rendered into the appropriate size for the request print. The user is not 
required to delete the file. 


Render and delete source image: If the source image needs to be rendered (a JPG or TIFF, for 
example), a RAW file is generated and copied to the ToFrontier folder, and the source image is 
deleted. 


Delete Empty Source Folder for Move and Render: When the source images are deleted (using 
the Render and Delete option above) or moved from the source directory, the source directory is 
deleted when it is empty. 
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04 Image Settings 


—— - The Image Settings features of the Maintenance 


(S EEEE | foso mage Ast options J | application enable to you configure the various 
| 0402 create Preview | digital image-related MS01 functions. 


as 04 Image Settings 


0403 Frontier DL Color Mode Setting 


FUSA LM 


0401 Image Adjust Options 


“Frage Adjust Options x] The Image Adjust Options dialog box enables you 
: F to configure displaying controls on the MS01 Image 
opran: La Dlepiay Custom Channie! Controls Adjust Options interface and setting custom RGB 
sa DI pay Custom Oranne lae tup Huson values for black and white and sepia images. 
l Display Color Space Controls 
! Display Basic Color Mode Controls Options: 
Lo Henley Prosle Ennis Display Custom Channel Controls: 
Lore ay tices Dayan Shows/hides the Custom Channel controls 
Lee pee tives aion displayed in the MS01 Image Adjust interface. 
! Enable Display Adjustment 
User Black \ White (C) [0 Display Custom Channel Setup Button: 
User Black \ White (M0  ] Shows/hides the Custom Channel Setup button 
User Black\ White (Y) 0  ] displayed in the MSO1 Image Adjust interface. 
User Sepla 1 (C) pd Display Color Space Controls: Shows/hides the 
User Sepia1 M) [p  ] Color Space controls displayed in the MS01 
Yser seniai i] pd Image Adjust interface. 
User Sepia 2 [C 0 
eer an 2 7 — Display Basic Color Mode Controls: 
User Sepia 2 [Y] = Shows/hides Color Mode controls displayed in 
the MSO1 Image Adjust interface. 
E Display Profile Controls: Shows/hides the 
ae Profile controls displayed in the MSO1 Image 


Adjust interface. 
Display Advanced Tools: Shows/hides the Advanced tools controls displayed in the MSO1 Image 
Adjust interface. 


Display Curves Button: Shows/hides the Curves button displayed in the MSO1 Image Adjust 
interface. 


Enable Display Adjustment: When selected, the settings in the look-up table will be applied to images 
displayed in MSO1. 

User Black \ White (C): Sets the cyan value for custom user black and white settings in MSO1. 

User Black \ White (M): Sets the magenta value for custom user black and white settings in MSO1. 
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User Black \ White (Y): Sets the yellow value for custom user black and white settings in MSO1. 
User Sepia 1 (C): Sets the cyan value for custom user sepia settings in MSO1. 

User Sepia 1 (M): Sets the magenta value for custom user sepia settings in MSO1. 

User Sepia 1 (Y): Sets the yellow value for custom user sepia settings in MSO1. 

User Sepia 2 (C): Sets the cyan value for custom user sepia settings in MSO1. 

User Sepia 2 (M): Sets the magenta value for custom user sepia settings in MSO1. 


User Sepia 2 (Y): Sets the yellow value for custom user sepia settings in MSO1. 


0402 Create Preview 

GE R) The Create Preview dialog box is a configuration 
dialog to set image quality options for the preview 
image that is displayed in MS01. 


Image Processing | Preview Components | 


Image Processing tab: 


Action: [Automatic Color Adjust | . . : 
Action: This drop-down menu has three items: Do 
M Automatic red-eye nothing, Automatic Color Adjust, and Analyze 
l Use Default channel Only. 


The Automatic Color Adjust setting applies 


structures and Image Intelligence™ to the preview 
C Global Image Intelligence Defaults image. 


US Image Intelligence Defaults 
The Do nothing setting will not add any structures, 
f } (filenotes), to the preview image or apply Image 
a Intelligence. Selecting this option will cause the user to 
wait upon editing the image for the first time, since the 
structures will have to be added at that time. 


The Analyze Only setting applies only structures to the preview image and no Image 
Intelligence™ .Automatic red-eye: Selecting this check box applies red-eye correction to the preview 
image. 


Use Default channel: Selecting this check box causes MS01 to use the custom default image quality 
settings. 


Preview Components tab: Create Preview 
JPEG Quality (1-100): Affects the loading time of preview thumbnail Image Processing Preview Components 
images. JPEG Quality (1-100): [95 
Image #1: 
Image #1: Image width adjustments. Soe T 
Image #3: 


Image #2: Image width adjustments. 


C Global Image Intelligence Defaults 
US Image Intelligence Defaults 


Image #3: Image width adjustments. 


Cancel 


Global Image Intelligence Defaults: Selecting this radio button sets Image Intelligence™ settings for 
the Global market. 


US Image Intelligence Defaults: Selecting this radio button sets Image Intelligence™ settings fort the 
US market. 
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0403 Frontier DL Color Mode Setting 


Color Mode: Select the radio button corresponding 


Frontier DL Color Mode Setting to the desired printer profile. 
Printer Profile 1: Uses ink-jet color mode. 
Printer Profile 2: Uses Frontier color mode. 


Color Mode: © Printer Profile 1 


C Printer Profile 2 


05 System Cleanup 


— Ss The System Cleanup features of the Maintenance 


| application enable to you modify the various system 
disk space maintenance features. 
CE 


í T| 05 System Cleanup 


BJ 06 Output Devices 


F || 08 Products 


10 Language 


FUJIFILM 


0501 Rimage XML Writer 


[ge Wer ® Check to generate a log dump: If selected, a 
RID noted bss SAEN EO ston? diagnostic text file will be created in the Rimage log 
Check to generate a log dump 5 directory. 


Check to maximize the log level 
ee re S Check to maximize the log level: If selected, all of 
eosin 1 —______ the available log information generated will go into 


= the Rimage log directory. 


Check to send all orphaned orders in \Pic_TW\Tempcd: If selected, the software will write a CD file 
from failed orders in Tempcd folder. (A recovery method for failed CD orders.) 


Rimage Log Directory: The full path to the Rimage log directory. If blank the default of D : \RimageLogs 
will be used. 
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0502 Clean Up 


The Setup CleanUp2 dialog box allows you to 
configure the manageable space on the ICIII 


Disk free space (MB): 10000 computer. 


P : Disk free space (MB): This is the threshold setting to 
Hour to perform overnight cleanup: |5 | 3 : : 
p 3 oem start cleaning up expired, cancelled or old jobs (as 


Overnight disk free space (MB): — [40000 needed). When the available disk space in MS01 is 
Done jobs can expire: equal to or below this value, jobs will be cleaned up. 


Setup CleanUp2 


Note: This is configurable in Simon. The default is 
every 15 minutes. 


Days to keep expired jobs: 


Days to keep leftover disc files: 
Hour to perform over night cleanup: Set an hour in 
which to run a script that clears-out disk space until 
the overnight threshold values is reached (overnight 
value is set in the Overnight disk free space 
option, below). 


Overnight disk free space (MB): Set an overnight disk space threshold. Once the threshold has been 
exceeded, a script that clears-out disk space can be set to auto-run through the Hour to perform 
overnight cleanup option (above). 


Done jobs can expire: Selecting this option allows Done jobs to expire. 
Days to keep expired jobs: The number of days to hold on to expired jobs. 


Days to keep leftover disc files: Clears any temporary files in the CD staging directory. If the CDs were 
not written (i.e. the CD writer is not working), the operator will have to remake the CD product. 
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Cleanup is then completed based on 


the following workflow. 


Distributed by: minilablaser.com 


Do overnight cleanup? Use larger target value 


Do we have enough space? 


Is there an 
expendable job? 


Yes 


No 
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06 Output Devices 


— Ss The Output Devices features of the Maintenance 


CITER | || application configure settings used by the output 
devices associated with the system. 


ES) 06 Output Devices 


FUJIFILM 


0601 System Configuration 


> 


System Configuration 


The System Configuration dialog box is a 
ene PALE configuration dialog box used to setup exporting 
cD Wier ~ images to digital media. 


DL400 

DL410 | E 7 M > ` 

ETIE F Available Devices: Lists the available devices that 
DyeSub3,5x5-1 


Dyesub8 56-2 can be added to the system. 


DyeSub4x6-1 <- Remove 
DyeSub4x6-2 — ne 
DyeSubSx7 


Dyesubero.2 Current Devices: Lists the currently installed devices 
os on the system. 


Add: Adds the selected device from the Available 
ae Devices list to the Current Devices list. 


Edit... 


Remove: Removes the selected device in the Current Devices list from that list and returns it to the 
Available Devices list. 


Edit: When the Edit... button is clicked, the Printer Setup Opens. Printer Setup allows the operator to 
make further configurations to the added device. 


Model Number: Displays the model number of the current device —— o — u) 
being configured. = z eE 
DPI: Displays the dots-per-inch rendered by the current device. oo, 


Configuration: May not be supported. 
Paper Sizes: Supported paper sizes specific to this device. | ae 


Paper Size: Select this check box to set the selected paper size as 
available. 


Minimum Size: Minimum paper size to be used. 


Use larger paper if loaded: Select this check box to use large size paper if loaded in the printer. 
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07 Input Devices 


| Maintenance 


e =" The Input Devices features enable you to add 
additional output devices to your configuration. 


E) 07 Input Devices 


FUJIFILM 


0701 Print To Print Setup 


[Brint To Print Setup Bl Important: Before configuring a flatbed scanner with your 
system, you must install the TWAIN software provided 
EES with your scanner. 


This feature configures the scanner button icon display in the 
Select Scanner dialog box which opens when the operator 
selects the Scan option on the Input Digital Files dialog box 
in MSO1. 


It also enables the associated functionality for the selected 
scanner. 
C:\FES\bitmaps\Scanner\ScannerDevice. ini 


Button Layout: 
Button Layout; ——— 


hdd Seen Rows: Sets the number of rows in which the scanner 
Rows: [2 button icons display on the Select Scanner screen. 
Cokes [2 ENN | Columns: Sets the number of columns in which the 
scanner button icons display on the Select Scanner 
screen. 


cma | 


Add Scanner: Opens the Select Source dialog box on which available _{SelectSouree 
scanners can be added by selecting them from a list. Sources: 


EPSON Expression 1600 
Select the scanner to add to the system, and click OK. EPSON Perfecton 4670 


EPSON Perfection 4990 
EPSON Perfection ¥700 


The dialog box closes, and the scanner name is added to the Scanner 
list box of the Print To Print Setup dialog box. 


Cancel 


The path to the updated INI file is displayed below the Scanner list 
box. 


Delete Scanner: Removes a previously added scanner from the Scanner list box of the Print To Print 
Setup dialog box. 
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0702 Frontier Scanner Setup 


Standalone Scanner Setup The Standalone Scanner Setup dialog box allows 
Scanner: Scanners you to configure the Frontier scanner. 

In Spool D:\Filmoutspool z . : 7 

To Frontier: [\SFMPCs{tofrontier Scanner: This field contains the name of the scanner 


Border Templates: \\SJobmanServerS\Templa on the ICIII system 


M Ignore scanner index prints 
M Print 35mm mixed sizes as APS 


In Spool: This field contains the scanner name on 


Queue Server: 


Error poll interval: the ICIII system and the directory name that the 
Color Space: PD E scanner will put images into. This directory will be 
M Apply scanner sharpening . . r 
E ee MMM = wy checked on a timed interval for images. 
Right justify ~ . . . ” 
a hey z g! To Frontier: This field contains the full path to the To 
FCP Order Level Products Directory: L-I| Frontier directory, which contains rendered output 
M Apply Red-Eye Correction images 
Frontier Dry Lab Printer in use: l Yes ` 
Allow Front Print for APS Film: M Yes 


Border Templates: This field specifies the folder 
where the border templates are stored. These border 


templates are image overlays. 
Cancel 


Due By time increment (min): 40 


Ignore scanner index prints: Selecting this check box will ignore index prints generated by the scanner. 


Print 35mm mixed sizes as APS: Selecting this check box will print 35mm panoramic images on 4-inch 
paper. 

Queue Server: This feature may not be supported by MS01. 

Error poll interval: This feature may not be supported by MSO1. 


Color Space (SRGB, PD): This sets the color space for the scanner. PD is selected by default. The 
Apply scanner sharpening check box must be selected to apply the scanner sharpening. 


Dated Border: Sets the format for the dated border on the images. (One drop-down menu with three 
items: Right Justify, Center, and Left Justify). Specify the positioning of the date on the Border. 


FCP Output Directory: This feature may not be supported by MSO1. 
FCP Order Level Products Directory: This feature may not be supported by MS01. 
Apply Red-Eye Correction: Selecting this check box will apply red-eye correction to the images. 


Frontier Dry Lab Printer in use: If an inkjet dry lab printer is being used in the lab, this check box should 
be selected. This ensures that the correct colorspace conversion is used when scanning and then printing 
directly to the printer. 


Allow Front Print for APS Film: Enables date front printing on prints made from APS film sources. 


Due By time inncrement (min): Sets the Due By time (in minutes) for scan orders. The default Due By 
time is set to 40 minutes. 
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08 Products 


— The Products area of the Maintenance application 


01 Communications 0801 Template Setup a 


enables the operator to access configuration interfaces for 
Fujifilm-supported products and templates (such as 
greeting cards). 


= ES 0802 Print Size Setup 


— 0803 Muiti-Region Print Size Setup 
[E0] 03 kiosk Connectivity 
0804 Index Print Size Setup 


0805 Digital Products Setup 
os 
08 Products 


FUJIFILM 


0801 Template Setup 


e- - - & The Set Up Template Groups dialog box enables you to 
scopic | set up the product templates on MSO1. 


As ghetto Temeiates T [n Group | New Group | Mew Group | New Group | tae Group | 


[0] goala A f renn it FE i A Available Templates: Displays the available templates to 
zl a] } ic ca Ha cl Hs bal choose from on the MSO1 system. 
toil= e OOL Template Group Tabs: The tabs above the window on 
= al Ball ==) the right of the Set Up Template Groups dialog box 
g w —— a L display templates that are currently in-use in MS01. Each 
] i Mes a tab is renamed by double-clicking on the tab name and 
U O E am 0 = typing the desired name. The configuration of the template 
— == group tabs on the Set Up Template Groups dialog box 
H O G CEE LLa determines their respective displays on the Compose 
— screen of MSO1 
wwe) | Ce me e ee | 
Add Templates: Clicking this button opens an Install Templates enn saeco ; 
From dialog box for you to locate the templates to be installed on the 2 Vesbatathncates 


system. ~~ 


Delete Templates: This button deletes the selected template(s) from the Available Templates portion of the 
interface.To delete a template(s), select one or more of the template from the Available Templates area. 
(When selected, a red box is displayed indicating that this template is selected.) Click the Delete Templates 
button to delete the selected template(s). A confirmation dialog opens. If the Yes button is clicked, a final 
confirmation dialog box opens. (If multiple templates are selected for deletion, a confirmation dialog box opens 
for each template selected). 


Add Group: Clicking this button adds a new tab to the tabbed area. 
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The default tab name for the new tab is New Group and is selected for quick renaming. After the tab for the 
new group has been named, single or multiple template products from the Available Templates area can be 
drag-and dropped. Click the OK button to save changes. 


Delete Group: This button deletes the tab group that is selected. 


0802 Print Size Setup 


a = =“ Print Size Setup allows users to view, edit, 
ee add and disable products that are available 
S —_— through the system. 


Product list box: Lists all active products on 
the system and includes the following 
information: Product sort value (order in which 
it displays in the list), product name, paper 
-a - dimensions (width and height), product 
parameters, default surface assigments, and 
z product availability through various order 
eo aa oy creation tools in MS01, optional software, and 
lorems am the FDIA database. Each of these fields can be 
a l a edited by selecting the desired product in the 
mises | tts list and editing the related information in the 
r; Selected Product panel. Clicking a column 
sree header will sort the list by that field. 


DODDODODDT 


Product list box 


Selected Product panel 


Selected Product: This panel displays all the configurable parameters related to the product currently selected 
in the product list. NOTE: The Selected Product panel expands when the user makes a product selection in 
the products list. 


New: A new product is added at the bottom of the product list. The product is assigned default values and can 
be edited as desired (see page 132). NOTE: If the maximum number of products is reached, a dialog box 
opens notifying the user the limit has been reached. The maximum number of products allowed is 999. 


a 


wae 


Load: Clicking Load opens the Load and Remove Products dialog box. 
This dialog box allows the user to add a product or products from existing 
product files to the list of active products. The user must click Apply to 
apply the product add/remove, then OK to save the change. Products can 
be added by selecting them in the Products on the file system list box 
and clicking the >> button. The product displays in the Currently installed 
products list box on the right. Products can be removed by selecting them 
in the Currently installed products list box and clicking the << button. 


Clicking the Browse [...] button opens a dialog allowing the user to 
navigate to other directories to locate the desired file(s). 
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Remove: This button deletes the selected product from the product list. The product is still available on 
the system via the Load... button in case the product must be restored in the future. A confirmation dialog 
box opens requiring the user to commit the delete. 


Note: This button is disabled when there is no product selection in the product list. 


View Products: This drop-down menu provides product-filtering options. When a specific product type is 
selected, the product list updates to display only products of the selected type. 


Current Display Units: Indicates the units-of-measure related to product dimensions displayed on the 
screen. 


Sort: This drop-down menu determines the order in which the product displays in the product list. NOTE: 
No two products can have the same sort number. Changing an individual product's sort number results in 
an increase or decrease in the sort number of other products as they are re-ranked in the list to 
accommodate the change for this product. 


Paper Dimensions: These are the dimensions of the paper on which the output is printed if the product is 
a print. No paper output is associated with this product if these fields are left blank. 


Paper Width: Width of the paper on which the image will print. 
Paper Length: The length of the paper on which the image will print, including any borders. 


Border: Select yes from the drop-down menu to apply a border to the product and enable the border 
dimensions fields. Select no to remove a border that is currently applied. 


Border Dimensions: Upper, Lower, Left, and Right Border fields enable when yes is selected in the 
Border drop-down menu. Enter the desired value for each in terms of the units of measure indicated in 
Current Display Units. 


Default Surface: This drop-down menu assigns a default paper surface to the product. If no paper 
surface is selected for a product, it will be assigned a surface automatically by the system. This means 
the product can be printed on all the available paper surfaces for a given printer. 


Print Preview: This section shows a preview of what the output will look like including current Paper 
Dimensions and Image Area dimensions (dimensions of the image only, excluding the border and/or 
print size) indicated to the right of the preview. 


Output Devices: The options in this group box determine which peripheral devices will be available to 
produce the selected product. 


Select the Use any available radio button to make all connected output devices available to the product 
for production. 


Select the Limit to the following radio button to select the desired output devices available to produce 
this product. When selected, the list box populates all available output devices. 


Click the Edit button to open the Output Device Selection dialog box |% Output Device Selection BAX 
where output devices can be selected. 


O Simplex 


Duplex 


(Q) Wide Format 


Cancel 


J | 
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Product available for: select the ann JE 
desired order-creation methods to : > 
which the product will be available. 


Whole Roll: Selecting this check box 
will make the product available for 
creation as a whole roll order product. 


til £ 


a 
žák 3 


ZAGRGKRIGRGE 


PeorE2peens 


Quick Print: Selecting this check box 
will make the product available for 
creation as a quick print product. 


a 
ai 


Compose: Selecting this check box cones Wah: ee O i 
will make the product available for =r — ee 
creation as a Compose product. 


Scan Channel: Selections in this 
dialog box create a product for a 
scanner. The scan channel assigned 
determines the sort-order of the 
product's display in the scan software. 


Note: No two products can be set to the same scan channel value. If the user selects a scan channel 
currently in use, other products will automatically be re-numbered in the sort list (in the scan software). 
This behaves the same as the description for the value set in the Sort drop-down menu. 


Scan Channels Used: Indicates the number of scan channels currently in use out of 100 total scan 
channels. 


Optional Software: Enables/disables the product's availability in optional software such as variety print. 


FDIADB: Selecting this check box indicates whether or not this product should be available to the FDIA 
database. If a product has multiple image regions, it will automatically be set as not available to the 
database. 


Scan Options: This group box displays two configurable options for scan products. 


Index Print: Select the index print to be associated with the scan product. This is the index print that will 
be ordered (if desired) with the scan product in FrontMan. 


Promo Print: Select the promo print to be associated with the scan product. This is the promo print that 
will be ordered (if desired) with the scan product in FrontMan. 


Tethered Options: For labs using tethered systems, select the Available on Scanner check box to 
make the selected product available for the scanner. The number of tethered channels currently in use 
are displayed. 
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Advanced Options: When Maintenance is accessed in Admin mode, an Advanced Options button also 


displays (under the Scan Options group box). 


Clicking the Advanced Options button opens an Advanced Options dialog box. From here, the user 
can select a product file, and they can choose to make the product file read-only. 


If the Advanced Options dialog box is opened 
from a locked product, the dialog box displays a 
View button. 


ix) 


$s Advanced Options - 102H 


If the Advanced Options dialog box is opened 
from a new or unlocked product, the dialog box 
displays an Edit button. 


$ Advanced Options - Idx1 Ix 


Edit Product File 
Product File: 
[102H.bt z View... 
$] Read-only 
| Close 


Edit Product File 
Product File: 
| Foxt.bet X Edit... 
L Read-only 
| Close 


Clicking View opens the Editing File dialog box. 


% Viewing File - 102H.txt BAX] 


[102H] 
ProductCode=102H 
title=102H 
type=Template 
scale=300 

w=1240 

h=2138 
p0=0,0,1240,2138 
output=Auto 
WholeRoll=102H WR 
dpi=300 
pageW=1205 
pageH=2102 
ServiceType=1 
SortIndex=11 
SyncDB=1 
SyncScanner=1 
scanW=102 
scanH=178 
SyncOptionalSW=1 
ProductFileVersion=2 


This dialog box enables you to view product file 
settings. 


Clicking Edit opens the Editing File dialog box. 


Bax] 


$ Editing File - Idx1.txt 


[Idx1] 
ProductCode=Idx1 
title=Idxi 
type=Special 
Sortindex=100 
layout=Products\Productinstructions 
Function= 
priority=low 
scale=300 
w=1051 

h=2008 
p0=0,0,1051,2008 
PageW=1051 
PageH=2008 
output=Auto 
dpi=300 

border=0 
Center=on 
PrefCode=Idx1 
ProductFileVersion=2 
WholeRoll=Idxi 


This dialog box enables you to edit data settings for 
a product. 


IMPORTANT: Do not set Sortindex greater than 
999. 
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0803 Multi-Region Print Size Setup 


ee ae __ ~~ New: A new multi-region print product is added at the 
= Se a bottom of the product list. The product is assigned default 
- om — ‘ values and can be edited as desired (see page 132). 


Load: Clicking Load opens the Load and Remove 
Products dialog box. 


Remove: This button deletes the selected product from 
the product list. The product is still available on the system 
via the Load... button in case the product must be restored 
in the future. A confirmation dialog box opens requiring the 
user to commit the delete. 


NOTE: This button is disabled is there is no product 
= selected in the product list. 


Current Display Units: Indicates the units-of-measure related to product dimensions displayed on the screen. 


Sort: This drop-down menu determines the order in which the product displays in the product list. 


Note: No two products can have the same sort number. Changing an individual product's sort number results in 
an increase or decrease in the sort number of other products as they are re-ranked in the list to accommodate 
the change for this product. 


Name: Sets the name of the new product. 


IMPORTANT: A product name cannot be greater than five characters if the product is to be available on the 
scanner. When creating a product name, do not use the following special characters: 


<*> [i] 1? 


Paper Dimensions: The width and length of the paper on which the product is printed. No paper output is 
associated with this product if these fields are left blank. 


Paper Width: Width of the paper on which the image will print. 
Paper Length: The length of the paper on which the image will print, including any borders. 
Default Surface: Assigns a surface to which the product will print by default. 


Number of Regions: Displays the number of available image regions on the print template. Regions can be 
added/modified via the Region Layout dialog box which opens when clicking either the Print Preview display 
or the Modify Regions button. 


Print Preview: Displays a preview of the multi-region layout on the print template. Regions can be 
added/modified via the Region Layout dialog box by clicking the display area. 


Output Devices: The options in this group box determine which peripheral devices will be available to produce 
the selected product. Select the Use any available radio button to make all connected output devices available 
to the product for printing. Select the Limit to the following radio button to select the desired output devices 
available to print this product. When selected, the list box populates all available output devices. Select the 
Edit button to open the Output Device Selection dialog box on which the desired output devices can be 
selected. 


Tethered Options: For labs using tethered systems, select the Available on Scanner check box to make the 
selected product available for the scanner. The number of tethered channels currently in use are displayed. 
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Modify Regions: Opens the Region Layout dialog box nent 
from which image regions can be added/modified. pasa 


Region Layout dialog box: 


Image Region Display: Displays the multiple image 
regions currently available on the template. Clicking a 
region enables the fields in the Selected Region group box 
in which region properties can be modified. Modify the 
selected region size and position manually by clicking the 
edges of the selected region in the Image Region Display 
and drag to the desired size and position on the template. 


Current Display Units: Indicates the units-of-measure related to product dimensions displayed on the screen. 
Choose Region: Select the desired region to view the properties associated and make modifications. 


Add New Region: Add a new region to the print template. Edit the region properties by either changing the 
information in the Selected Region fields or manually re-sizing/positioning the new region in the display area. 


Remove Selected Region: Enables when a region is selected. Click the button to remove selected regions. 
Selected Region: Each field displays units-of-measure indicated in Current Display Units. 

Top: Determines the distance of the top of the selected region from the top of the overall page. 

Left: Determines the distance of the selected left side of the region from the left of the overall page. 

Width: Determines the distance between the left and right sides of the selected region. 

Height: Determines the distance between the top and bottom of the selected region. 

Rotate: Selecting the check box sets the selected region to rotate the image 90 degrees in that region only. 
Advanced Options: When Maintenance is accessed in Admin mode, an Advanced Options button also 
displays (in the Print Size Setup: Multi-Region dialog box under the Modify Regions group box). Clicking the 


Advanced Options button opens an Advanced Options dialog box. From here, the user can select a product 
file, they can edit the selected product file, and they can choose to make the product file read-only. 
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0804 Index Print Setup 


D Wades Prat Satay J 


The Index Print Setup dialog box enables you to set up 
index print products. 


New: Opens the Choose Index Print Type dialog box. 


T Choose Index Print Type 


Choose the type of index print to create, This cannot be changed after 
the product has been created. 


©) Index Print 
Ordered separately and contains thumbnails of all items in an order. 


I Media-Appended Index Print 
Ordered with a Disc or Export product and contains all items included 
in that product. 


OK Cancel 


<= Options include Index Print and Media- 

semon ni Appended Index Print. Once a selection is made, 

= a new index print product is added at the bottom of 
the product list on the Index Print Setup dialog 
box. The product is assigned default values and 
can be edited as desired (See page 132). 


Load: Clicking Load opens the Load and Remove Products dialog box. Note: For details on the Load and 
Remove Products dialog box, see the 0802 Print Size Setup section of this guide. 


Remove: This button removes the selected product from the product list. However, the product is still 
available on the system via the Load button. Upon clicking Remove, a confirmation dialog box opens 
requiring the user to commit the delete. 


Current Display Units: Indicates the units-of-measure related to product dimensions displayed on the 
screen. 


Product list box: Lists all active products on the system. 


Sort: This drop-down menu determines the order in which the product displays in the product list. Note: No 
two products can have the same sort number. Changing an individual product's sort number results in an 
increase or decrease in the sort number of other products as they are re-ranked in the list to accommodate 
the change for this product. 


Name: Sets the name of the new product. 


IMPORTANT: A product name cannot be greater than five characters if the product is to be available on the 
scanner. When creating a product name, do not use the following special characters: 


<*>[\]]? 
Type: Displays the type of index product. 
Paper Width: Width of the paper on which the image will print. 
Paper Length: The length of the paper on which the image will print, including any borders. 


Note: No paper output is associated with this product if these fields are left blank. 


Rows: Set the number of image-thumbnail rows to be printed on the index print. 
Columns: Set the number of image-thumbnail columns to be printed on the index print. 
Font: Select the desired type of font to be applied to text on the index print. 


Font Weight: Select the desired font weight (i.e. Bold and Normal) to be applied to text on the index print. 


Print Preview: Displays a preview of the index print layout on the print template. Layout can be modified via 
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the Index Print Layout dialog box by clicking the display area. 


Output Devices: Options in this group box determine which peripheral devices are available to produce the 
selected product. Select the Use any available radio button to make all connected output devices available to 
the product for printing. Select the Limit to the following radio button to select the desired output devices 
available. When selected, the list box populates all available output devices. Select the Edit button to open 
the Output Device Selection dialog box on which the output devices can be selected. 


Print one page: Only one index print page will be produced. 
Rotate content: Rotates the content 90 degrees. 

Set Disc Index Prints: Opens the Set Disc Index 
Products dialog box. 


For each available CD/DVD Product listed, set the desired 
media appended index product for Small Media Index 
products and Large Media Index products. 


T bi eae eee ræ | a | ‘ wio i 


Modify Index Layout: Opens the Index Print Layout eras MA 


dialog box from which thumbnail layout can be modified. _ = 


Index Print Preview: Displays a preview of the index print. 
The preview updates as the index print is modified. 


Index Elements: The group box displays configurable index print options: 
Barcode: Select the check box to enable barcode printing on the index print. 
Logo: Select the appropriate radio button for logo printing on the index print: 
Disable: Disables logo printing on the index print. 
Global: Select to print the global logo set in Maintenance 0207 Logo Setup (see page 43). 
Custom: Type the logo file path in the text field or browse for the desired file via the [ ... ] button. 
Second Logo: Allows you to add another logo. 


Order ID: Select the check box to enable the printing of order IDs on the index print. 
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Roll ID: Select the check box to enable the printing of roll IDs on the index print. 


APS Scan Information: Select the check box to enable the printing of CPH information (APS scan sizes: 
C = Normal; P = Panoramic; H = Wide Format) associated with thumbnail on the index print. 


Page Size: The read-only group box displays the print size dimensions. 
Width: Displays the paper width. 
Height: Displays the paper height. 


Selected Item: The group box displays configurable size and position parameters for the selected item. 


Choose item: Select the desired option from the drop-down menu to view/modify the item parameters on 
the index print. Options include Grid, Barcode, First logo, First custom logo, Second logo, Second 
custom logo, Order ID, Roll ID, and APS Information. 


Width: Enter the desired width of the selected item in the text field. 
Height: Enter the desired height of the selected item in the text field. 


Left: Set the distance of the left edge of the selected item to the left edge of the index print in terms of the 
measuring units indicated in Current Display Units. 


Top: Set the distance of the top edge of the selected item to the top edge of the index print in terms of the 
measuring units indicated in Current Display Units. 


Note: Selected items may also be re-sized and moved by selecting the item in the Choose item dialog 
box and using the mouse to resize and move the selected item in the Index Print Preview. Select item 
edges and drag in/out to re-size as desired. Select the item with the mouse and drag it to the desired 
position to modify layout. 


Thumbnail Grids: An index print can have two thumbnail grid layouts assigned to it. A thumbnail grid with 
larger thumbnails can be configured to print for orders with fewer images. Likewise, a thumbnail grid with 
smaller thumbnails can be configured to print for orders with a large number of images. Configure each 
thumbnail grid layout on the tabs of this group box. The layout is automatically selected when the index print is 
made, depending on the number of images in the order. 


Rows: Set the number of image-thumbnail rows to be printed on the index print. 
Columns: Set the number of image-thumbnail columns to be printed on the index print. 
Max number of thumbnails: Set the maximum number of thumbnails to be printed on the index print. 


Size of thumbnails: Configure the size of each thumbnail displayed in the thumbnail grid in the units of 
measure indicated in Current Display Units: 


Width: Configure the desired width of each individual thumbnail in the grid. 
Height: Configure the desired height of each individual thumbnail in the grid. 


Space between thumbnails: Configure the space between each thumbnail displayed in the thumbnail grid in 
the units of measure indicated in Current Display Units: 


Width: Configure the desired amount of horizontal space between thumbnails in the grid. 

Height: Configure the desired amount of vertical space between thumbnails in the grid. 
Zoom: Displays and sets the zoom level of the Index Print Preview on the screen. At 100%, the Index Print 
Preview displays with a 1:1 pixel ratio. 


Advanced Options: When Maintenance is accessed in Admin mode, an Advanced Options button also 
displays (in the Index Print Setup dialog box under the Modify Index Layout group box). Clicking the 
Advanced Options button opens an Advanced Options dialog box. From here, the user can select a 
product file, they can edit the selected product file, and they can choose to make the product file read-only. 
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0805 Digital Products Setup 


== ~~ Load: Clicking Load opens the Load and Remove 
= Products dialog box. 
a = Note: For details on the Load and Remove 
weer w Products dialog box, see the 0802 Print Size Setup 


= . === section starting on page 69 of this guide. 


Remove: This button deletes the selected product 
from the product list. The product is still available on 
the system however, via the Load... button. A 
confirmation dialog box opens requiring the user to 
commit the delete. 


Current Display Units: Indicates the units-of- 
measure related to product dimensions displayed on 
the screen. 


Digital Products: The list displays all of the digital products currently loaded in the system. 


Sort: The sort number selected in the drop-down menu determines the order the product displays in 
product selection lists. No two products can be assigned the same sort number. Changing the sort 
number of a product automatically updates the sort numbers of other products in the list. 


Name: Displays the name of the digital product. This field is read-only. 

Export Path: Allows you to select the path location where the exported images will be saved. 

Color Adjustments: Select Yes to include color adjustments with the exported images. Select No to not 
include them. 


Advanced Options: When Maintenance is accessed in Admin mode, an Advanced Options button also 
displays (to the bottom right side of the Digital Products Setup dialog box). Clicking the Advanced 
Options button opens an Advanced Options dialog box. From here, the user can select a product file, 
they can edit the selected product file, and they can choose to make the product file read-only. 
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0806 Front Print 


Font: The font style intended for FrontPrint use. 


Setup FrontPrint 


Font Color: Clicking this button opens a dialog box 


Font: Fujifilm Dateprint Font Mi that allows the operator to choose an RGB color for 


the FrontPrint font. 
Font Color: | 
F Height: Font Height: The font size intended for FrontPrint 
ont Height: use. The height is measured in pixels. 


Eger] 


Cancel 


0808 Product Setup Units 


Units Xİ Select Units of Measure: Select the units of measure in which 


product dimensions will be configured and displayed on the various 
08 Products setup screens. 


Select Units of Measure: 


mm Sá 


Cancel | 
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09 System Information 


———- Ss The System Information area of the Maintenance 


| application enables you to access and edit server and 
system identification information. 


> 
(Fe) 08 Products 
[MO] 09 system information 


FUJIFILM 


0901 System Settings 


em TTT - The System Information dialog box allows you to 
“System Information x] configure server connections for Job Manager, 


Digital Link Request Spooler, and store/company 


> Server Connections - 


identification. 
Job Manager: | PIC_TW Server Connections: 
Job Manager: The machine name of the Job 
Request Spooler: | PIC_TW Manager server. 


E Request Spooler: The machine name of the 
Simon Server. 
m Identification - — 


Company Name: | Walmart Identification: 
Company Name: The company name. 
Store ID; [w pany pany 


Store ID: The store ID. 


SP FIN: | SP FIN: The Fuji scanner ID number. This field 


is no longer used and is always blank. 


Cancel 
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10 Language 


— The Language area of the Maintenance application 
enables you to access Fujifilm’s language-switching 
and translation tools. 


- 
(Rei) 05 system cleanup 


[$P] 10 Language 


FUJIFILM 


1001 Select Language 


fare The Select a Language dialog box allows the user to change the 


Select a language EJ language used in MSO1. 


Select the desired language from the drop-down menu, and click OK. 


|English(USA) -| After restarting, MSO1 will display the new language. 


To show the Maintenance application in the new language, close and 
re-open the Maintenance application. 


Cancel | 


1002 Update Language 


i x] The Update Language dialog box updates language 
Update Language files with new files. 


Location of New Files: This field enables you to 
specify the drive that the Localization CD has been 
placed in. 


Location of New Files: 


Es 


Cancel | 
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1003 Launch Multi-Language Tool 


$f Multi-Language Tool 


Language: ENU - English (United States) ad 


Language Files 
The text in each of the following Files must be translated. 
Overall Progress: 0% (0 } 8060 ) 


Filename Progress | Warnings jn 
apptools_ENU.xml 0% (0/213) 

base_ENU.xml 0% (0/4) 

dataelements_ENU.xml 0% (0/2) 


DeviceInfo¥iewBase_ENU.xml 0% (0/31) 
Devices_ENU,xml 0% (0/201) 
drivers_ENU. xml 0% (0/96) 
Engine _ENU. xml 0% (0/11) 
epsonlfprinter_ENU. xml 0% (0/3) 

F25_ENU.xml 0% (0/132) 


ei Se el 


Additional Files 


The text in all of the Following files must be translated. 


Translate Message Log Files... | 
|About... | | Run-timeedt... | [Close 


See the MS01 Localization or Subsidiary 
Reference guides. 
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Chapter 5: Configuring MS01 for Fujifilm Printers 


Overview 


In this chapter, you will learn how to configure the following: 


e LP 5000: 
o Enabling paper surfaces (See page 84). 
o Registering paper magazines (see page 87). 


o Adding, enabling, and disabling paper sizes (see page 93). 


e LP 5500, LP 5700, and LP 5900: 
o Enabling paper surfaces (See page 97). 
o Registering paper magazines (see page 100). 
o Adding, enabling, and disabling paper sizes (See page 104). 
e LP 7x00 series printers (LP 7000, LP 7100, LP 7200, LP 7500, LP 7600, LP 7700, LP 7900): 


o Enabling paper surfaces (See page 108). 


o Adding, enabling, and disabling paper sizes (See page 124). 
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LP 5000 Printer Configurations 

In this section, you will learn how to perform specific configurations for the LP 5000 printer, including: 
e Enabling paper surface displays (See page 84). 
e Registering paper magazines (see page 87). 


e Adding, enabling, and disabling paper sizes and surfaces (See page 93). 


Enabling Paper Surface Displays on the LP 5000 Printer 


To enable a particular paper type: 
1 Access the FMPC/LPC interface. 
2 Launch Panda. 


The Panda application window opens. 


3 Click the 4 - Maintenance button. 

The Password Entry dialog box Password Entry 

opens. 

Enter Password: | 
Canal Production Printer 
Info Maintenance 

4 Enter the password 7777. 
5 Click the Printer Maintenance button. 


A Data Loading ... message may EE 


display and self-dismiss. 


Note: This message may appear 
after performing any given step. Its 
appearance will not be mentioned 


from this point forward. 
Data Loading 
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The Printer Setup and @ FUJIFILM 
Maintenance [1520] dialog box 
opens. 


‘Check | [621] Timer Setup 
[1622] Printer Backupédownload 


[1626] Installation Information Reference 
(1640) Installation Intormation Setup 


[16] System Operation Setup 
and Check is selected by default. 


Select [17] Print Condition Setup and Check. 


Its expanded menu automatically SPORE 
appears in a list box on the right 
side of the screen. 


| [1700] Paper Condition setup 
AE Base cab li ` (1 [1721] Paper Magazine Registration 
1742) Paper Condition Method Setup 
(1743)Psper Surface Display Setup 


From the list box, select [1743] OPONI 
Paper Surface Display Setup. 
[1700] Paper Condition Setup 


ia p and Check | [1721] Paper Magazine Registration 
[1742]Paper Condition Method Setup 


MS01 Condition Setup & Maintenance Guide 
© 2006-2009 FUJIFILM Corporation. All rights reserved. 
85 


Distributed by: minilablaser.com 


Distributed by: minilablaser.com 


8 Click Enter. 


The Paper Surface Display @ FUJIFILM 
Setup [1743] dialog box opens. ' 


Using the drop-downs, select ON for each of the paper surfaces you want to have displayed and 
OFF for those you don't want to have displayed. 


9 Click Set to save changes. Note: Except for the changed field(s), the screen does not change at 
all. 
10 Click Close. 


The Paper Surface Display Setup [1743] dialog box closes. 


The Printer Setup and @ FUJIFILM 
Maintenance [1520] dialog box 
returns to focus. 


[1700)}Paper Condition Setup 
[1721] Paper Magazine Registration 
[1742] Paper Condition Method Setup 


11 Click Close. 
The Printer Setup and Maintenance [1520] dialog box closes. 


The Panda application window returns to focus. 
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Registering Paper Magazines on the LP 5000 Printer 


To change a previously-registered magazine’s paper attribute(s): 


1 Launch Panda. 


The Panda application window opens. 


2 Click the 4 — Maintenance button. 


The Password Entry dialog box opens. PERRE Entry 


Enter Password: Í 


c | Production Printer 
ance Info Maintenance 


Enter the password 7777. 


Click Printer Maintenance. 


The Printer Setup and Maintenance 


[1520] dialog box opens. 
Perform printer setup and maintenance. 


=?" (16]System Operation Setup and Check | (1622)}printer Backuptdownload 
Er x |) (1626) Installation Information Reference 
{17}Prnt Condtion Setup and Check ff (1640) netallation Information Setup 


| [16211] timer setup 


cy (U5]Printer Adjustrnent/Maintenance 


TSP [23]Selt-diagnosis 


| 
DA {[08]Processor AdjustrnentMamtenance | | 


[16] System Operation Setup and Check is selected by default. 
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Select [17] Print Condition Setup and 5} FUJIFILM 


Check. 

Its expanded menu automatically 

appears in a list box on the right side of 1eSystem Ope wand Check ERREA 
the screen. = Prnt Condon Si T e e 


From the list box, select [1721] Paper Magazine Registration. 
Click Enter. & FUJIFILM 


[1700]Paper Condition Setup j 


| [1742] Paper Condition Method Setup 
T [1743]Paper Surface Display Setup 


The Paper Magazine Registration © FUJIFILM 
[1721] dialog box opens. 


Glossy 
Glossy 
Gloasy 
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Use the up/down arrows immediately to © FUJIFILM 
the right of the ID field to select the i= Mi 7 EA aE 
particular magazine. That magazine will mee E oe M M E 
become selected in the list box. Type 


All of the paper attributes of the selected 
magazine are now displayed at the top 


Glossy 106 


of the screen. eioi 


Glossy 
Glossy 


Make necessary changes by using the 
drop-down menus. 


Note: Be aware that there is a second 
page of attributes that is not shown 
here. It is accessed by clicking on Next 
Page. 


Note: The picture to the right is merely 
meant to show the attribute options 
available in the individual drop-down 
menus. Each menu closes after you 
select an option from it. 


When all of the appropriate attribute fields have been changed, click Set in the top right area of the 
screen to save them for this previously-registered magazine. 


Note: Except for the changed field(s), the screen does not change at all. 
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The Paper Magazine Registration © FUJIFILM 
[1721] dialog box remains in focus. 


Glossy 
Gloss 


Glossy 
Glossy 


11 Click Close. 


12 The Paper Magazine Registration © FUJIFILM 
[1721] dialog box closes. 


)116211 timer setup 
[1622] Printer Backupédownload 
[1626] Inatallation Information Reference 
[1640] Installation Information Setup 


The Printer Setup and Maintenance [1520] screen returns to focus. 
13 Click Close. 
The Printer Setup and Maintenance [1520] screen closes. 


The Panda application window returns to focus. 
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To register a new magazine: 


1 Repeat Steps 1 through 7, immediately FUJIFILM 
above. The Paper Magazine 
Registration dialog box will be 


displayed. 

Use the up arrow immediately to the 

right of the ID field to increment the ID 

number one digit beyond the highest ‘a: Seia 
listed number. a e 


The paper attribute fields for the new 
magazine will be blank. 


2 Using the drop-downs, fill in the blank © FUJIFILM 
fields to the right of the newly- i 
generated ID number, specifying paper 
attributes desired for the new 
magazine. 


Note: Be aware that there is a second 
page of attributes that is not shown 
here. It is accessed by clicking on Next 
Page. 


Note: The picture to the right is merely 
meant to show the attribute options 
available in the individual drop-down 
menus. Each menu closes after you 
select an option from it. 


3 When all of the attribute fields have © FUJIFILM 
been filled in, click Set in the top right 
area of the screen to save the setup for 
this new magazine. 


Note: Except for the changed field(s), 
the screen does not change at all. 


Glossy 
Glossy 


Glossy 
Glossy 
Gloan 


4 Click Close. 
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The Paper Magazine Registration [1721] dialog box closes. 


The Printer Setup and Maintenance FUJIFILM 
[1520] dialog box returns to focus. 


5 11700] Paper Condition Setup 
Operation Setup and Check [1721] Paper Magazine Registration 


Se [1742] Paper Condition Method Setup 


Click Close. 
The Printer Setup and Maintenance [1520] dialog box closes. 


The Panda application window returns to focus. 
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Adding, Enabling, and Disabling Paper Sizes and Surfaces on the LP 5000 
Printer 


To make a Paper Size available: 
1 Launch Panda. 

The Panda application window opens. 
2 Click the 4 - Maintenance button. 


The Password Entry dialog box opens. Password Entry 


Enter Password: Í 


Cancel Production Printer 
Info Maintenance 


3 Enter the password 7777. 


4 Click Production Info. 


The Maintenance Menu Selection [Maintenance Menu Satecton 
dialog box opens. 


* 1 System Operation Setup & Check 


5 Click + next to 1 System Operation Setup & Check. 
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6 


7 


8 
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The underlying list expands. 


Select [490] Frontier Direct Device Setup. 


Aatet etter o ewa Loken thom 


faidi Fronter Direct tice Sonus 


Press and hold the <Ctrl> keyboard key, and click the OK button. 


The Printer Setup dialog box opens. 


V Use larger paper if loaded 


Printer Setup 
Model Number: Lpsooo xl Lox | 
DPI 300 mz Cancel 
Configuration: =l 

z Paper Size 
Paper Sizes: 4.0 vw Lustre ĝi 
mw | 5.0 q Lustrea E 
6.0 q Lustre 
8.0 f Lustreà 
10.0 v Lustre 
Add 12.0 Lustreå 
Minimum Size: 0.0 0.0 


Select the desired Paper Size / Surface Type entry in the Paper Sizes list box. 


In the Paper Size group box to the right of the list box, select the Available check box, or double- 


click the selected Paper Size. 


In the Paper Sizes list box, a check mark Y now displays between the Paper Size and Surface 
Type columns to indicate that the paper is now available. 


Click OK. 
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The Maintenance Menu Selection [Maintenance Menu Setecton 
screen returns to focus. 


- [System Operation Setup & Check 
P 


uction information 1 


[490] Frontier Direc 
[490] Frontier Printer IP Ad 


wet | Co 


11 Click Cancel. 
The Maintenance Menu Selection screen closes. 


The Panda application window returns to focus. 
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To disable a Paper Size and/or Surface Type: 


1 Navigate to the Printer Setup dialog Printer Setup 
box by repeating steps 1-6 of the e a r 
previous procedure. 

oer mw i ea 
Configuration: = 
Paper Sizes: 4.0 q Lustrea Paper Size 

5.0 q Lustre Zi 

6.0 q Lustrea 


8.0 q Lustre 
10.0 4/ LustreA 


Add 12.0 Lustrea 
Minimum Size: 0.0 0.0 


IV Use larger paper if loaded 


2 Click the desired Paper Size and Surface Type entry in the Paper Sizes list box. It will become 
selected. 


3 In the Paper Size group box to the right of the list box, clear the Available check box to de-select 
the paper, or double-click the Paper Size you want to remove. 


The check mark v for the Paper Size is removed from the Paper Sizes list box, and the size is now 
unavailable. 


4 Click OK. 


The Maintenance Menu Selection [Watntenance Menu Seecton 


screen returns to focus. 
- (L_System Operation Setup & Check 

(411) P n1 

[412] P n2 

[413] Accumulat tion Information 
[415] Error Log l 
[41E] Clear Error Log 
[420] Backprint Setup 

(490) Frontier Direct Device Setup 
[490] Frontier Printer IP Address 


wt | Co 


5 Click Cancel. 
The Maintenance Menu Selection screen closes. 


The Panda application window returns to focus. 
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LP 5500/LP 5700/LP 5900 Printer Configurations 


In this section, you will learn how to perform specific configurations for the LP 5500, LP 5700 and LP 
5900 printers, including: 


e Enabling paper surface displays (See page 97). 
e Registering paper magazines (see page 100). 


e Adding, enabling, and disabling paper sizes and surfaces (See page 104). 


Enabling Paper Surface Displays on the LP 5500, LP 5700 and LP 5900 
Printers 


To enable paper types: 
On the FMPC/LPC... 
1 Launch Panda. 
The Panda application window opens. 


2 Click the 4 - Maintenance button. 


The Password Entry dialog box opens. Password Entry 


Enter Password: ( 


Cancel 


3 Enter the password 7777. 


4 Click OK. 


The Maintenance Menu Selection Maintenance Menu Selection 
dialog box opens. 


ment/Maintenance 
(Printer) 
#9 Special Operations 


cm | 
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5 Click +| next to 2 Print Condition Setup and Check. 


The underlying list expands. 


6 Select [42R] Paper Surfaces Display 


Setup. 
* 1 System Operation Setup & Check 
= 2. Print Condition Setup and Check 
[421] Paper Condition Setup 
[42.1] Paper Condition Method Setup 
420] B rint 
7 Click OK. 


The [42R] Paper Surfaces Display 
Setup dialog box opens. 


8 Use the drop-downs to select ON for each of the paper surfaces you want to have displayed and 
OFF for those you don't want to have displayed. 


9 Click Set to save changes. 
Note: Except for the changed field(s), the screen does not change at all. 


10 Click Close. 


The [42R] Paper Surfaces Display Setup dialog box closes. 
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The Maintenance Menu Selection EEE NSARE 
dialog box returns to focus. 


Processor Adjustment/Maintenance 
Set. Diagnostics(Printer) 
Special Operations 


TELLES 


ZE 


11 Click OK or Cancel. 
The Maintenance Menu Selection dialog box closes. 


The Panda application window returns to focus. 
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Registering Paper Magazines on the LP 5500, LP 5700 and LP 5900 Printers 
To change a previously-registered magazine’s paper attribute(s): 
1 Launch Panda. 

The Panda application window opens. 


2 Click the 4 - Maintenance button. 


The Password Entry dialog box opens. Password Entry | 


Enter Password: Í 
Carcel | 


3 Enter the password 7777. 


4 Click OK. 


The Maintenance Menu Selection Maintenance Menu Selection 
dialog box opens. 


djustment/Maintenance 
stics(Printer) 
#9 Special Operations 


cwt_| 


5 Click + next to 5 Printer Adjustment/Maintenance. 
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The underlying list expands. 


[451] Paper Magazine Registration 

[452] Magazine Feed Length Adjustment 

[453] Test Pattern Printing 

[454] G Laser(SHG) Optimal Temperatura Setup 
[455] Paper Feed 

[456] Panter Temperature Display 

[457] Printer input Check 

[458] Image PositionAngle Fine Adjustment 
[45A] Printer VO Check 

[455] Printer Function Select 

[45C] Laser Exposure Check 

[45D] R Laser (R-LD) Data 

[ASE] G Laser (G-SHG) Data 

[45F] B Laser (B-LD) Data 

[45G] Scan/Scan Home Position Parameter 
[45H] Mein Scanlaser Beam Sync. Rough Adjust 
[45] Laser Beam Sync. Fine Adjustment Print 
[45K] Laser History Display 

[45L] Paper Condition Setup Table(LUT) Copy 
[45M] Printar Mechanical Fine Adjustment fal 


swe |_| 


6 Select [451] Paper Magazine 
Registration. 


© 5 Printer Adjustment/Maintenance 


[452] Magazine Feed Length Adjustment 

[453] Test Pattern Printing 

[454] G Lasen'SHG) Optimal Temperature Setup 
[455] Paper Feed 

[456] Printer Temperature Display 

[457] Printer Input Check 

[458] Image Position/Angle Fine Adjustment 
[45A] Printer I/O Chack 

[456] Printer Function Select 

[45C] Laser Exposure Check 

[450] R Laser (R-LD) Data 

[45E] G Laser (G-SHG) Data 

[45F] B Laser (B-LD) Data 

[45G] Scan'Scan Home Position Parameter 

[45H] Main ScarvLaser Beam Syne. Rough Adjust 
[45] Laser Baam Sync. Fine Adjustment Print 
[45K] Laser History Display A 


FATIN Mee en Mam ridin M nise Toleta ti AITE Anni 


zow mej 


7 Click OK. 


The [451] Paper Magazine 
Registration dialog box opens. 


Glossy 
Glossy 
Glossy 
Glossy 
Glossy 
Glossy 
Glossy 
Glossy 
Glossy 
Glossy 
Glossy 
Glossy 
Glossy 
Glossy 


G e E E E E e E E 


MS01 Condition Setup & Maintenance Guide 
© 2006-2009 FUJIFILM Corporation. All rights reserved. 
101 


Distributed by: minilablaser.com 


10 


11 


12 


Distributed by: minilablaser.com 


Use the up/down arrows immediately to the right of the ID field to select the particular magazine. 
That magazine will become selected in the list box. 


All of the paper attributes of the selected magazine are now displayed at the top of the screen. 


Make necessary changes by using the drop-down menus. 


Note: Be aware that there is a second page of attributes that is not shown here. It is accessed by 
clicking on Next Page. 


When finished, click Set in the top right area of the screen to save changes. 


Click Close. 


The [451] Paper Magazine Maintenance Menu Selection 
Registration dialog box closes. 


[452] Magazine Feed Length Adjustment 
453] Test Pattern Printing 


z G) Optimal Temperature Setup 
er Feed 
Printer Tamperature Display 

7) Printer Input Check 

| Image Positorn/Angle Fine Adjustment 


am Sy gh Ac 
Fine Adjustmant Print 
45K] Laser History Display 
45L] Paper Condition Setup Table(LUT) Copy 
[45M] Printer Mechanical Fine Adjustment 


Cancel «| 


The expanded Maintenance Menu Selection screen returns to focus. 
Click Cancel. 
The expanded Maintenance Menu Selection screen returns to focus closes. 


The Panda application window returns to focus. 
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To add a new magazine: 


1 Navigate to the [451] Paper Magazine MEMME 


A . . . Width A 
Registration dialog box by repeating D (mm) Paper Length(rm) Remainm) BP Linespeed 
steps 1-7 of the previous procedure. IEO EY ŒF 106 5 = ee 
Type 
r zj Set | 
ID Width(mm) Paper Type Length(m) Remain(m) BP Linespeed 
Zz 89.0 Glossy r 186 186 Yes High ~^ 
2 102.0 Glossy r 186 186 Yes High 
3 117.0 lossy r 186 186 Yes High 
4 127.0 lossy P 186 186 Yes High 
s 152.0 Lossy P 186 186 Yes High 
6 203.0 Glossy F 30 29 Yes High 
210.0 Glossy F 90 30 Yes High 
8 254.0 Glossy F 90 90 Yes High 
279.0 Glossy r 90 90 ves High 
10 305.0 Glossy r 90 90 Yes High 
11 89.0 Glossy r 186 186 ves High 
i4 127.0 Glossy P 186 186 Yes High 
15 152.0 lossy P 186 167 ea High 
16 203.0 lossy P 30 30 Yes High 
18 254.0 Glossy P 30 87 Yes High x 
Next Page 


Close 


2 Use the down arrow to the right of the ID field to increment the ID number one digit beyond the 
highest listed number. 


3 In the blank fields to the right of the newly-generated ID number, specify paper attributes desired for 
the new magazine. 


Note: Be aware that there is a second page of attributes that is not shown here. It is accessed by 
clicking on Next Page. 


4 When finished, click Set in the top right area of the screen to save changes. 
The [451] Paper Magazine Registration dialog box refreshes. 
The newly-added magazine appears in the list box. 


5 Click Close. 


The [451] Paper Magazine Maintenance Menu Selection 


Registration dialog box closes. 
- Printer AgjustmentiMaintenancel cS 


451] Paper Magazine Registration 

[452] Magazine Feed Length Adjustment 

453] Test Pattern Printing 

454) G Laser(SHG) Optimal Temperature Setup 
455] Paper Feed 

456] Printer Temperature Display 

1457] Printer input Check 

[458] Image Position/Angle Fine Adjustment 
45A 


ASD] R Laser (R-LD) Data 

45E] G Laser (G-SHG) Data 

3 Laser (B-LD) Data 

can Home Position Parameter 
carvLaser Beam Sync. Rough Adjust 
pam Sync. F 


Yy 
5 er Condition Setup Table(LUT) Copy 
MSM] Printer Mechanical Fine Adjustment 


Concel OK 


The expanded Maintenance Menu Selection screen returns to focus. 
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6 Click Cancel. 
The Printer Setup and Maintenance [1520] screen closes. 
The Panda application window returns to focus. 


Adding, Enabling, and Disabling Paper Sizes and Surfaces on the LP 5500, 
LP 5700 and LP 5900 Printers 


Note: If a site will be scanning 3.5 APS to produce 89C, 89H and 89P prints, they should make 3.5 inch 
paper available. If the site only has 5 inch paper, then 89H and 89P will not print correctly unless the 
minimum width is changed from 4.826 to 3.5 for 5 inch paper. If this change is made, the prints will be 
made at the correct size but with a 1.5 inch border on one side. 


If 3.5 inch paper is available, the index print and promo print requested with a 3.5 APS scan will still be 
produced on 5 inch paper. (Manual routing was not used to adjust for this.) 


To make a Paper Size available: 
On the FMPC/LPC... 
1 Launch Panda. 
The Panda application window opens. 


2 Click 4 - Maintenance. 


The Password Entry dialog box opens. Password Entry 


Enter Password: j 


Cancel 


3 Enter the password 7777. 


4 Click OK. 
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The Maintenance Menu Selection Maintenance Menu Selection 
dialog box opens. 


TELELE 


5 Click + next to 1 System Operation Setup & Check. 


on Setup & Check 
up and Check 
Printer AdjustmentMaintenance 
Processor Adjustment/Maintenance 
Set. Diagnostics(Printer} 
Special Operations 


ceea | 


The underlying list expands. [Watntenance Menu Selection 


6 Select [490] Frontier Direct Device Setup. 


[414] Timer Setup 

[415] Error Log Information 

[41E] Clear Error Log 

(4 16] Installation information Confirmation 
[41F] installation Information Setup 


Print Condition Setup and Check 
Printer Adjustment/Maintenance 
Processor AdjustmentMemtenance 
Sell-Dragnostics(Printer) 

Special Operations 


7 Press and hold the <Ctrl> keyboard key, and click the OK button. 
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The Printer Setup dialog box opens. Printer Setup 
Model Number: |upsso0 =| 
DPI 300 X Cancel 
Configuration: Í = 
Paper Sizes: 4.0 q Lustrea tapara 
5.0 ¥f Lustrea r 
6.0 q Lustrea 
8.0 q Lustrea 
10.0 4/ Lustre 
Add 12.0 Lustreā 


0.0 0.0 


M Use larger paper if loaded 


In the Paper Sizes list box, select the desired Paper Size / Surface Type entry. 


In the Paper Size group box to the right of the list box, select the Available check box. 


In the Paper Sizes list box, a check mark ¥ now displays between the Paper Size and Surface 
Type columns to indicate that the paper is now available. 


Click OK. 


The Printer Setup dialog box closes. 


The expanded Maintenance Menu [Watenance Hen Selection 
Selection dialog box returns to focus. 


Click Cancel. 
The Maintenance Menu Selection dialog box closes. 


The Panda application window returns to focus. 


OPON 


Cancel 
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To disable a Paper Size and Surface Type: 


i A : Printer Set < 
1 Navigate to the Printer Setup dialog by meinen x) 
repeating steps 1-6 of the previous Model Number: LP5s00 z] [| 
p roce d ure. DPI 300 X Cancel 
Configuration: id 
Paper Sizes: 4.0 q Lustrea Paper Size 
5.0 f” Lustred aji 
6.0 q Lustrea 


8.0 f Lustre 
10.0 «/f Lustred 


Add 12.0 Lustreā 


Minimum Size: 0.0 0.0 


IV Use larger paper if loaded 


2 In the Paper Sizes list box, select the Paper Size / Surface Type entry. 

3 In the Paper Size group box to the right of the list box, clear the Available check box to de-select 
the paper. 
The check mark v for the Paper Size is removed from the Paper Sizes list box, and the size is now 
unavailable. 

4 Click OK. 


The Printer Setup dialog box closes. 


The expanded Maintenance Menu [Wnttenance Won Selection 
Selection dialog box returns to focus. 
-i System operation senp & Chec = 


411 on Information 1 

ion Information 2 

mulated Production Information 
Setup 

Lag Information 

r Error Log 

6] Installation Information Confirmation 
41F] Installation Information Setup 


P 
3] Ai 
Ti 


djustment/Maintenal 
stment/Maintenanoe 
inter) 


Poan 


Cancel 


5 Click Cancel. 


The Maintenance Menu Selection dialog box closes. 


The Panda application window returns to focus. 
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LP 7000, LP 7100, LP 7200, LP 7500, LP 7600, LP 7700 and LP 7900 
Printer Configurations 


In this section, you will learn how to perform specific configurations for the LP 7000, LP 7100, LP 7200, 
LP 7500, LP 7600, LP 7700 and LP 7900 printers, including: 


e Enabling paper surface displays (See page 108). 
e Registering paper magazines (see page 108). 


e Adding, enabling, and disabling paper sizes and surfaces (See page 124). 


Enabling Paper Surface Displays and Registering Paper Magazines on the 
LP 7000, LP 7100, or LP 7200 Printers 


To enable a Paper Surface display: 
On the ICIII, FMPC/LPC or Workstation (based on which machine the printer was installed on)... 
1 Launch Panda. 

The Panda application window opens. 


2 Click 4 —- Maintenance. 


The Password Entry dialog box opens. Password Entry 


Enter Password: 
cance | 


3 Enter the password 7777. 


4 Click OK. 
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The Maintenance Menu Selection [Maintenance Men Selection 
dialog box opens. 


1 System Operation Setup & Check 
2 Printer Maintenance 
#9 Special Operations 


wa | (Cea 


5 Click + next to 2 Printer Maintenance. 


The underlying list expands. aiaiai 


1 System Operation Setup & Check 
2 Printer Maintenance 


[7] Daily Setup 
[8] Version Up 
#9 Special Operations 


wat | Ca 


6 Select [3] Maintenance. 


7 Click OK. 
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The Maintenance [M5303 - 00] dialog 
box displays. 


Pause: Read the step that begins with “Quickly” before performing the next step. 
On the keyboard, press <F1> and then <F9>. 


The Password Input screen displays. 


M1 \2/3\4\5\6|7\8|9| 


Quickly type 2260 into the Input password field, then press Enter or click OK. 


The Maintenance [M5303 - 00] [SP] 
dialog box displays. 
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11 Click Extension. 


The Extension [M5306 - 00] [SP] 
dialog box displays. 


Processor Senings | 


Operator Selections 


Function and Option Registration | 


Password Registration | 


Maintenance 


12 Click Setup. 


The Setup [M5311 - 00] [SP] dialog 
box displays with the Data Initialization 


and Initial Setup extended options iam semp ë ëýġýOò 
visible. 


Paper Balance Correction 


Paper Temperature Connection 


Data Initialization 


Initial Setup 


13 Click iBeam Setup (or Laser Setup). 


Note: Some printers use an iBeam Engine for imaging while others use a Laser. Both menu items 
are equivalent. 
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The iBeam (or Laser) Setup [M5316 - 
00] [SP] dialog box displays. 


Magazine Registration/Setup | 


Paper Magazine Setting 


14 Click Paper Magazine Setting. 


The Paper Magazine Setting [M5346 - 


00] [SP] dialog box opens. Piptt agama 
Width Paper.. Magazine 1D Paper Swface Paper length (remaini... Paper length (initial) ^ 
82.5 m 4 186 186 
$2.5 ira) 5 186 186 
$2.5 (u) 6 186 186 
825 4) 7 186 186 
89 i) 8 Glossy 161 186 
a9 s 186 136 
89 10 186 136 
89 a) " 186 186 
102 (i) 1 Glossy 1H 186 
102 2 7 186 186 
102 B 18 186 186 
102 w 19 186 136 
mW m 20 186 136 
KLEI a a 106 186 
14 By 22 186 196 
14 4) 23 186 186 x 
Paper Surface Paper length (remaining) Paper length (Initial) 
[ito setting) =| | 16 m | 196 m 


| Functions f Close | Enter | 


15 Click Functions in the bottom left corner of the screen. 


The Functions menu displays. Functions 


Dryer Temperature Setting | 


Paper Surface Display Setting 
Cancel 


16 Click the Paper Surface Display Setting extended option. 
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The Paper Surface Display Setting 


[M5347 - 00] [SP] dialog box opens. 
Glossy [Display x] 
Lustre [Display + 
Mame [ipay a 
sik [oily a 
SupremeG [bisa 
Supremet [fiy 
Thin [Disptay z 
Othert [Disptay = 
Other? [oisplay O a] 
Oher [bista | 
Othert foisptay a 


17 Select Display for each of the paper surfaces you want to have displayed. 
18 Click Enter to save changes. 
The confirmation message 


“Registered.” briefly displays and self- 
dismisses. 


The Paper Surface Display Setting 
[M5347 - 00] [SP] dialog box returns to 


focus. Glossy [isy 
Lustre [Display + 
Mane [Dispay | 
‘Silk [Display X 
SupremeG [Disptay + 
Supremel [Display] 
Thin [Display] 
Othert [Disptay 5 
Other [bisptay z] 
Oher [oispa | 
Othert [ispay | 


19 Click Close. 
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The Paper Surface Display Setting [M5347 - 00] [SP] dialog box closes. 


The Paper Magazine Setting [M5346 - 


00] [SP] dialog box returns to focus. Paper Magazine A | 

idth Paper... Magazine ID Paper Swface Paper length (emaini... Paper length {initial} | 
825 m 4 186 136 

02.5 2 5 106 196 

82.5 0 6 196 196 

825 4) 7 186 136 

89 i) 8 Glossy 161 186 

a9 @ 9 186 136 

89 0 0 186 186 

89 M " 196 196 

102 a) 16 Glossy m4 186 

102 @ 17 186 186 

102 6) 18 186 186 

102 a) 19 186 186 

m m 20 186 136 

m4 7) FA] 186 196 

m 0 22 186 196 

i 0) 23 186 186 = 

Paper Surface Paper length (remaining) Paper length (Initial 
(Ho setting) < | 186 m i 196 m 

Funcions | [Cire Emer | 


To register a Paper Magazine: 


1 


From the Paper Magazine list, select the magazine. The paper attributes of the selected magazine 
are now displayed at the bottom of the screen. 


Make necessary changes by using the Paper Surface drop-down menu and/or by typing changes 
into the Paper length (remaining) and Paper length (initial) fields. 


When finished, click Enter. 
The confirmation message 


“Registered” briefly displays and self- 
dismisses. 
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The Paper Magazine Setting [M5346 - 


00] [SP] dialog box returns to focus. Paper Magazine A | 
Width Paper... Magazine ID. Paper Suface Paper length (remaini.... Paper length (initial) ^ 
825 m 4 186 136 
$2.5 2 5 186 186 
82.5 (u) 6 186 186 
82.5 (4) 7 186 136 
89 i) 8 Glossy 161 186 
83 w s 16 136 
89 iS w 186 136 
89 w " 186 186 
102 a 16 Glossy 4 196 
102 2 17 186 186 
102 B) 18 186 136 
102 w 19 186 136 
m m 20 186 136 
m a ral 186 196 
LLLI (u) 22 186 186 
im w 23 186 136 = 
Paper Surface Paper length (remaining) Popes length (initial) 
[ino setting) z| | 186 m | 196 m 
| 


| Functions Close | Enter | 


Click Close. 


The Paper Magazine Setting [M5346 - 
00] [SP] dialog box closes. 


Paper Specification Registration/Setup | 


Magazine Registration/Setup | 


The iBeam (or Laser) Setup [M5316 - 00] [SP] dialog box displays. 


Click Magazine Registration/Setup. 
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The Magazine Registration/Setup 
[M5318 - 00] [ SP] dialog box opens. 


This dialog box is used to assign Paper 
Types to registered magazines. 


Magazine Registration/Setup 
Width | width | Width | 


m 
s2s[0 =) 


Note: In this example, there are three 
tabs that are both titled identically as 
“Width.” This merely indicates that 


Registration. 
Registration ~ 


Sen 


there are so many paper widths 
available that three tabs are necessary 


i Paper Type — OK: Setup Complete 

to display them all. (WHA CA_TYPE EGL 1524) + Setup Incomplete 
Nar TONS eet) 
B)Not in use ill) 
H)Not in use | ssam Input Range: 0.6 
Met in use wea) 
villas. at Magazine Registration’Setup | 

ee | SS 


Locate the newly-registered magazine 


on the list. Magazine Registration/Setup 


Note: In the example, paper with a 
Width of 203 mm and Paper Type (1) 
have been selected. 


ae [TS 


Width | width | Width | 
m @ 

925 [0 H - 

s9 [1$ Registration 

Registration -~ 


PARRER | 


Paper Type — 


{HHA CA_TYPE EGL 
7 


G)Not in use 0) 

H)Not in use | nos 

6)Not in use = eat) 

(6)Mot in use any 
Functions | 


8) 4) 
[os - [oz 
De mi 
[DE fe 
[es [ez 
DE! DE 
E KE 
OK: Setup Complete 
-< Setup Incomplete 
Input Range: 0.6 
Magazine Registration Setup 


Set the Paper Type for the newly-registered magazine. 


Note: In this example, the only available Paper Type is (1)H-1 CA_TYPE_II:G/L. 


Click Enter. 


The confirmation message 
“Registered” briefly displays and self- 
dismisses. 
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The newly-registered magazine now 
displays a setup condition of 
Registration. 


Magazine Registration/Setup 


Width | width | Width | 


This indicates that the registration 


ae m @ 8) w 
process is incomplete. A gamma and ws [0 2 ce [os [os 
black level setup must be performed. oo [T] Regisation [0 De D 

w2 [1 Registration. [04 Dal 0+ 
fos fa jos [o4 
pe oH DE DE 
[o 4 fos DE 


] gogi 


120 
Paper Type OK: Setup Complete 
{1)H-1 CA_TYPE_IEGL 15201) i Setup Incomplete 
Q)Mot in use sssi) 
G)Not in use Raat) 
)Not in use wong Input Range: 06 
(5)Not in use Ra(t) 


(6)Mot in use Th) 
Functions Close | Enter 


Click Magazine Registration/Setup. 


The Magazine Registration/Setup 
[M5308 - 00] [SP] dialog box displays. 


Magazine Registration/Setup 


Paper Magazine Selection 
Alter selecting the Paper Magazine, press the [Next] for the next. 
Unselected 
Paper Type 
Setup condition 


Paper Mag... Paper Type Setup condition A 


Magazine Registration - 


= 
z 
i 
E 
eeoonccce 


Paper Type 


[H-1 CA TYPE 1G 1520)  @)Not in use U) 
(2\Not in use say) G)Not in use nay 


B)Not in use ##8(1) Not in use eet) 


This menu is used to perform gamma and black level setup for registered magazines 
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10 Locate the newly-registered magazine 


on the list. - as 
Magazine Registration/Setup 
Note: In the example, paper with a Paper Magazine Selection 
Width of 203 mm and Paper Type (1) Alter selecting the Paper Magazine, press the [Next] for the next. 


had been selected. 4 
| Magazine Registration - 


Maaazine Reaistration - 


-Papes Type 
(H-1 CA TYPE IGL (18201) Not in use 

in use 0) Not in use 
(Biot in use #881) G)Not in use 


11 Click Next. 


If all of the steps above were not 
completed, this message displays. 


12 Click OK, return to the first step of this procedure, and try again, being careful to follow the 
instructions exactly. 


If the specified magazine is not loaded, 
this message displays. 


13 Click OK, load the magazine and repeat Step 6 of this procedure. 
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The Printing... screen opens to 
indicate that the system is printing a test 


page. 


The Measure the Test Print screen 
opens to indicate that the system is 
measuring the test page. 


The Calibrating the Colorimeter... 
screen may also display. 


Magazine Registration/Setup 


Magazine Registration’ Setwp 
Printing. . . 


i 
Print 


ing... 
One moment please. . . 


Magazine Registration/Setup 


Magazine Registiation/Setup 


a Measure the Test Print. 


One moment please... 


Calibrating the Colorimeter. . . 
One moment please. . . 
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The Measurement Value screen opens 
when all measurements are complete. 


Magazine Registration/Setup 
Magazine Registration'Setup Paper Type 1 
Measurement Value 
€ Y c Mm Y 
1 F 0AT 0.29 2 1 | R | 1% 
2 0.12 0.13 0.12 3 149 153 | 155 
3 | et O14 O14 “u 164 170 | 1m0 
4 [0.6 0.18 0.20 s | 179 wm | 18 
5 [ o3 0 og [0 0% % aa aan [ 451 
6 | o5 0.30 042 w m 20 | 19 
Za 046 049 0.54 Ww | 2.03 2n | 1.99 
8 | 0.56 0.59 0.64 19 [206 [ 292 [ 20s 
9 072 075 | om 2 | 20 En AN 
w 0.69 0.92 0,98 z2 | 20 219 206 
nol w EEE] 116 2 | oan za | 2n 
Correction Value 
Y 
s4 25 sd Register the correction values. 


| Can ok | 


Click OK to register the correction values. 


If the values are not within the accepted 


range, this message displays. 


If the values are within the accepted 
range, skip step 15 and move on to step 
16. 


Click OK. 


The gamma and black level setup 
process re-starts with the Printing... 
screen displaying again. 


Magazine Registration/Setup 


Magazine Registration’Setup 


Note: Usually, the gamma setup is 
performed three times and the black 
level setup is performed once, before 
acceptable values are received. 
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Once all values are in range, the One 
moment please... message displays 
and self-dismisses. 


The Magazine Registration/Setup 
[M5318 -00] [SP] dialog box returns to 


; Magazine Registration/Setup 
focus when all setup is complete. 


rr: i) 8 | z 6) l u 
-- jon - g o4 : 0+ 3 
giyme py ig fig 
s2 [1 Setup OK KE Registration. [0 = [os 
165 [0+ E DE [oz 
we [o 0 gial 0+ 
oh} Fi} fh 
Paper Type OK: Setup Complete 
(WHA CA_TYPE_I:GIL 152i) + Setup Incomplete 
2)Mor in use sesji) 
B)Not In use eee) 
woo merits Input Range: 0 
[plkst in vse Em 
an ill = Magazine Registration Setup | 
rn — 


The newly-registered magazine now displays a setup condition of Registration OK. 
16 Click Close. 
The Magazine Registration/Setup [M5318 -00] [SP] dialog box closes. 


The iBeam (or Laser) Setup [M5316 - 
00] [SP] dialog box displays. 


Magazine Reglstration/Setup 
Paper Magazine Setting 
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17 Click Close. 


The iBeam (or Laser) Setup [M5316 - 00] [SP] dialog box closes. 


The Setup [M5311 -00] [SP] dialog 
box displays. 


Paper Balance Correction | 


Paper Temperature Convection 


18 Click Close. 
The Setup [M5311 -00] [SP] dialog box closes. 


The Extension [M5306 - 00] [SP] 
dialog box displays. 


Processor Senings | 


Operator Selections 


Function and Option Registiation | 


Password Registration | 


Maintenance 


— “m _ | std | 


19 Click Close. 


The Extension [M5306 - 00] [SP] dialog box closes. 
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The Maintenance [M5303 - 00] dialog 
box displays. 


te | 
Status Display 
Emulsion Number Change 
Daily Setup 
Cleaning the Focal Plane Regulating Guide 


Help Display 


20 Click Close. 
The Maintenance [M5303 - 00] dialog box closes. 


The confirmation dialog displays. 


21 Click Yes. 


The confirmation dialog closes 


The Maintenance Menu Selection AARE SR 
dialog box returns to focus. 


® 1 System Operation Setup & Check 
= 2 Printer Maintenance 
A aaar 


H) Status Display 
[5] Output Devica Registration 
[6] Emulsion Number Change 
[7] Daily Setup 
[8] Version Up 

* 9 Special Operations 


raa x=) 
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22 Click Cancel. 
The Maintenance Menu Selection dialog box closes. 
The Panda application window returns to focus. 
Adding and Disabling Paper Sizes and Surfaces or Adding New Custom 
Paper Sizes on the LP 7x00 Printer 
To make a Paper Size available: 
On the ICIII, FMPC/LPC or Workstation (based on which machine the printer was installed on)... 
1 Launch Panda. 
The Panda application window opens. 


2 Click 4 - Maintenance. 


The Password Entry dialog box opens. Password Entry 


Enter Password: | 


Cancel 


3 Enter the password 7777 


4 Click OK. 


The Maintenance Menu Selection [Maintenance Monu Selection 
dialog box opens. 


1 System Operation Setup & Check 
2 Printer Maintenance 
#9 Special Operations 


5 Click + next to 1 System Operation Setup & Check. 
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Maintenance Menu Selection 


The underlying list expands. 


- [1 System Operation Setup & Check 
[411] n1 
(412) e } 
[4113] 


c 
[415] Error Log Intormation 


Cancel 


6 Select [490] Frontier Direct Device Setup. 


7 Press and hold the <Ctrl> keyboard key, and click the OK button. 


The Printer Setup dialog box opens. Printer Setup 
Model Number: [LP7600 a 
DPI [soo =| Cancel 
Configuration: x 
Paper Sizes: 4.0 q Lustrea Paper Size 
5.0 q Lustreé r 
6.0 qf Lustre 
8.0 f Lustre 
10.0 4/ Lustre 
Add 12.0 Lustreā 
Minimum Size: 0.0 0.0 
IV Use larger paper if loaded 


From the Paper Sizes list box, select the desired Paper Size / Surface Type entry. 


8 

9 In the Paper Size group box to the right of the list box, select the Available check box. 
In the Paper Sizes list box, a check mark VY now displays between the Paper Size / Surface Type 
columns to indicate that the paper is now available. 

10 Click OK. 


The Maintenance Menu Selection dialog box returns to focus. 


11 Click Cancel on each screen until the Panda application window returns to focus. 
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To disable a Paper Size and Surface Type: 


1 Navigate to the Printer Setup dialog box (by repeating steps 1-7 in the previous procedure). 


P x Printer Setu X 
2 From the Paper Sizes list box, select _ a 
the Paper Size / Surface Type entry. Model Number: |Le76o0 E 
DPI 300 Cancel 
Configuration: = 
Paper Sizes: | 4.0 q Lustrea Reps aee 
=a 5.0 q Lustrea r 
6.0 v Lustrea 
3.0 v Lustre 
10.0 v LustreA, 
Add 12.0 LustreA 
Minimum Size: 0.0 0.0 


M Use larger paper if loaded 


In the Paper Size group box to the right of the list box, clear the Available check box to de-select 


3 
the paper. 
The check mark v for the Paper Size is removed from the Paper Sizes list box, and the size is now 
unavailable. 

4 Click OK. 


The Maintenance Menu Selection dialog box returns to focus. 


5 Click Cancel on each screen until the Panda application window returns to focus. 
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To add a custom Surface Type: 
1 Repeat Steps 2-7 of the To make a Paper Size Available procedure, starting on page 124. 


2 From the Paper Sizes list box, select 
the Paper Size / Surface Type entry. 


3 Click Add. 


The Custom Paper dialog box opens. 
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4 Adjust settings, as desired. 


5 Click OK. 


The Custom Paper dialog box closes. 
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The Printer Setup dialog box returns to 
focus. 


The new paper has been added to the 
Paper Sizes list box and is 
automatically selected. Its surface type 
is temporarily listed as Any Surface. 


Select the Available check box. 


= 
Printer Setup 
Model Number: [LP7600 = 
DPI 3o =| Cancel 
Configuration: E 
: Paper Size 
Paper Sizes: 4.0 q Lustre P! 
5.0 f Lustrea is 
6.0 v Lustre 
8.0 v Lustre 
10.0 v Lustre 
Add 12.0 LustreA 
Minimum Size: 0.0 0.0 
IV Use larger paper if loaded 


In the Paper Sizes list box, a check mark v now displays between the Paper Size / Surface Type 
columns to indicate that the paper is now available. 


Click OK. 
The Printer Setup dialog box closes. 


The Maintenance Menu Selection 
dialog box returns to focus. 


Click Cancel. 


The Maintenance Menu Selection dialog box closes. 


The Panda application window returns to focus. 


ma Menu Selection 


a2 Printer Maintenance 


+9 Special Operations 


Cancel 
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Installing the DPB/ASK 1500 Printer Software Patch 


If you are installing a DPB/ASK 1500 printer, you must continue with the following installation procedure. 


1 Launch the MS01 software, if necessary. 


The View Orders screen displays. 


2 Click Setup. 


The MS01 dialog box opens. 


3 Click RESTORE. 


A Restore Configuration dialog box Restore Configuration X| 
opens. fe [ame x | 


Cancel | 


4 Click the Browse [ ... ] button. 


An Open dialog box opens. 
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5 From the List files of type drop-down Open 


menu, select Fuji Install (Fujilnstall.dat). 
File name: Folders: 


|FileList. tat cs 


BS cS 
E Copy of Sysprep a 
(9 Documents and Set 
> DRIVERS 

F-dia 

@ Fes v] 


Cancel 


> 


List files of type: Drives: 


[Fui Install (Fujilnstall.da ~] | c: System -| 


Update File (*.upd) 
Ë 


6 In the Folders list box, navigate to C:\DRIVERS\Copal 1500. 
T Ensure that the Copal 1500 directory is gm 2 Iba 
selected. 
File name: Folders: | oK | 
[FileList.txt c:\drivers\copal 1500 
Cancel | 


E c 
Œ DRIVERS 


Fujilnstall.dat 


List files of type: Drives: 


[Fui Install (Fujilnstall.da -| | c: System -| 


8 From the File name list box (under the associated field), select the Fujilnstall.dat list box item. 


9 Click OK. 
The Open dialog box closes, and the Restore Configuration 
Se a ta dialog box File: C:\DRIVERS\Copal 1500\Fujilnstall.dat OK | 
Cancel | 
10 Click OK. 


The Restore Configuration dialog box closes, and several DOS windows automatically open and close. 
The Panda application automatically exits, restarts, and becomes the focused application. 


The system is ready to use. 
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Creating New and Loading Existing Products 


Adding products to the MSO1 system falls into two categories: loading existing products? and adding new 
products. 


To create new products and add them to the system: 


o To create new single print products, see page 133. 
o To create new multi-region print products, see page 137. 


o To create new index print products, see page 141. 
To load existing products into the system: 


o To load existing products into your system see page 145. 


? Not all product files are “loaded” into the system during installation. These files are placed on the system 
during software installation, but they are not loaded for use with the MSO1 software. 
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Creating New Single Print Products 


1 From the View Orders screen, click the Maintenance button on the SwLauncher tool bar. 


The Maintenance application wn 


launches. TFS cuconmniestone ssn] | o1 E 01 communications | 
H 02 System E) 02 system settings] 
(Fi) os image settings = 04 Image Settings 


03 Kiosk (E o3 kiosk connectivity | 


fei) 05 system creanu | 05 fei) 05 system creanu | Cleanup 
lem} 06 output Davies 06 lem} 06 output Davies Devices 


le) o7 input Devices o] 07 Input Devices 
(Z2) o8 Products oo 08 Products 


[REO] 09 system information | 


(D) 10 tanguage O 10 (D) 10 tanguage O 


FUM o o 


2 Click 08 Products. 


The Products sub-menus display. 


0803 Multi-Region Print Size Setup 
03 Kiosk Connectivity 
= 0804 Index Print Size Setup 


Eg 08 Products 


FUJIFILM 


S2 01 Communications 0801 Template Setup = 


3 Click 0802 Print Size Setup. 
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Product loading progress 
displays. 


The Print Size Setup dialog box 


opens. 


Click the New button. 


A new product is added to the list, 
and the Selected Product panel 
populates with controls. 


Sa | | Coc 


05 System Cleanup 


j 06 Output Deyiree 


(BB) o Products 
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— 09 System Information 


RD) 10 kanguage o i] RD) 10 kanguage o i] Language 


FUJIFILM 


[© Print Size Setup > He 
m juj ee Presta =l izj OratOniy uie an 
or on fete orie Dre Arde Odar Cisal rore 7 
Sot wn ae Set. oe Loser it Dpt Sixe w ere Crome Gard Shmee U 
i =x a5 wo w = w w i = w 
> e so mo m “m wm w se m 
5 em to “o e w “m m 
? m e "=o w w ~= m 
v0 = ow = m 
© = oe oe = m 
TEE 
E i 
Mew Produces |21 iy Crt Diy ine rom 
tote ore Code Orde Odea Pred Ooo 7 
Gand. Woe Lome a ght teats w eve Crome Gawd Shmee U8 
re = w w i =< 
te = w m 
to “o w m “m m 
r "=o è m ow “m m 
- "= m m =~ m 
~% "m è m æ ~~ m 
ve “~ = “m m 
te 
saecet rota 
sat hare Por Pacer tdm Uoer Lower Leh Border: Right Odak setao 
S vor rae seer 
2 iym z 4 izi a i 
jaye Gaede apt Dosen Prost van an Cxtere 
wae: ae na ory svete Mi We Rot 
mpe aa Leet te Polow: oane 
Image irea pe 
wee “qo j 
rapt 25 L% 
urean ined: 
TA 
Li Coneral sotare 
L rouco 
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5 — To create the new print size, adjust values and enter data in the Selected Product panel, as 
desired. 


6 Click the Apply button. 


Note: The new product will not be 
added/modified unless the apply 
button is clicked. The blue star 
displayed to the left of the Sort 
number of the selected product in 
the Selected Products list indicates 
that recent configurations to the 
product have not yet been applied. 


Osment Caplay Unti: paes 


Progress displays. 
Products are being updated. Please wait. 


The new product is added to the —— 
top list box. 5 


7 Continue adding new products, as necessary. 


8 Click OK. 
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The Print Size Setup dialog box |Maitonance 
A sd a | CO 
application window returns to — = 
focus 
| - 
| 
07 Input Devices 
08 Products 
FUJIFILM 
Click Close. 


The Maintenance application closes. 


If the system is not using manual If the system is using manual routing: 


routing, proceed to the next step below. 


4 


4 


4 
4 
} 


a. From the View Orders or View 
Images screen, click the 
MSOZ1/ICIII device status icon. ICI 


b. The Request Spooler Processing Queue 
window opens. 


C. Click the Routing tab. 
d. Click the Analyze button. 


c. Close the Request Spooler Processing Queue 
window via the close box button. 


If you added new scan products, restart the SPC/MCU. Otherwise, proceed to the next step. 


IMPORTANT: If you selected the Compose check box at step 5 above, you must also continue on 


with the 


How do I add templates for Compose? section on page 150 to ensure that all files are copied to the 
correct locations within the system to ensure proper fulfillment. 
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Creating New Multi-Region Print Products 


1 From the View Orders screen, click the Maintenance button on the SwLauncher tool bar. 


The Maintenance application a 


launches ——] o E o1 communications | 
—— 03 Kiosk Connectivity 
(EE) os mage settings =| (EE) os mage settings =| Image Settings 
(E7) 05 system cleanup | 05 (E7) 05 system cleanup | Cleanup 
fem} 06 output eviews | fem} 06 output eviews | Output Devices 
le) o7 input Devices o O7 Input Devices 
WF) o8 Produts o 08 Products 


[REO] 09 system information | 09 [REO] 08 system information | Information 


D 10 Langue 10 Language 


FUM tt ss—s 


2 Click 08 Products. 


The Products sub-menus 


a 


| 0803 Multi-Region Print Size Setup 
03 Kiosk Connectivity 


(TEk) ome sting | 
fae) c= sytem cnn | 


| 
(ES) 08 Products 
[REO] 08 system information | 09 System Information 


FUJIFILM 


3 Click 0803 Multi-Region Print Size Setup. 
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Maintenance 


Product loading progress 


ae 
Sa 
= 
06 Output Deyirae 0808 Product Setup Units 
Products are being loaded. Please wart. 
08 Products 
FUJIFILM 
The Print Size Setup: Multi- SEE Seema sa 
A : Lorm | j Cammen Dapiay uns: ma 
Region dialog box opens. = mn mer o A Ree 


Selected Product -Lm 
Click the New button. 
A new product is added to the iiin ax) 
. Nea eed heroe Carrere Dagiey Ures: rm 
list, and the bottom of the m m a tee A ree 
dialog box populates with Ei mnai a a 2 
controls. 

Maaf Regore is 
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5 — To create the new print size, adjust values and enter data at the bottom of the dialog box, as 
desired. 


6 If necessary, click the Modify Region button to add new or modify existing regions. (A Region 
Layout dialog box opens enabling you to edit the sizes of existing regions and also add/remove 
regions from the product template. Click OK once editing is complete to close the Region Layout 
dialog box.) 


7 Click the Apply button. 


Note: The new product will not be -c —— i 
added/modified unless the apply SS a ee Sees 
button is clicked. The blue star E] e ere 


displayed to the left of the Sort 
number of the selected product in the 
Selected Products list indicates that 
recent configurations to the product 
have not yet been applied. 


Progress displays. 


Products are being updated. Please wait. 


The new product is added to the top {SSS Se E 
list box. 


8 Continue adding new products by repeating the above steps, as necessary. 
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11 


12 
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Click OK. 


The Print Size Setup dialog 


alice aon oa pac 
Maintenance application 


—— 0802 Print Size | 0802 Print Size Setup č ě | 


window returns to focus. CETE R 02 system settings | Settings 
(E os kiosk connectivity | 03 Kiosk Connectivity 


| a (Fi) 04 image Settings =| Image Settings 


0803 Es Print Size Setup 
0804 Index Print Size a 

0805 a Products Setup 

Í 0806 Front Prit = Front Print 


Cr Cr Devices 0808 Product } 0808 Product Setup Units | Units 


SS 07 Input Devices 
=) 08 Products 


[Ase] 08 system information | [Ase] 08 system information | Information 


| — 10 D 10 Langue | 


FUM = 


Click Close. 


The Maintenance application closes. 


If the system is not using manual If the system is using manual routing: 
routing, proceed to the next step 
below. 
a. From the View Orders or View 
+ Images screen, click the |Mso1 | 
MSO1/ICIII device status icon. Cll 
{ b. The Request Spooler Processing Queue window 
opens. 
4 c. Click the Routing tab. 
4 d. Click the Analyze button. 
| C. Close the Request Spooler Processing Queue 
window via the close box button. 


If you added new scan products, restart the SPC/MCU. Otherwise, proceed to the next step. 
IMPORTANT: If you selected the Compose check box at step 5 above, you must also continue 
on with the 


How do | add templates for Compose? section on page 150 to ensure that all files are copied to 
the correct locations within the system to ensure proper fulfillment. 
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Creating New Index Print Products 


1 From the View Orders screen, click the Maintenance button on the SwLauncher tool bar. 


The Maintenance application —— 


launches Bum] ” (E) ot communications | 
—— 03 Kiosk Connectivity 
(Fi) o4tmage settings =| (Fi) o4tmage settings =| Image Settings 
a 05 (E) 05 system cieanup | Cleanup 


o [E] o7 input nevies e] 


Èi 


(Z2) o8 Products ooo 08 Products 


[REO] 08 system information | 


(QD) 10 tanguage | 10 Language 


FUM ooo 


2 Click 08 Products. 


The Products sub-menus display. - — — 


= 
CEEE 


(B) 08 Products 


FUJIFILM 


3 Click 0804 Index Print Size Setup. 
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Product loading progress displays. |dafarenance 


= 


0803 Multi-Region Print Size Setup 
03 Kiosk Connectivity 
- 0804 Index Print Size Setup 


Fiza) 04 mage settings 0805 Digital Products Setup 
Ii 0806 Front Print 


06 Output Deyirae 


The Index Print Setup dialog box -B 
Correre Daploy Units: mm 

opens. — 
sot = 


4 Click the New button. 


A Choose Index Print Type & Choose ndexPrit Tye = č QB Choose Index Print Type 


dialog box opens. 


Choose the type of index print to create. This cannot be changed after 
the product has been created. 


\® Index Print 
Ordered separately and contains thumbnails of all items in an order. 


W Media-Appended Index Print 
Ordered with a CD or Export product and contains all items included in 
that product. 


OK Cancel 
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Select the Index Print radio button if you 
want to create a contact sheet of all images 
included in the order. 


Click OK. 
A new product is added to the list. The 


Selected Products panel populates with 
controls. 


[tb Woke Pred Shey 1 | 


Select the Media-Appended Index Print radio 
button if you want to create a contact sheet of all 
images and multi-media files on a CD/DVD. 


A new product is added to the list. The Selected 
Products panel populates with controls. 


Pome =] 


To create the new print size, adjust values and enter data at the bottom of the dialog box, as 


desired. 


If necessary, add new or modify existing regions for index (IDX) products only (not MAIDX 
products). Click the Modify Index Layout button. An Index Print Layout dialog box opens 
enabling you to edit the sizes of existing regions and also add/remove regions from the product 
template. Click OK once editing is complete to close the Region Layout dialog box. 


Click the Apply button. 


Note: The new product will not be 
added/modified unless the apply 
button is clicked. The blue star 
displayed to the left of the Sort 
number of the selected product in 
the Selected Products list 
indicates that recent configurations 
to the product have not yet been 
applied. 


"Print Skre Setup hist Begin et =| 


vA 
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Progress displays. 
Products are being updated. Please wait. 


_ EE 


The new product is added to the top list box. | The new product is added to the top list box. 


a | ee r 


et te iate me 


uu 
H 


Pll # 


dms me memga Saaie 


10 Continue adding new products, as necessary. 


11 Click OK. 


The Index Print Setup dialog box a —| 
closes, and the Maintenance 0801 CO Setup 
application window returns to 


focus OOTTE 02 System Settings " 0802 Print Size ec 
0803 Multi-Region Print Size ee 


[EF 03 kiosk Connectivty | 03 Kiosk Connectivity 


(EE) 04 image Settings = 04 Image Settings 0805 Digital Products a 
e 05 (E7) 05 system cleanup Cleanup | 0606 Front Print = 


06 lem} 06 output Devices Devices 0808 Product | 0808 Product Setup Units | Units 


0804 Index Print Size -N 


(E) o7 input Devices o] 07 Input Devices 


08 Products 


——— 09 [RE] 09 system information | Information 


FUM o o S 


12 Click Close. 


The Maintenance application closes. 


MS01 Condition Setup & Maintenance Guide 
© 2006-2009 FUJIFILM Corporation. All rights reserved. 
144 


Distributed by: minilablaser.com 


Distributed by: minilablaser.com 


13 Ifthe system is not using manual routing, | If the system is using manual routing: 
proceed to the next step below. 


4 a. From the View Orders or View mso1| 
Images screen, click the 
Ici 


MSO1/ICIII device status icon. 


4 b. The Request Spooler Processing Queue 
window opens. 

$ c. Click the Routing tab. 

4 d. Click the Analyze button. 

$ e. Close the Request Spooler Processing 


Queue window via the close box button. 


14 Ifyou added new scan products, restart the SPC/MCU. Otherwise, proceed to the next step. 


Loading Existing Products into the System 


Note: Though the directions below explain how to load existing products for prints (Print Size Setup), 
this section also applies to Multi-Region, Index Print, and Digital products. 


1 From the View Orders screen, click the Maintenance button on the SwLauncher. 


The Maintenance application C 
launches. | 
CETTE E 02 system sattings System Settings 
| |] (2) 05 kiosk connectivity =| 03 Kiosk Connectivity 
[Fea 04 image Settings o] 04 Image Settings 
(EET) 05 system cleanup 05 (EET) 05 system cleanup Cleanup 
| pH 06 fem} 06 output Devices o] Devices 


| FUM =o 


2 Click 08 Products. 
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The Products sub-menus display. 


01 Communications 0801 Template Setup 
meere | 0802 Print size Setup 


0803 Multi-Region Print Size Setup 
03 Kiosk Connectivity 
0804 Index Print Size Setup 


CEE 


os op One | 


4 i O7 Input Devices 
Eg 08 Products 


o 
cem] 


FUJIFILM 


Note: This example explains how to load a print product from the Print Size Setup dialog box. 


The Load button is also available to load products while in the Multi-Region Print Size Setup, 
Index Print Size Setup, and Digital Products setup dialog boxes. 


Click 0802 Print Size Setup. 


Progress displays. Ma 


=x 
cy rint Size Set 
[R] 02 system settings | 
0803 Multi-Region Print Size Setup 
03 Kiosk Connectivity 
_ | 0804 Index Print Size Setup 
= M4 maga Aatünas | 0805 Digital Products Setup 
a at an |C 


L >. | 06 Output Devyirae i 0808 Product Setup Units 


10 Language 


FUJIFILM 


08 Products | 
| 
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The Print Size Setup dialog box Sn 
opens: SSeS es EE 
a —" 
4 Click the Load button. 
The Load and Remove Products 9 *““==="=== -E 
dialog box opens. Pearson me te reame cree ate mace 
ae, 
5 From the Products on the file = —— Ea 
system list, select the desired mamone t ram Cnet ratei pet 
product to be added. — —— 
Note: Click the browse button [...] = Jia ——— 
to locate a product file saved in a 7 = 
different directory. es = 
oe em ne 
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Click the Add >> button. 


The product is added to the 
Currently installed products list 


(right). 


Note: To remove a product from 
the Currently installed products 
list, select it in that list and click 
the << Remove button. 


Click OK. 


The Load and Remove Products 
dialog box closes and the Print 
Size Setup dialog box returns to 
focus displaying the product that 
was just loaded. 


Click OK. 


[)B Lod aud raman Products 


Pract on the fhe syster: 
£ jadesten tere 


Caren Suia Une: rer 


(Pat Sa Sete 
ee 


Compete Save Sctnae PODS 
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The Print Size Setup dialog box Sa | 

closes, and the Maintenance nent Ce | 

application window returns to 

focus CETTE R 02 system settings] System Settings 
[E2 o3 kiosk Connectivity | 03 Kiosk Connectivity 


| 0802 Print Size a 


0803 es Print Size Setup 


0804 Index Print Size Es 
EE) 04 image settings =| EE) 04 image settings =| image. Settings 0805 A Products Setup 


(E) 05 system cleanup | 6 (E) 05 system cleanup | Cleanup, | 0808 Front Prit = 
fem} 06 output nevies o] 06 fem} 06 output nevies o] Devices } 0808 Product Setup Units | 
n | o7 [EF] or input devices Devices 

08 Products 

[RES] 08 system information | [RES] 08 system information | Information 


 —— 10 (D 10 Langue o 


FUM o o 


9 Click Close. 
The Maintenance application closes. 


10 Ifthe system is not using manual If the system is using manual routing: 
routing, proceed to the next step below. 


$ a. From the View Orders or View mso1| 
Images screen, click the 
ICIII 


MSO1/ICIII device status icon. 


J b. The Request Spooler Processing Queue 
window opens. 

$ c. Click the Routing tab. 

$ d. Click the Analyze button. 

J e. Close the Request Spooler Processing 


Queue window via the close box button. 


11 If you added new scan products, restart the SPC/MCU. Otherwise, proceed to the next step. 
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How do! add templates for Compose? 


1 From the View Orders screen, click Tools in the top right corner. 


The MS01 dialog box opens. 


2 Click SETUP TEMPLATES. 


The Set Up Template Groups 
dialog box opens. 


On the left side of the dialog box, in 
the Available Templates area, are 
all of the templates that are 
available on your particular MS01. 


Note: The templates listed in this 
example may differ from those on 
your system. 


27 Ae Ee 3554 (Bead 
OORBooG 
eased a al 
0 =p00 o 
o0 Uaa t 


= 2s] Bord = Tash | 355V 
oo Boo 


Ee id Fal al] 
20000 
E E a 


Double-cick. on group tab to rename; dick-drag to move. 


See | ma | 


apie 
A 


gagali 


Dopod 


LL Lt Ly 


a ‘a a a 


OU UO 


p—s 


Double-chck. on group tab to rename; dick-drag to move. 


Snide] ne | 


Nopogr 


Jove 


HOOCH L 
a a a a a ee 
I0 OOO G 


pn p p p 
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On the right side of the dialog 
box are the tabs that are 
available on your particular 
MS01. 


Note: There are two tabs shown 
here, but your system may have 
one tab or additional tabs. They 
may also be named differently. 


Important: If a template is to be 
seen and to be selectable in 
MS01, it must be listed on one 
of the tabs. 


On the right side of the dialog 
box, select the specific tab in 
which you want the template to 
appear in your MS01 Compose. 


Distributed by: minilablaser.com 


5a Up Template Groups 


Avakatie Terepistes 


E] 


| Double-click. on group tab to rename; dick-drag to move, 


OO] ggo 


OOO 


27 AE E ECI] 


=: 


ii iad al ind A 


OO Bo 


a Ril 9 i ad Bl 
fooog 


OU Ooo t 
w e e l 
Sx Up Template Groups i] 
| Double-chck. on group tab to rename; dick-drag to move. 
ome 7 
ooo ig oo | {=p 
ToO E] [n Ey [7] sev) [7H] a] 
mMonmooOo yojogog 
TT EEr fede Resa aad tan] (esv) [een] [ev] [n] [coy] 
LJ oA E o A U L| a a L] 
rrr) assis Re RE s] EZA] Em oe (a) 
L =g E LJ UOUOUO 
5 5 7 x E mov] Saza) 


Qalste Group 


In the Available Templates area, click the individual template you want and drag it anywhere onto 
the tab area by holding down the mouse button. 


Repeat this drag-and-drop step for each of the new templates you intend to add. 


(Multiple templates can also be selected and moved simultaneously.) 


Click OK to accept the changes. 


The Set Up Template Groups dialog box closes. 
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The MS01 dialog box returns to 
focus. 
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(usor 


ix] 


LOG OFF | RESTORE | 


Click the close box button to close the MS01 dialog box. 


The View Orders screen returns to focus. 
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Chapter 6: Configuring MS01 for Tethered Fujifilm Scanners 


Overview 


Tethered Fujifilm scanners can be configured for the following: 
e The printer tethered with the scanner. 
e Creating custom scan sizes 
e Creating sizes smaller than an available paper size 


e Changing existing sizes with the same name 
In this chapter, you will learn: 


e How to configure the SP 3000 Scanner (see page 157). 
e How to configure the SP 1500, SP 2000, and SP 2500 scanners (See page 183). 
e How to configure the SLP800 and SLP1000 scanners (See page 216). 
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SP 3000 Scanner 
Configuring a Tethered SP 3000 Scanner 


1 Navigate to the Scanner Main Menu. ®© FUJIFILM 


2 Click the Setup and Maintenance button. 
A log in dialog box opens. 


3 Enter the password 7777. © FUJIFILM 


4 Click OK. 
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Click the 01 System Operation Setup @ FUJIFILM 
and Check button. 


A sub-menu displays to the right of the window. 
Click the 0140 Installation Information Setup button. 


The Information Setup screen opens. 


In this example, the SP 3000 is tethered 
to an LP 5500 or LP 5700. Another 
choice is the LP 1500 or the LP 2000. 


[Tucsa aes. 2008 a 


Verify the Output Device is set to the printer model your system is equipped with. 


Click the Option button. 
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10 


11 


12 
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The Optional Device Setting dialog 
box opens. 


Optional Device Setting 


Verify that the External File I/O drop down menu should be set to YES. 


Click OK. 


The Information Setup dialog box 
returns to focus. 


Click OK. 


A dialog box opens stating that 
installation information changes have 
been made, and the system needs to 
be restarted for these changes to be 
activated. 


If no changes were made, then a 
system restart is not needed. 


Click OK. 
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The dialog box closes and the Setup and Maintenance screen returns to focus. 
13 Perform the post-operational check is you needed to do a system restart. 


14 Restart the system, if necessary. 


Creating Custom Scan Sizes for the SP 3000 


Follow the procedure below if you need to create scan and print sizes that are not standard on the SP 
3000. 


Note: This section assumes that the system is already working and communicating. 
First, create the custom sizes on the SP 3000... 
1 Open the scanner’s Main Menu. 


2 The FUJIFILM Frontier Digital Minilab Main D FUJIFILM 
Menu opens. 


Note: One of the three buttons in the top left 
area of the menu will be selected and colored 
green, by default. Te button colored green 
depends upon the last operation performed. FUJIFILM Yai 


Intelligence™ 


DIGITAL MINILAB 


Fro y 


3 Click Setup and Maintenance. 


The Password: dialog box opens. D FUJIFILM 


4 Enter the password 7777 
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5 Click OK. 


The Setup and Maintenance menu screen ae 
displays. 


The button titled 01 System Operation 


Setup and Check is selected by default, > EEA 
and its expanded menu automatically ‘| (te Print Condition Setup and check DRM) age Export sewngs 
appears on the right side of the screen. (BY 03 Scanner AdjustmentMaintenance (D120) Production information 


(ER Carrier AdjustnenvMaintenance GH! Timer Setup 
EB Printer AdjustmenvMaintenance 122) Data Backup 
DA Processor AdjustmentMaintenance WZ Error information Check 


[zm Image Process Sect. AdjustMainte > E (0124) o a Setting 
[igm Register/Delete ) 0125) Timer wating Timeseup ăž  žë ë: Timer Waiting Time Setup 


O FB Hep (0126) installation information Reference 


(Boz Se¥-Diagnosties(Scanner) ) (127) Accumulated Production Information 


6 Select 02 Print Condition Setup and YGE An 
Check. 


+ (m7m System Operation Setup ana Check > ff m02 Paper Conation Setup 


IDZA Print Size Setup 
(BL 0B scanner Adustmentiaintenance TZ Paper Magazine Registration 


GY Printer Adjustment/Maintenance G2 Special Film Channel Setting 

DA Processor Acjustment/Maintenance (0224) Monotone Correction Setting 
= 
a 
(oh 
PET Self-Diagnostics(Scanner) > 


E camer acustmentimaintenance Monitor Adjustment = 


Its expanded menu automatically appears on the right side of the screen. 
7 Click 0220 Print Size Setup. 


A message briefly displays and self-dismisses. 
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The Print Size Setup [0220] dialog box 


Distributed by: minilablaser.com 


opens. Smpve Seung. All Borgers: 
No: Name: Upper: 
1 | 1020 ce co E aoe EE E -E -EN E 
Note: MS01 only supports Group 1. i Fane 


Select an empty space in the Print Size list or select an existing Print Size that is disabled (i.e., 
displays OFF in the Display column). 


Important: Emphasis is added above because this procedure will not be successful unless strict attention 
is paid to this area. 


To add or create a 10x9 Print Size Setup (for example), use the controls at the top of the dialog box 


Note: That region of the Print Size Setup [0220] dialog box is shown immediately below: 


No.: 
1 


h. 


Name: width: Length: Border: Upper: Lower: ft: Right: Display, 


First, select an existing Print Size Setup from the list. 


Select the Name field, and type a new name. 

Important: Write down this name! You will need to know this exact name while performing the 
next, follow-on procedure when you establish the same Scan Size on the MS01. This name is 
case sensitive so “10X9” is not the same as “10x9”. Also, there is a 5 character label limit to this 
name. 


Select the Width field, and type (in millimeters) the width of paper the print will use 
(example 254.0). 


Select the Length field, and type (in millimeters) the length of paper the print will use (example 
229.0). 


Use the drop-down menu to select one of two possible choices of Border: 


BD = With Border 
BL = Without Border 


Select and set Upper, Lower, Left, and Right to 0.0 millimeters. 
Set Display to ON. 
Click OK. 


Note: 25.4 millimeters equals 1-inch. 


The Print Size Setup [0220] dialog box closes. 
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Next, create the same sizes in the MS01 software... 


10 If applicable, use the switch box to switch the monitor from the FMPC/LPC to MSO1. 


The View Orders screen displays. SE = == 


11 Log off to Support mode. 


The View Orders screen returns to focus. 


Dap mda | (ail) z) mosen suaa: [u > 


12 From the SwLauncher, select Maintenance. 
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The Maintenance application window ‘Maintenance A 
opens. 


A E 01 communications =] 01 E 01 communications =] 


R) 02 system settings] 02 System Settings 
(E 03 kiosk connectivity | 03 Kiosk Connectivity 
(EE) o4 image settings =| (EE) o4 image settings =| Image Settings 
(E) 05 system cleanup | 05 (E) 05 system cleanup | Cleanup 
lm} 08 output Devices 06 lm} 08 output Devices Devices 


le) or input Devices o ] 07 Input Devices 
(Z2) o8 Produts o 


CESE [RE] 09 system information | 


FUM o o 


13 Select 08 Products > 0802 Print Size 


Setup. 
pa a 
0803 = Print Size Setup 
-c 
) pa 0805 Digital Products Setup 
[eos Front Pring 
| 
| 


FUJIFILM 


0807 Promo Print } 0807 Promo Print Configuration | 


The Print Size Setup dialog box opens. 


DO © DO © 
teseeeeueesenresecaaseses 


iiil 


PODDDODDOD 


aaiii 
ža DAATAATARIAIAA 119781 


. 
rear 
i 


[imeem = 
LAs 


14 Click New. 
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15 


16 


17 


18 


19 


20 
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A new product (with default values) is prasme = 
added to the bottom of the list. The SS SS ee eS a S 
product is automatically selected so the s E r E. 

user can immediately configure it without 


having to search for it in the list. 


New product added to the bottom of 
the list 


In the Name field, type the name of the scan product that was created on the SP 3000. It must exactly 
match the name created on the SP 3000. 


Note: As mentioned earlier, this field is case sensitive. If 10x9 had been typed as the name on the SP 
3000, 10X9 will not work for the name here. 


This is a new product so enter 10 for the Paper Width and 9 for the Paper Length. 


If you want this new size available to print == =E 
via all methods, select the Whole Roll, 


Quick Print, and Compose check boxes. 


aaa É 
i 


Jiii 


2000030008 


Product availability options 


DODDODODDT 


terde 


From the Scan Channel drop-down menu, assign the product to an empty scan channel. This value will 
determine the product’s sort order in FrontMan. 


Note: The Sort Index can be edited for each product so the product can be in the correct sequence in the 
Quick Print and Whole Roll, and Compose drop down lists. The product name is the same across all 
order creation options through which it is available. 


Click Apply. 


Click OK. 
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The Maintenance application returns to rica - J 
ts 


anama 


= 0804 Index Print Setup 


(EE) 0+ mace setae 
(ami) 05 System Cleanup 0806 Front Print 

fa) 07 Input Devices 

08 Products 


FUJIFILM 


21 Click Close or go to the next section if you want to be able to print the new products from the Compose 
screen. 


The Maintenance application closes. 
22 Log off to Operator Mode. 
Move on to the next steps to configure templates for use in the Compose screen 


23 Select 0801 Template Setup. RRRS al 


T 0802 Print Size } 0802 Print Size Setup 
(Referring to the example of the newly- 


z i 0803 Multi-Region Print Size Seti 
created 10x9 print size, the templates were a pt — — 
automatically created but not configured to S 
be used in the Compose screen.) - CO 008 Dakai Producta Aatun 


||| 05 System Cleanup | 0806 Front Print ooo Front Print 


= 06 Output Devices 0807 Promo Print | 0807 Promo Print Configuration | 
(gpa) 07 Input Devices 
08 Products 


FUJIFILM 
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The Set Up Template Groups dialog box 
opens. 


[sot Up Template Groups 


~ 


Double-cick on group tab to rename; did-drag to move 
Tel Em = 
rs 


kU WOU Woo oeoo 
roti did TOBY] 0S% Rei ed [ 6 JI A8 } [ero] [ dale ] =] pss) 
Doeoonoo s#oooooOo 
BBD CE7] [8 ] [e800] [ee] [eee] [ eno | 

Leia fj 

[S1000] [extz | [akize] [osc | [osceo] 


Add Group | 


Delete Group 


Available Templates lists all of the templates that are available on your particular MSO1. 


Note: The templates listed in this example may differ from those on your system. 


On the right side of the dialog box, tabs are available on your particular MS01 as viewed in Compose. 


Note: There are two tabs shown here, Single and Multi, but your system may have one tab or additional 


tabs. They may also be named differently. 


Important: If a template is to be seen and to be selectable on the MSO1 in Compose, it must be listed on 


one of the tabs. 


24 Onthe right side of the dialog box, select the specific tab in which you want the template to appear on 


your MSO1 Compose screen. 


In the Available Templates area, click the 
individual template you want and drag it 
anywhere onto the tab area. You can 
Control Click or Shift Click to select a group 
of templates to drag to the right pane. 


25 Click OK. 


Set Up Template Groups 
í 


E| 


| Double-click on group tab to rename; didida to move. 


Avadotle Temolyes Sede | me | ; 
LO Oo | NooocoOo 
fay Ee eee Pt ce Ee Ge) Ee) Ee) Ge Es) 
Nooooo jooooOoOo 
cl | 1e maD fas a] C377 227 2) Ces =] (7 
|) fie i 
resin | sett. | [Le] om | _ sieve ee 


The Set Up Template Groups dialog box closes. 
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The Maintenance application returns to 


focus. (= [erimas 


0803 Multi-Region Print Size Setup 
— 0804 Index Print Setup 


| 
a 


FUJIFILM 


26 Click Close. 
The Maintenance application closes. 

27 Switch focus back to the SP 3000 scanner. 
The Setup and Maintenance menu screen Re RR I N 


displays. 


Both 02 Print Condition Setup and Check 
and 0220 Print Size Setup are selected. =j (TZ on System Operation Setup ana creck) f Toan Paper conoscon sewe 


OZ Print Size Setup 
(2° Scanner agustmentmaintenance 0221) Paper Magazine Registration 


E Carer Aqustmentmamntenance Monitor Adjustment 


DF Printer Adjustment/Maintenance (239) Special Film Channel Setting 

DA 06 Processor AgjustmentMaintenance 0224) Monotone Correction Setting 
=e ws 
eS 
LO 21 Help > 
dnne 


28 Click Print/Export at the top left of the Setup and Maintenance menu screen. 
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The Printing with Film-Order Information 7 ro] 
screen displays. 


the order information before: g the film. 


fi isten | 
5 
|e 
and Print 


29 Select Printing from Imaging Controller. 
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Creating sizes smaller than an available paper size for the SP 3000 


Follow the procedure below to create a print that is smaller than an available paper size, such as a 5x7 
print when the only paper sizes that are available are 4, 6, and 8-inch. 


You do not need to be in Support mode for the first part of this procedure. 
To setup a 5x7 print size to go to 6 inch paper: 
1 Open the scanner’s Main Menu. 


The FUJIFILM Frontier Digital Minilab D FUJIFILM 
[0000] Main Menu opens. 


FUJIFILM Y m 


‘Intelligence ™ 


DIGITAL MINILAB 


Fro 
Z 


2 Click Setup and Maintenance. D FUJIFILM 


ror 


‘Intelligence ™ 
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The Password dialog box opens ) FUJIFILM 


3 Enter the password 7777. 
4 Click OK. 


The Setup and Maintenance screen 
displays. 


HED Connection to Imaging controller a | 
BY 02 Print Condition Setup and Check (DIGI) image Export Settings | 


|| 2" 03 Scanner AdjustnenMaintenance {0120 Production information 


BPB Printer AdjustmentMaintenance (0122) Data Backup 
DY" 06 Processor AdjustmentMaintenance (IZ) Error information Check 
[zru image Process Sect, AdjustMainte > | (0124) DI Manager Administrative Setting 
= S 
DELH 


al BOT Sev-Diagnostics(Scanner) ) HZ Accumulated Production Information 


| EA Carrier AdjustmentMaintenance (HA! Timer Setup | 
vi 


5 Click 02 Print Condition Setup and Check. 
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Its menu expands. 


E System Operation Setup and Check ) ff t020 Paper Conation Setup 


(0220) Print Size Setup 
6G Scanner AgjustmentMaintenance Paper Magazine Registration 


(em Carer Agustmentiamtenance > ff (0223) Monitor Adjustment 
| eT 
er) EE 
[mm image Process Sect. AqjustMainte > | (0225) Custom Setting RegisvDelete 
E Register/Delete ) 
{ © A Hep ) 

PET Self-Diagnostics(Scanner) > 


Click 0220 Print Size Setup. 


A message briefly displays and self-dismisses. 


3z OlB 


The Print Size Setup [0220] | Prim Gize Setup 220 
. 
dialog box opens a a eg aaa ROR oe A eT 
=, 
Note: MS01 only supports a fic porde fo. de aoe ae aoo ao al 
Group 1. E 


g l c Grol 


102C 102.0 152.0 0 | 


oouo s ung 


Find the 5x7 print size in the Print Size table. 


Note: Shown immediately below: 


Da parodo af goo des dee dbo di g 


To add or create a product where a 5x7 will print on 6-inch paper (6x7) (for example), use the controls at 
the top of the dialog box and change the paper width to 152.0. 


Note: Shown immediately below: 
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No: mame, Width: Length: Border’ Upper: Lower: Right: Display: 
 E [152.0 5 [178.0 = jBL =| [0.0 =joo -E foo 24 Jon >| 
9 Click OK. 
The Print Size Setup [0220] dialog box closes. 


The Setup and Maintenance screen Œ FUJIFILM 
returns to focus. 


Press te |F 1] key. S0 you can enter he screen No. direct 


2 (erm System Operation Setup and Check > ff m0 Paper Conation Setup 


‘220 Print Size Setup 
Ê B Scanner Anjustmentmaintenance (0221) Paper Magazine Registration 


(8 Carmer agustmentmamtenance Monitor Adjustment 


GY 66 Printer Adjustment/Maintenance 0229 Special Film Channel Setting 

DA 06 Processor Agjustment/Maintenance > $ (0224) Monotone Correction Setting 
(Zar mage Process Sect Aguas _) 
(Som tus 
[oam > 


10 If applicable, use the switch box to switch to the MS01 view. 


11 You must log off MS01 to Support mode to perform the second part of this operation. 


The View Orders screen displays. 


Backlog: 0.0 min 


12 Open the Maintenance application. 
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The Maintenance application window a 


opens. CER | 01 E 01 communications | 


E) 02 system settings | 02 System Settings 


(2) os kiosk Connectivity | 03 Kiosk Connectivity 


H (Fi) o4 mage settings o] Image Settings 
[ei 05 system cieanue | Cleanup 


peee 06 Output Devices 


y o7 [EF] or input Devices o] Devices 


we 08 Products 


[REO] 09 system information | 


(D 10 Langue o 10 Language 


FUM o ss— 


13 Select 08 Products > 0802 Print Size iaintenance 


Setup. = 


0803 Multi-Region Print Size Setup 
0806 Front Print 

fi 2807 Promo Print | 0807 Promo Print Configuration | 
| 
Ez) 08 Products 

| 


FUJIFILM 


0804 Index Print Setup 


| 0805 Digital Products Setup 


| 
| 
— | 
OOO ae 
If 0208 index Print setup 
| 
| 
| 


¢ 
i 
i 
p 

E 


The Print Size Setup dialog box opens. 


waama LE Mew frias |ua ij Camert Coplay unte panels 
se | me | | ee oh cee |e | | Se | SS | See [ent SF fee et moe 

© maim = eme 

a vn s Emre 
B amw te s = = = 

a ms to m 
a uw e = 
aS w r ‘ a ~ = 

~ s ‘ “u = 
Bo no te “m 

a mn ve emm 
Go mo e ee 
BS m e x o E e 
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s ow e m 
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14 Use the vertical scroll bar and find the 5x7 


15 


16 


17 


18 
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Master product. 


Select the product. 


The Selected Product panel maximizes, 
displaying various configurable product 
parameters — Paper Width is 5.00 and 
Paper Length is 7.00. 


Change the Paper Width to 6.00. 


e Print Sire Setup 


DD © me T 


iiil 


[B Pit ss Step 


DODDODDDDT 


xa Cererars 


Selected Product panel———»> | | =" 


mgt 7 


The Paper Width is now 6.00 and the Print Preview now displays the offset of the 5x7 print on the 6x7 


paper. 


Note: The product name is the same across all order creation options through which it is available. It will 


now print on 6-inch paper through any of the selected methods (Whole Roll, Quick Print, and 


Compose). 
Click Apply. 


Click OK. 
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The Print Size Setup dialog box closes and _ —— 
the Maintenance application returns to | 
SR 


0803 Multi-Region Print Size Setup 
— 0804 Index Print Setup 


— 
| 

Ez) 08 Products 

| 


FUJIFILM 


19 Log off to Operator mode. 
The Maintenance application closes. 


20 Switch back to the SP 3000. Œ FUJIFILM 


Press te jF 1] key. So you can enter ne screen No. direct 


* EA Di System Operation Setup and Check > f m20 Paper Conaaion setup 


(ay Print Size Setup 
Ê B scanner Anustmentmaintenance 0221) Paper Magazine Registration 


D Printer Adjustment/Maintenance (239) Special Film Channel Setting 

DA 06 Processor Agjustment/Maintenance (0224) Monotone Correction Setting 
(257m mage Process Sect Aun _) 
(Saw Regeronce 
[oam >? 


i 
E Carmer agustmentmainenance Monitor Adjustment = 


21 Select the Print/Export button in menu at the top of the screen. 
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The Printing with Film-Order Information 
screen displays. 


22 Select Printing from Imaging Controller. 


23 The system is now ready to receive prints a Pn 


from the ICIII to the SP scanner. 3 
o 
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Changing existing sizes with the same name for the SP 3000 


If there are changes in the SPC Size Table that need to be made with existing sizes with the same name 
(turning one off and the other on) or writing over an existing Print Size, follow the steps below. 


Note: These steps are required if the new size requires a different paper size. Example: switching 8x10 
from printing on 10 inch paper to printing on 8 inch paper. 


To change from one paper size to another, using the same name in the MSO! product table: 
1 Open the scanner’s Main Menu. 


The FUJIFILM Frontier Digital ®© FUJIFILM 
Minilab [0000] Main Menu displays. 


2 Click Setup and Maintenance. ®© FUJIFILM 


‘Image ` ;'. 
lntelligence 


MS01 Condition Setup & Maintenance Guide 
© 2006-2009 FUJIFILM Corporation. All rights reserved. 
175 


Distributed by: minilablaser.com 


5 


Distributed by: minilablaser.com 


The Password dialog box opens. FUJIFILM 


Enter the password 7777. 
Click OK. 


The 4 Setup and Maintenance screen CoA USLLALL IP reese pricey sever eer enere ereer ne ores 
displays. 


iE Print Condition Setup ang Check ‘ 


[zor Image Process Sect. AgjusuMainte ) 
(Eraio Reostermeee 


EINO ReossterDelete 


LESZ ser-Disgnosties(Scannen 


Click 02 Print Condition Setup and Check. 


Its menu expands. 


(020 Print Sze Setup 
18227) Paper Magazine Registration 
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6 Click 0220 Print Size Setup. 


The Print Size Setup [0220] dialog box opens. 


Note: MSO1 only supports Group1. 


7 Turn off the current target size and turn on the other size. If you don’t have enough open slots to do 
that, you can always just edit the existing 8x10 print size®. 


Before the No.: Name: width: Length: Border: Upper: Lower: Left: Right: Display: 


Width was 43 8x10 [254.0 -4 [203.0 = BL =| foo = [oo = 0.0 -= [oo os Jon | 
254.0 printing 

to 10 inch 

paper. 


After... No: Name: Width: Length: Border. Upper: Lower: Left: Right: Display: 


eante niih 43 [8x10 203.0 [2540 fee foo şfoo äfoo Sfoo Afon -| 
it the Wi 


to = 203.0 or 8 
inch. 


8 Click OK. 


The Print Size Setup dialog box closes. 


3 If you want to produce the print on a different size paper, this process instructs you regarding how to 
reverse the height and width values. Therefore, for this example, you will have an 8-inch print (which 
usually prints on 8x10 paper) fulfilled on 10x8-inch paper. Adjusting the values ensures that the print is 
produced with no extra white space, which would require the lab operator to manually-trim the print. 
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The Setup and Maintenance screen ee EE 
returns to focus. 


=| | GY Of System Operation Setup and Check DW Paper Conation Setup 


B 
MZA Print Sze Setup | 

(BY 0B Scanner Agjustmentmaintenance 0221) Paper Magazine Registration 

E 04 Camer Aajustmentmaintenance (0222) Monitor Adjustment 

TF 05 Printer Agustmentmaintenance (0223 Special Film Channel Setting 

DY 06 Processor Agjustmentmaintenance (0224) Monotone Correction Setting 
COL ws 
ck | (0235) Back Printing Format = Back Printing Format 


The Printing with Film-Order 4000027 | FF ie orcerirsomanon vetore nserng me nm 
Information screen displays and the =| 
system is now in Print mode. AF ea wane EnG 


1020 
102x152.0 
on. Printing | 
from Imaging 
Controller 


a Digtal Image Export 


10 If applicable, use the switch box to switch to the MS01 view. 
11 You must log off to Support mode in order to complete the rest of this operation. 


Now the product must be changed to print to 8 inch paper in MSO1 on the ICIII. 
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The View Orders screen displays. 


Darme [an TT en Proccton susi an j 


Backlog: 0.0 min 


12 Log into Support mode. 
13 On the SwLauncher, click the Maintenance button. 


The Maintenance application window opens. 


14 Select 08 Products > 0802 Print Size (Rocce 


oa 
| 
= _——— Se 
0803 a Print Size Setup 
| 0804 Index Print COE 


D 94 image Settings | 0805 pe Products Setup 
fami] 05 system Cleanup NI 0006 Front Print 


| <= 
Ez) 08 Products 


FUJIFILM 
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The Print Size Setup dialog box ee sj 
opens. SS Se = —— a 
sete! mata - men |a; 
15 Use the vertical scroll bar and find the 8x10 Master product. 
16 Select the 8x10 Master Product code. 
Ja) 


The Selected Product panel a- 
maximizes, displaying various 

configurable product parameters — 
Paper Width is 10.000 and Paper 
Length is 8.000. 


Selected Product panel 


17 Edit the 8x10 Product as desired. 
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18 Enter 8.000 and 10.000 for the Paper *™"==" aoc] 
Width and Paper Height dimensions, | = == "= ua a 5 I on 
respectively. as m m aa ai Se a 

set Hi| 
E * * SERPS 
ear ee a 
=a jna i 
= gose |e 
-E A | poe 


19 Click Apply. 


20 Click OK. 
Note: The product name is the same across all order creation options through which it is available. 
It will now print on 8-inch paper through any of the selected methods (Whole Roll, Quick Print, 
and Compose). 

21 Log off to Operator mode. 


The system automatically logs off and back on. This will take a minute or two. 
Some Windows screens appear and self-dismiss during the process. 


22 Switch focus back to the SPC. E 


= (awn System Operation Setup and Check ) ff gang Paper Conawon Setup 


O24) Print Sze Setup 
(BY G Scanner Aojustmentmaintenance DZ Paper Magazine Registration 


Se CT 
Eoee ) Wak vine concen rg 
(EU maae racer seet avant | 


O FH Hep ) (TOZ naexconstons = Index Conamions 


| 
[67-0 comer acnameremartenance _) ff ma! montor aqustnere 
[E92 sex-Disorestesiscannen 


23 Select the Print/Export button in menu at the top of the screen. 
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The Printing with Film-Order 7 e 
Information screen displays. 


24 Select Printing from Imaging Controller. 


You're now ready to receive prints from 
the ICIII to the SP scanner. 
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SP 1500, SP 2000, or SP 2500 Scanner 


Configuring a Tethered SP 1500, SP 2000, or SP 2500 Scanner 
This procedure is to confirm the SP1500/SP2000/SP2500 scanners are configured properly. 


To configure the SP1500/SP2000/SP2500 scanners: 


1 Open the scanner’s Main Menu. 


FUJIFILM 


Image -x's 
Intelligence™ 


1 Pre-operational Check 
Print 


2 Select 4 Setup and Maintenance. 


3 Click OK. 


The Login dialog box opens. 


4 Select SE2 from the User Name drop down menu. 


5 Enter 7777 in the Password field. 
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The 4 Setup and Maintenance screen = heanas 
displays. 


) System Operation Setup and Check 
Print Canation Setup and Check 
Scanner Adjustment Maintenance 
Carrier AdjustnentMaintenance 
Printer AdjustnenvMaintenance 
Processor Adjustment Maintenance 
Option Adjustment/Maintenance 
Special Operations (Press (Shift|+{Alt|{ESC] to change display) 


Double-click 1) System Operation Setup and check. 


The menu expands. 


Double-click F Installation 


Information Setup. 


1) System Operation Setup and Check 
1 Production Information 
2 Production Intormatian2 
4 Timer Setup 
5 Error Information Check 
6 Installation Information Reference 
7 Date Dackup 


G Shipping information Reference 
1 Ol Manager Administrative Setting 
a 2) Print Conatian Setup and Check 
3 3) Scanner AdjustmentMaintenance 
a 4) Carrier Adjustment/Maintenance 
it 5) Printer AdjustmenvMaintenance 
i 6) Processor Adjustment Maintenance 
s7) Option AdjustmenvMaintenance 
9) Special Operations (Press [Shift] {Alt} {ESC] to change display) 


MS01 Condition Setup & Maintenance Guide 
© 2006-2009 FUJIFILM Corporation. All rights reserved. 
184 


Distributed by: minilablaser.com 


Distributed by: minilablaser.com 


The [41F] Installation Information 
Setup dialog box opens. 


8 Confirm the Printer field is set to ON. 


9 Click the Option button in the bottom left side of the screen. 


10 Confirm that the External File I/O Yes (MPFR 
radio button is selected 
r 


PON CHG) Fie 


E stall Bije jirani aenar] 


11 Click OK. 


The Optional Device Setting dialog box closes. 
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13 
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C lick OK to close the [41F] [41F] Installation Information Setup 

Installation Information Setup sarge A 

screen Scanner Printer 
Model SP-2000 Modei LP-1500 
Serial No. 2900532 Serial No. 2918992 
Shipping Date Wednesday, February 12, 2003 Shipping Date 


Delivery Date Wednesday} February 12. 2003 =| Delivery Date [Wednesday February 12, 2003 | 


Startup Date Wednesday, February 12, 2009 + Startup Date ednesday, February 12, 2003 | 
Lab 0 ont Process CP-40S/RI 
Type Basic Configuration > Sorter su1100Y 
Printer o y 
Option OK Cancel | 


The Installation Information Setup dialog box opens. 


A dialog box opens stating the system I 


needs to be restarted to activate the 
new setting. Installation information has been changed. 


To activate new setting 


restart the system. 


Click OK. 

The dialog box closes. 

The 4 Setup and Maintenance screen returns to focus. 

Click End(1) in the upper left corner of the 4 Setup and Maintenance screen. 
Perform a post-operational check. 


Restart the system. 
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Creating Custom Scan Sizes on an SP 1500, SP 2000, or SP 2500 Scanner 


Follow the procedure below if you need to create scan and print sizes that are not standard on the SP 
1500 / 2000 / 2500. 


The following procedure must be performed for each new custom Print Size that is desired. 
Creating new print sizes for MSO1 is a two-step process that includes: 

e Adding the new size to the Print Size Table on the scanner system. 

e Adding a new product.txt file, if necessary, that will support that new size. 


The product code in the Print Size table at the scanner must match the product code for the product in 
MS01. 


Note: This section assumes the system is already working and communicating. 
To create a custom Print Size: 


1 Open the scanner’s Main Menu. 


[0900] Main Menu 


The FUJIFILM Frontier Digital Minilab 


[0000] Main Menu opens. 
FUJIFILM 


Input Device 
Output Device 
Date 

Time 

‘Scanner ver. 
Printer ver 


(English) 


Fim Scanner 

Printer Processor 
Monday, April 07, 2008 
09:42:30 AM 


7.7-0E-300 
7 7-0X-030 


2 Print 
3 Post-operational Check 
4 Setup and Maintenance 


=| 


[0000] Main Menu 


2 Select 4 Setup and Maintenance. 


FUJIFILM 


Input Device 
Output Device 
Date 

Time 

Scanner Ver. 
Printer Ver. 


(English) 


Image - x's 
Intelligence™ 


Film Scanner 

Printer Processor 
Monday, April 07, 2008 
11:10:39 AM 


7.7-0E-300 
7.7-0X-030 


Pre-operational Check 
Print 

Post-operational Check 
Setup and Maintenance 
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Click OK. 


The Login dialog box opens. 


The word Operator appears in the User 
Name field by default. 


From the User Name drop-down menu, select SE2. 


Enter the password 7777 
Click OK. 
The 4 Setup and Maintenance screen 


opens. 


1) System Operation Setup and Check is 
selected by default. 


i 1) System O E d heci 
2) Print Cana@tion Setup and Check 

Œ 3) Scanner Adjustment/Maintenance 

4) Carrier AdjustmentMaintenance 

#5) Printer AdjustrenlMaintenance 

#6) Processor Adjustment Maintenance 

7) Option Adjust menMaintenance 

9) Special Operations (Press (Shitt|+{Alt}+{ESC] to change display) 
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7 Click H next to 2) Print Condition Setup — 
and Check. 


$ 1) System Operation Setup and Check 
2) Print Condition Setup and Check 
1 Paper Condition Setup 
2 Processor Temperature Check 
3 Control Strip Processing 


6 Monitor Adjustment 
C image Correction Setup 
D Fine Adjustment of the Print Mag. Setting 
E Special Film Channel Setting 
F Film Type Setting 
G Monotone Correction Setting 
J Paper Condition Method Setup 
K Shop Logo RegistDelete 
M Custom Setting RegistDelete 
® 3) Scanner Adjustmentmaintenance 
#4) Carrier AdjustmentMaintenance 
© 5) Printer AdjustmentMaintenance 
# 6) Processor Adjustment/Maintenance 
© 7) Option AdjustmentMaintenance 
#9) Special Operations (Press [Stwt}+/AR]+{ESC] to change display) 


START 


Its menu expands. 
8 Select 4 Print Size Setup. 


The [424] Print Size Setup dialog box 
opens 


‘Set the print size (unitmm). 


No. wan rais Border 


p Print ce 


Note: Group 1 is only supported by MSO1. 


102P 
102H 
aoc 
gap 
89H 
102H6 


10x7 

Imme 
35mm 
35mmP 


1020 


9 Select an empty space in the Print Size list or select an existing Print Size that is disabled (i.e., 
displays OFF in the Display column). 


Important: Emphasis is added above because this procedure will not be successful unless strict attention 
is paid to this area. 


10 To add or create a 10x9 Print Size Setup (for example), use the controls at the top of the dialog box 
Note: That region of the Print Size Setup [0220] dialog box is shown immediately below: 


No: Name: width: Length: Border: Upper: Lower: ft: Right: Display, 
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e First, select an existing Print Size Setup from the list. 


e Select the Name field, and type a new name. 
Important: Write down this name! You will need to know it exactly while performing the next, follow-on 
procedure when you establish the same Scan Size on the MS01. This name is case sensitive so “10X9” 
is not the same as “10x9”. Also, there is a 5 character label limit to this name. 


e Select the Width field, and type (in millimeters) the width of paper the print will use 
(example 254.0). 


e Select the Length field, and type (in millimeters) the length of paper the print will use (example 229.0). 
e Use the drop-down menu to select one of two possible choices of Border: 


BD = With Border 
BL = Without Border 


e Select and set Upper, Lower, Left, and Right to 0.0 millimeters. 
e Set Display to ON. 
e Click OK. 


Note: 25.4 millimeters equals 1-inch. 
The [424] Print Size Setup dialog box closes. 


The 4 Setup and Maintenance screen 
returns to focus. 


(Press [Stet] +{AR]*{ESC] to change display) 


START 


12 Click END(1) on the menu bar in the top left corner of the screen. 
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The FUJIFILM Frontier Digital Minilab [0000] 
Main Menu returns to focus. 


13 Select 2 Print. [0000] Main Menu 


FUJIFILM 


14 Click OK. 


15 Select Printing [2]. 
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16 Select Print Mode Select [6]. 


17 Select Digital Import [SRGB]. 


18 Select Output. 
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19 Click OK. 


20 The system is now in print mode ready to 
accept digital file for printing. 


21 Use the switchbox to switch to the MSO1 view. 


22 Log-off to Support mode. 
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The Maintenance application window a 


opens. CER | 01 E 01 communications | 


E 02 system settings =| 


[E3 os kiosk connectivity | 03 Kiosk Connectivity 
Se Se Image Settings 
fei) 05 system cieanup | fei) 05 system cieanup | Cleanup 
lem} oS output Devices | lem} oS output Devices | Devices 
J oT (E=) o7 input Devices e] Devices 


wee 08 Products 


ao 


FUM o s—s— 


23 Select 08 Products > 0802 Print Size (Waintenance 


Setup. 


0803 Multi-Region Print Size Setup 
nen 0804 Index Print Setup 


| 
(ERY) 08 Products 


FUJIFILM 


. . . [Print Size Setup e: x] 
The Print Size Setup dialog box opens. 
taaa Raan iJ Carert Coplay Unt: panels 
=n Ena Menti QAE Comgeen! SE rcs ied 
a 
à 
ee 2 a = a 
3 : z 
E x 
i RR x 
: : ‘ = 
PE- = 
as $ hi 
g: A É e p z 
z : E m Ea 5 
= z Ss ees z 
gs “ a os Ea Ga 
es ” -o "= " ” Cd 
es © Ga 
e “ te ra 
p: = 
.2 > = 
I3 5 = 
e ~ Ga 
8 a te = 
ga oe 2 
= 3 siik 
s s rà 
; : i : 
: A aiia 
: å e 
es al 2 - -= 
i : ja 
[+ | seer moe m= 
x Cred Apoy 


24 Click New. 
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A new product (with default values) is a -E 
added to the bottom of the list. The product = : 
is automatically selected so the user can 
immediately configure it without having to 
search for it in the list. 


ĝ 
8 
& 
8 
a 
e a 
u 
8 
S 
a 


New product added to the bottom of the 
list 


In the Name field, type the name of the scan product that was created on the SP 1500/2000/2500. It must 
match exactly. 


Note: As mentioned earlier, this field is case sensitive. If 10x9 had been typed as the name on the SP 
1500/2000/2500, 10X9 will not work for the name here. 


This is a new product so enter 10 for the Paper Width and 9 for the Paper Length. Check Whole Roll, 
Quick Print, and Compose if you want this new size available to print via these methods. 


From the Scan Channel drop-down menu, assign the product to an empty scan channel. This value will 
determine the producťs sort order in FrontMan. 


Click Apply. 


The new product displays in the list 


Note: The Sort value can be edited for each product so the product can be in the correct sequence in the 
Quick Print, Whole Roll, and Compose drop down lists. The product name is the same across all order 
creation options through which it is available. 


Click OK. 
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30 The Maintenance application window returns 


intenanc: 
to focus. 
C a 
0803 pa, Print Size Setup 


0804 Index Print —— 


mmm 
CEE 
Ez) 08 Products 


FUJIFILM 


31 Click Close. 


The Maintenance application closes. 
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Configuring templates for use in the Compose screen 


1 


2 


Launch the Maintenance application. 


Select 0801 Template Setup. Referring to 
the example of the newly-created 10x9 prints 
size (see the previous section), the templates 
were automatically created but not configured 
to be used in the Compose screen. 


The Set Up Template Groups dialog box 
opens. 


Maintenance 


S2] 01 Communications 


T 
meee 
05 System Cleanup 
Baan 
m 
08 Products 


CE 


FUJIFILM 


0802 Print Size Setup 
0803 Multi-Region Print Size Setup 
0804 Index Print Setup 


ka 0805 Digital | Products Setup 
0806 Front Print 


0807 Promo Print } 0807 Promo Print Configuration | 


0801 Template Setup = 


gpoagogaoal 


10c y 1a 102CBV | 10% | 10y WH 


0o [0 = [ = 
loa Hanlon La asd 


E m= tel E 


JO0O0O 
= === 
Poopo. 


a) 


| Double-click. on group tab to rename; dick-drag to move. 


I 
a 
Eia Be Bs DE Bo i 


In the Available Templates area of the dialog box are all of the templates that are available on your 


particular MSO1. 


Note: The templates listed in this example may differ from those on your system. 


On the right side of the dialog box, are the tabs that are available on your particular MSO1 as viewed in 


Compose. 


Note: There are two tabs shown here, but your system may have one tab or additional tabs. They may 


also be named differently. 


Important: If a template is to be seen and to be selectable on the MSO1 in Compose, it must be listed on 


one of the tabs. 
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On the right side of the dialog box, select the [> Tenpuiinin 


specific tab in which you want the template to 


Avalakie Tompistes 


a! 


| Double-chck.on group tab to rename; cick-drsg to move. 


1 [en Goin | New Grn | New Gro | New Geno | New rouo | 


appear on your MS01 Compose screen. 


102cy wide 102CBV | 102CB | 0HY 


AO Oooo 


son. | 
Tempistes... 


EOSDANI 


w] Ce] 


T ea ad 


In the Available Templates area, click the individual template you want and drag it anywhere onto the 


tab area. 
Click OK. 


The Set Up Template Groups dialog box closes. 


The Maintenance application returns to EA 


focus. | 


05 System Cleanup 


Click Close. 
The Maintenance application closes. 


Log off to Operator Mode. 


08 Products 


FUJIFILM 


| 0805 Digital Products Setup 
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Creating sizes smaller than an available paper size on an SP 1500, SP 2000, 
or SP 2500 Scanner 


Follow the procedure below to create a print that is smaller than an available paper size, such as a 5x7 
print when the only paper sizes that are available are 4, 6, and 8-inch. 


You do not need to be in Support mode for the first part of this procedure. 
To setup a 5x7 print size to go to 6 inch paper: 


1 Open the scanner’s Main Menu. 


[0900] Main Menu 


The FUJIFILM Frontier Digital Minilab 
[0000] Main Menu opens. 


FUJIFILM / / image 


Jima z 
Intelligence” 


Input Device 
Output Device 
Date 

Time 


Fim Scanner 
Printer Processor 


Monday, April 07, 2008 


09:42:30 AM 


Scanner ver,  7.7-0€-300 
Printer ver. 7 7-0x-030 


pan a) 


[0000] Main Menu 


2 Select 4 Setup and Maintenance. 


FUJIFILM 


‘Image <.". 
Intelligence™ 


Input Device Film Scanner 
Output Device Printer Processor 
3. Post-operational Check 
BEE enean Aiha Aske Setup and Maintenance 
Time 11:10:39 AM 


1 Pre-operational Check 
2 Print 


Scanner Ver. _7.7-0E-300 
Printer Ver. 7.7-0X-030 


a 


3 Click OK. 
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The Login dialog box opens. 


The word Operator appears in the User 
Name field by default. 


From the drop-down list, select SE2. 


Enter the password 7777. 


Click OK. 


tup and Maintenance 


The 4 Setup and Maintenance screen 
opens. 


1) System Operation Setup and Check is 
selected by default. 


ance 
m9) Special Operations (Press (Shift|+{Alt|+{ESC] to change display) 
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7 Click H next to 2) Print Condition Setup and mD 


* 1) System Operation Setup and Check 
2) Print Condition Setup and Check 
1 Paper Condition Setup 
2 Processor Temperature Check 
3 Control Strip Processing 


6 Monitor Adjustment 
C image Correction Setup 
O Fine Adjustment of the Print Mag. Setting 
€ Special Filim Channel Setting 
F Film Type Setting 
G Monotone Correction Setting 
J Paper Condition Method Setup 
K Shop Logo RegistDelete 
M Custom Setting RegistDelete 
® 3) Scanner AgjustmentMaintenance 
# 4) Carrier AdjustmentMaintenance 
® S) Printer AdjustmentMaintenance 
$ 6) Processor AdjustmentMaintenance 
® 7) Option Adjustmentaintenance 
#9) Special Operations (Press [Shift]+[AR]+{ESC] to change display) 


Its menu expands. 
8 Select 4 Print Size Setup. 


The [424] Print Size Setup dialog box opens 


Set the print size (unitmm). 


man Leng Border 


Note: Group 1 is only supported by Soares 
MS0O1.Dichroic Eei 


1020 


9 Find the 5x7 print size in the Print Size table. 
Note: Shown immediately below: 
No.: nane, Een Border: Upper: Lower: Right: a 


10 To add or create a product where a 5x7 will print on 6-inch paper (6x7) (for example), use the controls at the 
top of the dialog box and change the paper width to 152.0. 


Note: Shown immediately below: 


No: Name: Width: Length: Border: Upper: Lower: Left: Right: Display: 
33 | ox? [152.0 = [178.0 = [BL =| [0.0 = [oo = [oo + [oo = Jon >| 
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11 Select OK 
The [424] Print Size Setup dialog box closes. 


The 4 Setup and Maintenance screen 
returns to focus. = 1) System Operation Setup and Cheek 
BF) Print Conction Setup and Check] 


4 Print Size Setup 
6 Monitor Adjustment 
C Image Correction Setup 
O Fine Adjustment of the Print Mag. Setting 
E Special Film Channel Setting 
Film Type Setting 
G Monotone Correction Setting 
K Shop Logo Regist/Delete 
M Custom Setting Reqist/Delete 
#3) Scanner Adjustment Maintenance 
4) Carrier AdjustmentMaintenance 
m7 ) Option AdjustmentMaintenance 
= 9) Special Operations (Press (Shift|+{AltlHESC] to change display) 


12 Click END(2) on the menu bar in the top left corner of the screen. 
13 If applicable, use the switch box to switch to the MS01 view. 


14 You must log off MSO1 to Support mode to perform the second part of this operation. 


The View Orders screen displays. ee 


Free space: 11.22 GB 


OP Modes. [an 2] — mascan suas: [an 


FUJIFILM | 


15 From the SwLauncher, click Maintenance. 
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The Maintenance application’ window ‘Maintenance 


ele =m 
| 
| 


FUJIFILM 


16 Select 08 Products > 0802 Print Size ain al 


Setup C || Cc 


0803 Multi-Region Print Size Setup 
0804 Index Print Setup 


(ERX) 08 Products 


FUJIFILM 


. . : [Print Sire Setup 2 
The Print Size Setup dialog box opens. = 
nen LJ Cement Cupin ures paeis 
= Sna Mnt QÈ come SE muco 
3 
: 
ot saë z 
4 ; “ 
ge Ga 
ec ‘ “~ m m 
. é = 
8 e w 
: 
ee oo 
a s s m p ya 
: = = = 
<3 == = 
es “ a m m "= 
Bs Ea e 
a” Ga 
ar = 
g a m 
as band 
Be Ga 
@ u = 
i: = 
z i 
, “ = 
- sg 
oe - -= 
: 6 
z 
[oisean mosa om 
a ON Penn N Oa o EN 
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17 


18 


19 


20 


21 


22 


23 


24 
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Use the vertical scroll bar and find the 5x7 Master product and select it. 


The Selected Product panel maximizes, pat saka 
displaying various configurable product ee ec A asaina 
parameters — Paper Width is 5.00 and ee ee 
Paper Length is 7.00. ay ao n Sr e : z 


u 

g 

E 

ï 

a 
sata f 

i 

a 

iiiki 
iiiki 


Saaaaaa 


Selected Product panel —————-> 


Change the Paper Width to 6.00. 


The Paper Width is now 6.00 and the Print Preview now displays the offset of the 5x7 print on the 6x7 
paper. 

Note: The product name is the same across all order creation options through which it is available. It 
will now print on 6-inch paper through any of the selected methods (Whole Roll, Quick Print, and 
Compose). 


Click Apply. 


Click OK. 


Note: The product name is the same across all order creation options through which it is available. It 
will now print on 6-inch paper through any of the selected methods (Whole Roll, Quick Print, and 
Compose). 

The Print Size Setup dialog box closes. 

Log off to Operator mode. 


The Maintenance application closes. 


Switch back to the SP 1500/2000/2500. 
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25 The 4 Setup and Maintenance screen 
returns to focus. 


Adjustment/aintenance 
© 9) Special Operations (Press [Stwt]+{AR}+{ESC] to change display) 


26 Click END(1) on the menu bar in the top left corner of the screen. 


The FUJIFILM Frontier Digital Minilab cone 


[0000] Main Menu returns to focus. 
FUJIFILM 


27 Select 2 Print. 


FUJIFILM fiaa: ;. 


Intelligence 


1 Pre.operational Check 


3 Post-operational Check 
|4 Setup and Maintenance 


28 Click OK. 
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The appropriate window opens. 


29 Select Printing [2] > Print Mode Select [6] > Digital Import [sRGB] > Output. 


A Message dialog box opens. 


30 Click OK. 
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The system is now in print mode and ready to 
accept digital file for printing. 
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Changing existing sizes of the same name on an SP 1500, SP 2000, or SP 
2500 Scanner 
If there are changes in the SPC Size Table that need to be made with existing sizes of the same name 


(turning one off and the other on), follow the steps below. These steps are required if the new size 
requires padding. 


The following is an example for a 5x7 print on six-inch paper. 


To change from one paper size to another, using the same name: 


1 


Open the scanner’s Main Menu. 


The FUJIFILM Frontier Digital Minilab 


[0000] Main Menu opens. 


Select 4 Setup and Maintenance. 


Click OK. 


[0000] Main Menu 


FUJIFILM P image `; 


Input Device 
Output Device 
Date 

Time 

Scanner ver 
Printer Ver 


(English) 


[0000] Main Menu 


tatelligence™ 


Film Scanner 
Printer Processor 2 Print 

3 Post-eperational Check 
Monday, Apri 07, 2006 4 Setup and Maintenance 
03.42.30 AM 
7 7-0E-300 
7 7-0%-030 


Ca | 


FUJIFILM image 


Input Device 
Output Device 
Date 

Time 


Scanner ver 
Printer Ver 


(Engish) 


Intelligence l 


Film Scanner 

Printer Processor 
Monday, Apni 07, 2008 
11.10.39 AM 

7 7-0€-300 

7 7-0%-030 


1 Pre-operational Check 
2 Print 


3 Post-operational Check 


zor] 
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The Login dialog box opens. 


The word Operator appears in the User 
Name field by default. 


Operator ha 


From the drop-down list, select SE2. 


Enter the password 7777. 
Click OK. 


The 4 Setup and Maintenance screen 
opens. 


E?) Print Canation Setup and check 

3) Scanner Adjustment/Maintenance 

i 4) Carrier AdjustnentMaintenance 

#5) Printer AdjustmenvMaintenance 

i heck is [E Sariei 

1) System Operation Setup and Check is HAP cord scr gas T EEIE 
selected by default. 
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7 Click +} next to 2) Print Condition Setup 
and Check. 


* 1) System Operation Setup and Check 
2) Print Condition Setup and Check 
1 Paper Condition Setup 
2 Processor Temperature Check 
3 Control Strip Processing 


6 Monitor Adjustment 
C image Correction Setup 
D Fine Adjustment of the Print Mag. Setting 
E Special Film Channel Setting 
F Film Type Setting 
G Monotone Correction Setting 
J Paper Condition Method Setup 
K Shop Logo Regist/Delete 
M Custom Setting RegistDelete 
$ 3) Scanner Adjustment/Maintenance 
#4) Carrier AdjustmentMaintenance 
® S) Printer AdjustmentMaintenance 
# 6) Processor Adjustment/Maintenance 
® 7) Option Adjustmentmaintenance 
#9) Special Operations (Press [Shift]+{At]+{ESC] to change display) 


START 


The menu expands. 
8 Select 4 Print Size Setup. 


The [424] Print Size Setup dialog box 


Set the print size (unitmm). 
opens 
No. wan kenna Border 
; Print Size 
Note: Group 1 is only supported by MSO1. Canpa 


C—O RT A ee 


1020 


Turn off the current target size and turn on the other size. If you don’t have enough open slots to 
do that, you can always just edit the existing 8x10 print size’. 


Before the No: Name: Length: Border: Upper: Lower: Right: Display: 
Width is 43 | 8x10 Ene [203.0 = fet =| foo joo -m foo 24 Jon | 
254.0 printing 

to 10 inch 

paper. 


“ If you want to produce the print on a different size paper, this process instructs you regarding how to 
reverse the height and width values. Therefore, for this example, you will have an 10-inch print (which 
usually prints on 10x8 paper) fulfilled on 8x10-inch paper. Adjusting the values ensures that the print is 
produced with no extra white space, which would require the lab operator to manually-trim the print. 
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11 


12 


13 


Distributed by: minilablaser.com 


nee sa faao =| | | | | | afo | 


to = 203.0 or 
8 inch. 


Click OK. 


The Print Size Setup dialog box closes. 


The Setup and Maintenance screen 
returns to focus. ® J Sen Coston Su ani Check 


& 
|-4 Print Size Setup 
-6 Monitor Adjustment 
| C Image Correcton Setup 
| O Fine Adjustment of the Print Mag. Setting 


AgjustmentMaintenance 
9) Special Operstions (Press {Shift|+{Alt|HESC] to change display) 


Click END(1) in the upper-left corner of the screen. 


The Setup and Maintenance screen closes and the Main Menu returns to focus. 


F[0000) Mom Menu 


Select 2 Print. 


FUJIFILM 


Image -x's 
dntelligence 


1 Pre-operational Check 
3 Post-operational Check 
Setup and Maintenance 


Click OK. 
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The appropriate window opens, 


14 Select Printing [2] > Print Mode Select [6] > Digital Import [sRGB] > Output. 


A Message dialog box opens. 


15 Click OK. 
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The system is now in the print mode and 
ready to accept digital files for printing. 


If applicable, use the switch box to switch to the MS01 view. 
You must log off to Support mode in order to complete the rest of this operation. 


Now the product must be changed to print to 8 inch paper in MSO1 on the ICIII. 


WSO 3.0 PUJ View Orders 


0 fu ( 1 
Free spece: 11.22 GB 
ka OSPM |a 2) Procuna: |i) 3 =] 


The View Orders screen displays. 


Log into Support mode. 


From the SwLauncher, select Maintenance. 
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Select 08 Products > 0802 Print Size =S= il 
Setup 


Sl 


t mi] 05 System Cleanup 


08 Products 


FUJIFILM 


0806 Front Print 
ES 06 Output Devices 0807 Promo Print Configuration 


The Print Size Setup dialog box opens 
up. e| a 


DO © HO © 


Beeuretunrsseseacesza)’ 
ESPRETEESEE ESTES! 
A 


DODDI ODDOD 


[= [saet Produ 


sux 


22223 


a3 


žiiii 


ił 


šiiii 


Scroll down to the 8x10 Master Product. 


Select the 8x10 Master Product code. 


The Selected Product panel 
maximizes, displaying various 
configurable product parameters — 
Paper Width is 10.000 and Paper 
Length is 8.000. 


Selected Product panel 


MS01 Condition Setup & Maintenance Guide 
© 2006-2009 FUJIFILM Corporation. All rights reserved. 
214 


Distributed by: minilablaser.com 


25 


26 


27 


28 


Distributed by: minilablaser.com 


Note: The product name is the same across all order creation options through which it is available. 
Currently, it will print on 10-inch paper through any of the selected methods (Whole Roll, Quick 
Print, and Compose). 


Edit the 8x10 product — Enter 8.000 for Sees 
Paper Width and 10.000 for Paper - 
Height. 


EEREEERI LEE 
BADADAAIMIGa =| 


Click Apply. 


Click OK. 


Note: The product name is the same across all order creation options through which it is available. 
It will now print on 7.993 or 8 inch paper through any of the selected methods (Whole Roll, Quick 
Print, and Compose). 


Restart the ICIII. To accomplish this, log off to Operator mode. The system automatically logs off 
and logs back on. This takes a minute or two. Some Windows screens appear and self-dismiss 
during the process. 


There is no need to restart the SP scanner. 
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SLP800 or SLP1000 Scanner 


Configuring a Tethered SLP800 or SLP1000 Scanner 


1 Open the scanner’s Main Menu. 

2 Click the Setup and Maintenance button. 
A login dialog box opens. 

3 Enter the password 7777. 

4 Click OK. 


5 Click the O1 System Operation Setup 
and Check button. 


MAA Timer Setup 
EY 0 Print Condition Setup and Check (WA Data Backup 


(0B Scanner AdjustmentMaintenance (O73) Error information Check 


E Carrier AgjustmentMaintenance PAZ oi Manager Administrative Setting 
[Eres Printer AdjustmentMaintenance  ) ff (0125) Timer wating Time Setup 
DY? Processor AdjustmentMaintenance MÆ installation Information Reference 


(EEE sevoopmacstrosicney __) 


“0140 Installation Information Setup 


6 Click the 0140 Installation Information Setup button. 


The Information Setup screen 
displays. 


= ? i 
Enter the installation information. 


Wednesday, February 18, 2004 = 
7777 


7 Enter the name or store number of the lab in the Lab ID field. 


8 Click the Option button. 
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The Optional Device Setting dialog Optional Device Setting 
box opens. 


9 Ensure that the External File I/O drop-down menu should be set to YES. 
10 Click OK. 
The Optional Device Setting dialog box closes, and the Information Setup screen redisplays. 
11 Click OK. 
A dialog box opens stating that 
installation information changes have 
been made, and the system needs to 


be restarted for these changes to be 
activated. 


12 Click OK. 
The dialog box closes; the Setup and Maintenance screen returns to focus. 
13 Perform the post-operational check. 


14 Restart the system. 
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Creating Custom Scan Sizes on an SLP800 or SLP1000 Scanner 


Follow the procedure below if you need to create scan and print sizes that are not standard on the 
SLP800 and SLP1000. 


Note: This section assumes the system is already working and communicating. 
First, create the custom sizes on the SLP800/1000 ... 
1 Open the scanner’s Main Menu. 


The FUJIFILM Frontier Digital Minilab Œ FUJIFILM 
Main Menu opens. 


FUJIFILM Vonage: 


intelligence” 


DIGITAL MINILAB 


Fronifer 
7340 


2 Click Setup and Maintenance. 


The Password: dialog box opens. 


3 Enter the password 7777. 


4 Click OK. 
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The Setup and Maintenance menu 
screen opens. 


The button titled 01 System Operation 
Setup and Check is selected by 
default, and its expanded menu 
automatically appears on the right side 
of the screen. 


Select 02 Print Condition Setup and 
Check > 0220 Print Size Setup. 


The Print Size Setup [0220] dialog box 
opens. 


Note: MSO1 only supports Group 1. 


eI Print Condition Setup and Check / 


QB Scanner AdjustmentMaintenance 
(EY Carrier AujustmentMaintenance | 
EE)” B Printer AdjustmenvMaintenance 
1? Processor AujustmentMaintenance 


(Sap oe serciagwitesroubie Help) 
[a90 Register/Delete ) 


(erin ‘System Operation Setup and Check > 


(2 05 Scanner AdjustmentMaintenance 


(ero Carrier AgjustmentMaintenance > 
[zm Image Process Sect. AdjustMainte > 
(Engi Register/Delete ) 
{ @ i manual y) 
EE Se¥-Diagnostics(Scanner) > 
[a Se¥-Diagnostics(Printer) ) 

CE 


apppppggRpppRpRR RN 


The Print Size Setup [0220] dialog box closes. 


M Connection to Imaging controller 
{0101} mage Export setings 


Accumulated Production information 


Ph 
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The Setup and Maintenance menu Œ FUJIFILM 
screen displays. 


Press tha [F 1] key. 30 you can enter Me screen No. direct! 


Both 02 Print Condition Setup and 


Check and 0220 Print Size Setup are EZ System Operation Setup and Check ) f 260) Paper Condition Setup 
selected. [So Preu coraan separace |a 


e 08 Scanner AdjustmentMaintenance  ) Paper Magazine Registration 


|=] 
E Carrier Adjustment Maintenance (0222) Monitor Adjustment | 
EY Printer AdjustmentMaintenance 0223) Special Film Channel Setting | 


Ty? 06 Processor Adjustrien’ Maintenance (224) Monotone Correction Setting 
fe 08 Se¥-Diagnostics/Trouble Help ) PER) Custom Setting RegisuDelete 
[E90 RegsterDetete ) 
(oe soea open V 


0240) mage Correction Setup 


7 Click Print/Export at the top left of the Setup and Maintenance menu screen. 


The Printing with Film-Order F EA j o] EE ET 
Information screen displays. — 


Printing 
from Imaging 
Controller 


ital lage Export 
id Prin 


BB 12/652 


aj 


8 If applicable, use the switch box to switch to the MS01 view. 
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The View Orders screen opens. 


O&P Mode. |a) 2) Pron baaa |a) 


EF 


FUJIFILM 


Ensure that the system is in Support mode. 
From the SwLauncher, click Maintenance. 


The Maintenance application window opens. 


Navigate to 08 Products > 0802 Prit ES - 


Size Setup. 
E osven semo | 
i- 


(BE) 08 Products 
| 


FUJIFILM 
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The Print Size Setup dialog box opens. m=" ad 


iiil 
žiiii 

32333 
i 


Click New. 

A new product (with default values) is Se a 
added to the bottom of the list. The TW SES eo 
product is automatically selected so the psu = = = —S eS 


user can immediately configure it 
without having to search for it in the list. 


Poe eEr ee El 


New product added to the bottom of 


L 


In the Name field, type the name of the scan product that was created on the SLP800/1000. It must 
exactly match the name created on the SLP800/1000. 


Note: As mentioned earlier, this field is case sensitive. If 10x9 had been typed as the name on the 
SLP800/1000, 10X9 will not work for the name here. 
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This is a new product so enter 10 for —_—— Se] 
the Paper Width and 9 for the Paper =e : 
Length. 


tS | 


14 Ifyou want this new size available to print via certain methods, select the Whole Roll, Quick Print, 
and Compose check boxes. 


15 From the Scan Channel drop-down menu, assign the product to an empty scan channel. This value 
will determine the product’s sort order in FrontMan. 


16 Click Apply. 


The new product now displays in the 
Products list. 


Note: The Sort Index can be edited for 
each product so the product can be in 
the correct sequence in the Quick 
Print, Whole Roll, and Compose drop 
down lists. 


= y = 


17 Click OK. 
You must reboot the system if a size has been added 


The Maintenance application returns to focus. 
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Configuring templates for use in the Compose screen 


1 


Select 0801 Template Setup. 


Referring to the example of the newly 
created print size, the templates were 
automatically created but not 
configured to be used in the Compose 
screen. 


The Set Up Template Groups dialog 
box opens. 


In the Available Templates area of the dia 
particular MSO1. 


Maintenance 


06 System Cleanup 


CHEI 
Co 
CHEE 
CHET 
| 0805 Digital Products Setup 
08 Products 


FUJIFILM 


Ta Up Template Groups 


| Double-cick.on group tab to rename; cick-dreg to move, 


Avalable Templates 1 | new Group | New Group | New Group | Now Group | New Grove | 
— 


cing epearay= 
[EAE e [a Beni 
= O 


Pea] 


a 


HOQO Uo 


nav | 0x [iy oa 


IHV 10H 


Hojo] 
a a a cal ail 
f g m pogga 
oooooo 
HOOoOOogL 


ae ie) e 


Carcel | Adi Gow | Qamte Gup | 


log box are all of the templates that are available on your 


Note: The templates listed in this example may differ from those on your system. 


On the right side of the dialog box, are the tabs that are available on your particular MS01 as viewed 


in Compose. 


Note: There are two tabs shown here, but your system may have one tab or additional tabs. They 


may also be named differently. 


Important: If a template is to be seen and to be selectable in MS01 Compose, it must be listed on 


one of the tabs. 
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On the right side of the dialog box, [arus Tanp aap  <] 
select the specific tab in which you H 

want the template to appear on your = ——— 
MS01 Compose screen. Hoopoga TLert) Loo 


[ aa | Taz |x| a0 E [eee ] 
Hofojo mim 
Tel il A esl il isis Las) 


OOOLJO o 
So ee 


HOUOOO 


Same Gos | Som Goss | 


ii | [YT | 
HUOUOoOoOU, 
tore et x | Coed | teow | cite aus | 


In the Available Templates area, click the individual template you want and drag it anywhere onto 
the tab area. 


Click OK. 


The Set Up Template Groups dialog box closes. 


The Maintenance application window LE : ¥ 
Sas 
2 
CECT 
08 Products 
FUJIFILM ia 


Click Close. 
The Maintenance application closes. 


Log off to Operator Mode. 
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Creating sizes smaller than an available paper size on an SLP800 or 
SLP1000 Scanner 


Follow the procedure below to create a print that is smaller than an available paper size, such as a 5x7 
print when the only paper sizes that are available are 4, 6, and 8-inch. 


You do not need to be in Support mode for the first part of this procedure. 
To setup a 5x7 print size to go to 6 inch paper: 
1 Open the scanner’s Main Menu. 


The FUJIFILM Frontier Digital Minilab Œ FUJIFILM 
[0000] Main Menu opens. 


DIGITAL MINILAB 


Froníer 


The Password dialog box opens. 


2 Enter the password 7777. 


3 Click OK. 
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The Setup and Maintenance screen Œ FUJIFILM 
displays. 


Press tha [F 1] key. 30 you can enter the screen No. direct! 


(GGA Connection to Imaging controller 
RY 02 Print Condition Setup and Check IOI! image Export Settings 


QA BB Scanner AdjustmentMaintenance WA Production information 

(2% Carrier AdjustnenyMaintenance WZ Timer Setup 

AF 0 Printer AdjustmentMaintenance 122 Data Backup 

1)? 06 Processor Adjustment Maintenance WiZ Error information Check 
CE 
[BO regsterosewe 


[os Special Operations > A Æ instalation information Reference 
12 Accumulated Production information 


4 Click 02 Print Condition Setup and Check. 


Its menu expands. Œ FUJIFILM 


Press tha [F1| key. S0 you can enter Me screen No. direct! 


(7 BT System Operation Setup and Check {8260 Paper Condition Setup 


0220) Print Size Setup 
E BB Scanner Adjustnent’Maintenance (0237) Paper Magazine Registration 


| 
E E Carrier AdjustnenuMaintenance W227 Monitor Adjustment | 
} 


AFB Printer AdjustnenvMaintenance 10223) Special Film Channel Setting 

1)? Processor AdjustmentMaintenance (0224) Monotone Correction Setting 
Ee 
(EBB rerama s 
(æm saora 9 


a 


5 Click 0220 Print Size Setup. 


A message briefly displays and self-dismisses. 
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The Print Size Setup [0220] dialog 
box opens 


1 [eae E EE CE | CE CNE CNE CE EE 


Note: Only Group 1 is supported by 
MS01. 


Find the 5x7 print size in the Print Size table. 


Note: Shown immediately below: 


[ea [ro aeo se foo afo aoo oo afo H 


To add or create a product where a 5x7 will print on 6-inch paper (6x7) (for example), use the controls at 
the top of the dialog box and change the paper width to 152.0. 


Note: Shown immediately below: 


CE | | | | | | | | 


Click OK. 
The Print Size Setup [0220] dialog box closes. 


The Setup and Maintenance screen 
returns to focus. 


(4 OF System Operation Setup and Check 


(2 0B Scanner AdjustmentMaintenance 


(EP? Carrier AdjustmentMaintenance 
BB Printer AdjustmenvMaintenance 


06 Processor AdjustmentMaintenance 


ET Sef-Diagnostics Trouble Help ) 
[E910 Regstermewte ) 
CE Special Operations ) 
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9 If applicable, use the switch box to switch to the MS01 view. 


10 Log off MSO1 to Support mode. 


The View Orders screen displays. 


OG P Modes | (ait) 7) Pan Game: |a 


Backlog: 0.0 min 


11 From the SwLauncher, select Maintenance. 


The Maintenance application window 
opens. 


= 06 Output Devices 


FUJIFILM 
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12 Select 08 Products > 0802 Print Size ee 


Setup. 
fami) 05 System Cleanup 
08 Products 


FUJIFILM 


0801 Template Setup 


0802 Print Size Setup 
0803 Multi-Region Print Size Setup 
0804 Index Print Setup 


| 0805 Digital Products Setup 


0806 Front Print 
0807 Promo Print Configuration 


pree 


The Print Size Setup dialog box opens. 


DD © Do © 


[o | seected moa 


"TLEE] 


iiil 


aiiii 


šiiii 


G9 DHAAAADTAAAADAAA DHAATI 


i 


13 Use the vertical scroll bar and find the 5x7 Master product and select it. 


The Selected Product panel maximizes, 
displaying various configurable product 
parameters — Paper Width is 5.00 and 
Paper Length is 7.00. 


CELEELELEEI U 


Selected Product panel 


14 Change the Paper Width to 6.00. 
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The Paper Width is now 6.00 and the Print Preview now displays the offset of the 5x7 print on the 6x7 
paper. 


15 Click Apply. 
Note: The product name is the same across all order creation options through which it is available. It will 


now print on 6-inch inch paper through any of the selected methods (Whole Roll, Quick Print, and 
Compose). 
16 Click OK. 
The Print Size Setup dialog box closes. 
17 Log off to Operator mode. 
The Maintenance application closes. 


18 Switch back to the SPC. 


The Setup and Maintenance screen B FUJIFIM rreve ie rijney on yourcanerartne screen No. drochy 
returns to focus. 


(ay on System Operation Setup and Check 7 ff IgA Paper Condition Setup 


(BY 0G scanner AgustmenyMaintenance UZ Paper Maganne Registration 


ey CT 
[ma Self-Dlagnostics/Trouble Help > A (G25) Custom Setting Regist/Delete 
(<0 sprcn opens 


6 
EV Comer Agjusunenvasaintenance Monitor Adjustment | 


20 Select Printing from Imaging CA m EIEEEI teen neem es tee 
Controller. 


m Printing 
from Imaging 
Controler 
{ 


Sia) Digital nage Export 
Digital mage Export 1S1 Prints Re-order Print 
jani Prine 


i re A a A a 


The scanner is now ready in Print Mode to accept prints. 
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Changing existing sizes with the same name on an SLP800 or SLP1000 
Scanner 


If there are changes in the SPC Size Table that need to be made with existing sizes with the same name 
(turning one off and the other on) or writing over an existing Print Size, follow the steps below. 


Note: These steps are required if the new size requires a different paper size. Example: switching 6x8 
from printing on 6 inch paper to printing on 8 inch paper. 


To change from one paper size to another, using the same name in the MSOI product table: 
21 Open the scanner’s Main Menu. 
The FUJIFILM Frontier Œ FUJIFILM 


Digital Minilab [0000] Main 
Menu displays. 


Image - 
Intelligence” 


22 Select Setup and 
Maintenance. 
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The Password dialog box Œ FUJIFILM 
opens. 


23 Enter the password 7777. 
24 Click OK. 
The 4 Setup and Œ FUJIFILM 


Maintenance screen 
displays. 


Press tha |F 1] key, S0 you can enter the screen No. directly. 


SGA Connection to Imaging controller 
EE 02 Print Condition Setup and Check (DOH) image Export Settings 


QB Scanner AdjustnentMaintenance 


(PO Carrier AdjustmentMaintenance 


EE’ B Printer AdjustmenvMaintenance 
TY Processor Agjustment’Maintenance 10723) Error information Check 


[mwe Se¥-Diagnosticy/Trouble Help J A AZ D Manager Administrative Setting 


HSM RegsterDekte 


25 Click 02 Print Condition Setup and Check. 
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Its menu expands. Œ FUJIFILM 


Press tha [F 1] key. S0 you tan enter the screen No. directly. 


{ E D1 System Operation Setup and Check ) U Paper Condition Setup 


| 
0220 Print Size Setup 
(ey 03 Scanner AdjustmentMaintenance > 0227 Paper Magazine Registration 
(YO Carrier AdjustnenvMaintenance 0222 Monitor Adjustment 
AF B Printer AdjustnentMaintenance Special Film Channel Setting | 


DY 06 Processor Adjustment Maintenance (224) Monotone Correction Setting 
fer © Se¥-Diagnostics/Trouble Help > FOR) Custom Setting RegisyDelete 
HB NO RegaterDetete ning Format 


CE Special Operations > A 27 index Conditions 
0240) Image Correction Setup 


26 Click 0220 Print Size Setup. 


The Print Size Setup [0220] = 


‘Set the print site (unitmm) 


dialog box opens. eae I a 


[ 
f Print Sten =] 


Note: MS01 only supports 
Group1. 
3 
4 BIC B890 1270 BL 00 oo oo 00 ON Button? 
5 889P 890 2540 BL 00 00 oo 00 ON 
6 89H 690 1580 BL 00 00 00 00 ON 
7 10x10 2540 2540 BL oo oo oo 00 ON 
8 10x11 2640 2790 6t 00 00 oo 00 ON Buttons 
9 10x12 2540 3050 BL 00 00 00 00 ON 
10 1013 2540 3300 & oo oo oo 00 ON 
m 10x14 54 0 3560 8t oo oo oo 00 ON 
12 1015 2540 3810 BL oo oo oo 00 ON 
13 107 2540 1780 Ət 00 00 00 00 ON 
4 Oxi0 2540 2030 8L oo 00 00 00 ON 
15 35mm 1520 1020 Bt 00 oo 00 00 ON 
16  ISmMmMH 1520 1780 60 00 00 00 490 ON 
17 35mmP 1520 2540 BO oo 00 00 490 ON 
1R Ans 1220. RAN ARI An an nn no om y 


27 Turn off the current target size and turn on the other size. If you don’t have enough open slots to 
do that, you can always just edit the existing 6x8 print size”. 


Before the Width is 152.0 No: Name: Length: Border: Upper: Lowel Right: Display: 


Width: r Eem 
printing to 6 inch paper. aile [eo foso Sf goo foo C=) So z 


28 After No: Name: Width: Length: Border’ Upper. Lower. Left: Right Display: 
Haa aa [es [2030 S}fis20 fe sffoo foo foo foo fon z] 
Edit the Width to = 203.0 or 8 
inch. 
29 Click OK. 


° If you want to produce the print on a different size paper, this process instructs you regarding how to 
reverse the height and width values. Therefore, for this example, you will have an 6-inch print (which 
usually prints on 6x8 paper) fulfilled on 8x6-inch paper. Adjusting the values ensures that the print is 
produced with no extra white space, which would require the lab operator to manually-trim the print. 
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The Print Size Setup dialog Œ FUJIFILM 
box closes. 


Press tha |F 1] key. 30 you can enter he screen No. dirèct! 


E BF System Operation Setup and Check D Paper Condition Setup 


Print Size Setup 


QB Scanner Adjustmen’Maintenance 022) Paper Magazine Registration 


|=] 
E Carrier Adjustment Maintenance (0222) Monitor Adjustment | 


EF Printer AdjustmenvMaintenance Special Film Channel Setting 
DA Processor Adjustment Maintenance (224) Monotone Correction Setting 
{Sp D Sex-Diagnostics/Trouble Help ) Custom Setting RegistyDelete 


0240) Image Correction Setup | 
nt naiaaeaaaee 


E M 
eS 


30 If applicable, use the switch box to switch to the MS01 view. 
31 Log off to Support mode. 


32 Now the product must be changed to print to 8 inch paper in MSO1 on the ICIII... 


The View Orders screen Me : 
N Ms - Darme [an 2) Prascton saas: [uun 3 =) 
displays. 


Backlog: 0.0 min 


33 Log into Support mode. 


34 From the SwLauncher, select Maintenance. 
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35 Select 08 Products > 0802 Print nomen . 

Size Setup. 
(tm) 05 system cieanup 
(BE) 08 Products 


FUJIFILM 


The Print Size Setup dialog box 
opens. 


ema 


DO © HO © 


eauux 

iiit 

žijii 
LERES) 


emea 


US DHAAAATARAALAA žiilii 


i 


[osa Pree = = 
36 Scroll down to the 6x8 Master Product code. 
37 Select the 6x8 Master Product code. 
The Selected Product panel Jat) 


maximizes, displaying various 
configurable product parameters — 
Paper Width is 6.00 and Paper 

Length is 8.00. 


Selected Product panel 
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Note: All products with the same product code will also print to 6 inch paper. 


38 Edit the 6x8 Product. 


Note: The Name field is the product code for all the 6x8 products. 


39 Enter 8.000 and 6.000 for the ttt Ja) 
paper dimensions, respectively. eaa a a a reheat 


a 
iiki 


8 
if 
i 

iiki 

iifi 


40 Click Apply. 


Click OK. 


Note: The product name is the same across all order creation options through which it is 
available. It will now print on 7.993 or 8-inch inch paper through any of the selected methods 
(Whole Roll, Quick Print, and Compose). 


For a Master Product, a Scan |- Ja) 
Channel is assigned by default. - : 


Scan Channel drop-down menu 


41 Click OK. 


42 Log off to Operator mode. The system automatically logs off and logs back on. This takes a 
minute or two. Some Windows screens appear and self-dismiss during the process. 
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43 Switch back to the SLP800/1000. enn 


+} | GY BF System Operation Setup and Cheek (GAH Paper Condition Setup 


[=] 

} 0220) Print Size Setup | 
(BG Scanner AdjustmenvMaintenance TOŽ Paper Magazine Registration 

("OF Carrier AdjustmenvMaintenance 0222) Monitor Adjustment | 


B05 Printer AdjustmenvMaintenance 10223) Special Film Channel Setting 
1 06 Processor AdjustmentMaintenance Monotone Correction Setting 

(zu nage Process Sect, AdjustMainte ) A (0225) Custom Setting RegisyDelete 

[EIB Registererete > 

(a np S 


„(ez Set-Diagnostics(Scanner) p OZO image Correction Setup 


44 Select the Print/Export button in menu at the top of the screen. 


The Printing with Film-Order g FD tre order information before inserting be fim 
Information screen displays. | a Tapia == = 


| Negative 
>| 
Film Type 


| 151 Print 


7 Printing 
T from Imaging 
Controller 


ga Digital image Export 

a | 

Marara 131 Prints Re-order Print 
and Print 


0 a a 


45 Select Printing from Imaging Controller. 


You're now ready to receive prints from the ICIII to the SP scanner. 
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Chapter 7: Configuring MS01 for Fujifilm Non-Tethered 
Scanners 


Overview 


Non-tethered Fujifilm scanners can be configured for the following: 
e The printer tethered with the scanner. 
e Creating custom scan sizes 
e Creating sizes smaller than an available paper size 


e Changing existing sizes with the same name 


In this chapter, you will learn: 


e How to configure the SP 3000 Scanner (see page 240). 
e How to configure the SP 500 and SP 3000 Scanners (see page 241). 
e How to configure the SP 1500, SP 2000, and SP 2500 scanners (See page 250). 


e How to access the MSO1 Maintenance application for scanners (See page 257). 
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SP 3000 and SP 500 Scanners 


Configuring a Non-Tethered SP 3000 Scanner (FrontMan systems only) 


Note: This first section does not apply to the SP 500, but the four sections that follow it will be the same for 
both scanners. 


1 Navigate to the scanner’s Main Menu. 
2 Click the Setup and Maintenance button. 
A log in dialog box opens. 
3 Enter the password 7777 
4 Click OK. 
5 Select O1 System Operation Setup © FUJIFILM 


and Check > 0140 Installation 
Information Setup. 


HIGH) Image Export Settings 
DIB) Production intormation 
(a-e Scanner AdjustmentMaintenance ) DZ Oata Backup 


[mu Carrier AdjustmentMaintenance J E 05 Timer Waiting Time Setup 
TEZO mee Pose Sest Aare 


EA 09 Onder Control and Maintenance 
BM epee OOO O 

RE Se¥-Diagnostics{ Scanner) > 
naa > 


6 The Information Setup dialog box opens. 

7 Ensure that the Output Device is set to Other. 

8 Ensure that the External File I/O should be set to NO. 
9 Click OK. 


The Information Setup dialog box closes. 
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A dialog box opens stating that LL 
installation information changes 
have been made, and the system installation information has been changed. 
needs to be restarted for these 
changes to be activated. To activate new setting 
restart the system. 


C o 
i 


10 Click OK. 
11 The dialog box closes, and focus returns to the Setup and Maintenance screen. 
12 Perform the post-operational check. 


13 Restart the system. 


Creating Custom Scan Sizes for the SP 3000 and SP 500 scanners 


Create the scan product on the ICI... 


1 If applicable, switch to displays the MSO1/ICIII system. 


The View Orders screen opens. 


eR 
2 Ensure that the system is in Support mode. 


The system automatically logs off and logs back on. This takes a minute or two. 


MS01 Condition Setup & Maintenance Guide 
© 2006-2009 FUJIFILM Corporation. All rights reserved. 
241 


Distributed by: minilablaser.com 


Distributed by: minilablaser.com 


The View Orders screen returns to focus. 


Free space: 11.22 GB 


OBR Mode [ai 


The system is now in Support mode. 


FUJIFILM 


3 Open the MSO1 Maintenance application. 


The Maintenance application window opens. oe i 
R) 02 system settings =| 
(2) os Kiosk connectivity | 03 (2) os Kiosk connectivity | Connectivity 
= (Fi) o4tmage settings] Image Settings 
05 fei) 05 system cieanup | Cleanup 
——_—_ 06 Output Devices 
le) o7 input Devers | 07 Input Devices 
(Z2) o8 Products | (FS) o8 Produts ooo 
[REO] 09 system information | o9 [REO] 09 system information | Information 
RD) 10 Language | 10 RD) 10 Language | 


FUM 


4 Select 08 Products > 0802 Print Size Setup. 


= 
0803 Multi-Region Print Size Setup 


0804 Index Print Setup 


| 
CHE 
| 
| 
| 


0806 Front Print 


Ez) 08 Products 
09 System Information 


FUJIFILM 


0807 Promo Print | 0807 Promo Print Configuration | 


01 Communications 0801 Template Setup = 
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The Print Size Setup dialog box opens. cee iH 


iiit 
iiil 


Click New. 


A new product (with default values) is added e= -Wi 
to the bottom of the list. The product is =——_ = - 
automatically selected so the user can 
immediately configure it without having to 
search for it in the list. 


New product added to the bottom of the 
list 


In the Name field, type the name of the scan product. 
Note: Scan product names must be five characters or less. 
This is a new product so enter 10 for the Paper Width and 9 for the Paper Length. Select the Compose, 


Whole Roll and Quick Print check boxes if you want this new size available to print via any or all of these 
methods. 


From the Scan Channel drop-down menu, assign the product to an empty scan channel. This value will 
determine the product’s sort order in FrontMan. 
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9 ~~ Click Apply. 
10 Click OK. 
11 
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H l 
l 


LEPELS 


i 
if 
if 

i 


bór Orre kar aaf OS io ona 
4 = pae 


Besaseseseas ` 


The Print Size Setup dialog box closes, and the Maintenance application returns to focus. 


Referring to the example of the newly created 10x9 print size created, the templates were automatically 
created but not configured to be used in the Compose screen. 


In the Maintenance application, select 08 
Products > 0801 Template Setup. 


Maintenance 


08 Products 


FUJIFILM 


0801 —— Setup 


0802 Print Size CR 

0803 ee Print Size Setup 
0804 Index Print | 0804 Index Print Setup, | 
—— 0805 | Digital Products Setup 

0806 Front | 0806 Front Prit ooo 

0807 Promo Print } 0807 Promo Print Configuration | 
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The Set Up Template Groups dialog box “Tete Template Groups i=] 
opens. i Doublle-cick on group tad to rename; cick-drag to movè. 
Avadatle Terpistes E fnew Group | New Group | New Group hee | Newco | 
HOoOoodgo;;JoOoOoOoOo0o 
102 102 102CBY 108 10H Y 10H Bi BS) a B 
Wo go gs CIC) 
shell Baie 1 V oP | sev] ise faery vets 
JOO Lo o 


| 
ioxizv | tore | ioe 109 [vetted] A] 
Sarni- Gho, 


JL L 


ied ad HV | o | KEV 
Sers hoes | Sensas 


= 
NOOoOoOoO, 
Topas larei x Cancel | gii Gow Quite cow | 


12 Inthe Available Templates area of the dialog box are all of the templates that are available on your 
particular MSO1. 


Note: The templates listed in this example may differ from those on your system. 


On the right side of the dialog box, are the tabs that are available on your particular MSO1 as viewed in 
Compose. 


Note: There are two tabs shown here, Single and Multi, but your system may have one tab or additional 
tabs. They may also be named differently. 

13 On the right side of the dialog box, select the specific tab in which you want the template to appear on 
your MS01 Compose screen. 


In the Available Templates area, click the individual template you want and drag it anywhere onto the 
tab area. You can Control Click or Shift Click to select a group of templates to drag to the right pane. 


The two 10x9 templates are now displayed [peremen i=] 
on the right hand pane in the selected tab. pee i ale 


Avakotle Templstes E | New Group | New Group | New Group | New Group | New Group | 
HOoOopDogoWMuUooOoO Uo 
A] We ae 1a | WHY | 102H | a ev z 
0oals=[ => 
KELJ wry w CZ wee 


ey] ionize | ioe 0x9 [vetted] texte erd 
Goss 


Ld LV 


x plea Po WKY WHEY] 0 


U OO T o0 
Tengine Tariks | > Cancel | gdi Gow | aiteas | 


JE 


Important: If a template is to be seen and to be selectable on the MS01 in Compose, it must be listed 
on one of the tabs. 


14 Click OK. 
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15 


16 
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The Maintenance application window 


returns to focus. —— | 


0803 Multi-Region Print Size Setup 
= 0804 Index Print Setup 


(TER os mnor seumas 
0806 Front Print 


si 


| 
09 System Information | 
| 


FUJIFILM 


Click Close. 
Perform a log off to go back in operator mode. 


After the scanner boots, an inspection of 
the Print Size table will show that the 


i i i i i N Lengn — Boruer 
ae size will now be in the Print , _— pony ges ees a 


Set the print size (unit mm). 


C Group 2 


170.0 
254.0 
890 


127.0 
1020 
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The new 10x9 scan size will now be a a — = 

E . ORDER INFO x6.Glossy 5x?7.Glossy 
available in FrontMan on the scanner as | = 
well. 


4) Single 
)2each 


SP Select A Border J) Select A Border 


| Custom Backp 
v Check In = 
CD PRODUCTS 


DUE BY BACKLOG 
; min 


O 0 Standard CO) Scan Only © )index Print 


© Next Day On Premium = @ Promo Print 
FILM TYPE 
Color 
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Creating sizes smaller than an available paper size for the SP3000 and SP 
500 scanners 


Follow the procedure below to create a print that is smaller than an available paper size, such as a 5x7 
print when the only paper sizes that are available are 4, 6, and 8-inch. 


You do not need to be in Support mode for the first part of this procedure. 
To setup a 5x7 print size to go to 6 inch paper: 
1 Switch to display the MSO1/ICIII system. 


2 Log off to Support mode. 


The View Orders screen displays. 


Ospa [an T] Procacton sana: [iun 


3 Launch the MSO1 Maintenance application. 
The Maintenance application window opens. 


4 Select 08 Products > 0802 Print Size Setup. ESS x 


= 0804 Index Print Setup 


ounan 
ii) 05 System Cleanup 0806 Front Print 


ES) 06 Output Devices 0807 Promo Print Configuration 
fm) 07 Input Devices 

08 Products 

(ue) 09 System Information 

D 10 Language 


FUJIFILM 
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The Print Size Setup dialog box opens. ens 


DO © DDT 


PODDDODDÐT 


Use the vertical scroll bar and find the 5x7 Master product and select it. 


Cmmert Comply Unts: poets 


The Selected Product panel expands, — — 
displaying configurable product options — EEEE EA 
Paper Width is 5.00; Paper Length is 7.00. l EAEE 


e s 
ra 
a 
a 
a 
bs 
u 
nE 
@ ¢ 
B 


Selected Product panel ————> 


Change the Paper Width to 6.00. 


šik & 


Comert Daplay Unesr pts 


The Paper Width is 6.00 and the Print Preview now displays the offset of the 5x7 print on the 6x7 paper. 


Click Apply. 


Click OK. 


Note: The product name is the same across all order creation options through which it is available. It will 
now print on 6-inch paper through the selected methods (Whole Roll, Quick Print, and Compose). 


The Print Size Setup dialog box closes. 
Log off to Operator mode. 


Restart the SP scanner. 
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SP 1500, SP 2000, or SP 2500 Scanner 


Configuring a Non-Tethered SP 1500, SP 2000, or SP 2500 Scanner 
This procedure is to confirm the SP 1500/SP 2000/SP 2500 scanners are configured properly. 


To configure the SP1500/SP2000/SP2500 scanners: 


1 Navigate to the scanner’s Main Menu. an 


FUJIFILM 


Input Devici Film ner 
z Seane 1 Pre-operational Check 
2 Prnt 
Date Thursday, Aprii 03, 2008 3 _Post-operational Check 
Time 1212.35 PM 


Scanner ver 7 7-0E-300 


ia Ca] 


2 Select 4 Setup and Maintenance. 


3 Click OK. 


Note: Several other messages may display, follow the proper procedures to dismiss those as well. 


The Login dialog box opens. 
User Name [Operator >| 


Laboratory Manager 


Password SE1 


SE2 
x 
Xx 


corcel_| 


4 Select SE2 from the User Name drop-down menu. 


5 Enter 7777 in the Password field. 
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The 4 Setup and Maintenance screen wipe 

displays. = 1) System Operation Setup and check 
= 2) Print Conatan Setup and Check 
a3) Scanner AdjustmentMaintenance 
4) Carrier Adjustment Maintenance 

) Printer Adjustment Maintenance 

) Processor Adjustment Maintenance 
) Option AdjustmentMaintenance 

) Special Operations (Press (Shift|{Alt|{ESC] to change display) 


Double-click 1) System Operation Setup and check. 


The menu expands. 


Double-click F) Installation wap 
Information Setup. 


ENDU 
1) System Operation Setup and Check 


1 Production Information 

2 Production informatian? 

4 Timer Setup 

5 Error Information Check 

6 Installation Information Reference 
7 Date Dackup 


E Clear Error = 


G Shipping Information Reference 
1 Ol Manager Administrative Setting 
= 2) Print Conation Setup and Check 
3 3) Scanner Adjustment/Maintenance 
a 4) Carner AdjustmentMaintenance 
i 5) Printer Adjustment Maintenance 
i 6) Processor AgjustmentMaintenance 
#7) Option Adjustment Maintenance 
9) Special Operations (Press [Shift] {Alt} ({ESC] to change display) 
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The [41F] Installation Information 
Setup dialog box opens. 


day, June O7, 2001 


jay. September 10, 2001 


8 Confirm the Output Device field is set to F25 or Other. 
9 Click the Option button. 


An Optional Device Setting dialog box opens. 


10 Select the External File I/O radio button 
next to No. 


11 Click OK. 


The Optional Device Setting dialog box closes, and focus returns to the [41F] Installation 
Information Setup dialog box. 


12 Click OK. 


The [41F] Installation Information Setup dialog box closes. 
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A dialog box opens stating the system M 
needs to be restarted to activate the 
new setting. Installation information has been changed. 


To activate new setting 


restart the system. 


Click OK. 

The dialog box closes, and focus returns to the 4 Setup and Maintenance screen. 
Click End(1) in the upper left corner of the 4 Setup and Maintenance screen. 

The scanner’s Main Menu displays. 


Perform a post-operational check. 
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Creating sizes smaller than an available paper size for an SP 1500, SP 2000, 
or SP 2500 Scanner 


Follow the procedure below to create a print that is smaller than an available paper size, such as a 5x7 
print when the only paper sizes that are available are 4, 6, and 8-inch. 


To setup a 5x7 print size to go to 6 inch paper: 
1 If applicable, switch to display the MSO1/ICIII system. 


2 Log off MSO1 to Support mode. 


The View Orders screen displays. 


3 Launch the MSO1 Maintenance application. 


The Maintenance application opens. 


(g) 07 input Devices 


FUJIFILM 
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4 Select 08 Products > 0802 Print Size a _ 
Senp: 


= 0804 Index Print Setup 


O 
{BI} 05 System Cleanup 0806 Front Print 


08 Products 


FUJIFILM 


The Print Size Setup dialog box opens. = z z 


Sode Soe Sose Bode Border Ofat 


re ken 
wor Upper Lower tat aao Sete Carre 


ree 
lenge 
D% 


em 
etwa 


ema 


DO © 2o D 


eanuux 

iiil 

aiid 
baat 


DOPIDODDED 


emea 


Da DHAAAATARAAAAA DH1907 


a3 
ii 


i 


[o innt Pots, = 
Es oe | 


5 Use the vertical scroll bar and find the 5x7 Master product and select it. 


The Selected Product panel maximizes, a on 
. . . . n | ut | | amo Vew Prodate A zj Covert Dupin uts paes 
displaying various configurable product a n ee Ee EE E men O ee Se eee 


parameters — Paper Width is 5.00 and 
Paper Length is 7.00. 


3409 . m 

sa s e - = 

178 m 
w 


aii’ 


DODDODODDD 


4a dižáiiššiii FE 


Selected Product panel ——_> 
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Change the paper width to 6.00. 
The Print Preview now displays the offset of the 5x7 print on the 6x7 paper. 
Click Apply. 


Click OK. 

Note: The product name is the same across all order creation options through which it is available. It will 
now print on 6-inch inch paper through any of the selected methods (Whole Roll, Quick Print, and 
Compose). 

The Print Size Setup dialog box closes. 


Log off to Operator mode. 


The Maintenance application closes. 
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Accessing the MS01 Maintenance Application on Scanners 


In this section, you will learn how to: 


e Access the Maintenance application on SPC/MCUs for the SP 1500, 2000. and 2500 scanners (see 
below). 


e Access the Maintenance application on SPC/MCUs for the SP 3000 scanner (see page 260). 


Accessing the MS01 Maintenance Application on SP 1500, 2000, & 2500 
SPC/MCUs 


On the SPC/MCU: 
1 Minimize FrontMan. 


The A1 Order Entry screen displays. 


2 From the top menu bar, select Quit. 
The Main Menu displays. 


3 Select 4 Setup and Maintenance. 


FUJIFILM 


4 Click OK. 


A Login screen displays. 
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5 From the User Name drop-down menu, select 
SE2. 


6 In the Password field, enter your password. 

7 Click OK. 
The Setup and Maintenance screen displays. 

8 Select the + symbol for menu item 9) Special Operations. 
The menu expands. 


9 Select B Explorer. ena 


S [SMMM}HAN}HESC] to change dspiay) 


10 Click the Start button. 


A Windows Explorer window opens over the Setup & Maintenance screen. 


NOTE: Leave this window open though you will not be using it. It needs to remain open for you to 
access the Windows Start menu. 


11 Simultaneously, press <Ctrl> and <Esc> keyboard keys. 
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The Windows Start menu displays. 


12 Select Maintenance. 


Fie Folder 
File Felder 
Fie Fokder 
Fie Faide 
Fin Fees 
Fie Folder 
Fla Faide 
Fie Fobie 
Fis Poker 
Fle Fokder 
Fie Folder 


KR MSDOS Raich File 


URAISI PM 
LAIU 
W202 10AM 
BUIL AM 
vn Sar 
HAAN 244 AM 
venim 
VAANII 
VBI 

MAMIN 
LENA IPM 
Inan asim 


The MS01 Maintenance application opens 
displaying only scanner options. 


FUJIFILM 


Fie Folder 
Fe Felder 
Fie Foker 
Fie Voter 
Fin Folter 
Fle Folger 
Fia Folde 
Fie Foke 
Fis Foke 
Fe Foker 
Fie cider 
MS-DOS Ratch Fie 


VRAIS PM 
VIUM 
W202 1038M 
300 11.96.4M 
na sar 
HAIN V24 AM 
sz 298M 
VANIS 
VBI PM 

IWT PH 
INA IPM 
ona 2490 
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Accessing the MS01 Maintenance Application on SP 3000 SPC/MCUs 
On the SPC/MCU: 


1 Minimize FrontMan. 


The Printing with Film-Order Information 
screen displays. 


152010200 
No select 


2 Click the Main Menu button (located in the bottom right corner of the screen). 
The Main Menu screen displays, 

3 Simultaneously, press <Ctrl> and <Esc> keyboard keys. 
The Windows Start menu displays. 


4 Select Maintenance. © FUJIFILM 


Intelligence 


Ef 
= 


The MSO1 Maintenance application opens displaying only scanner options. 
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Chapter 8: Configuring MS01 for Third-Party Devices 


Overview 


The only post-installation hardware configurations you need to perform are for non-Fuji devices. 
In this chapter, you will learn how to: 


e Configure a Rimage CD Duplicator (See page 261). 


e Configure a flatbed scanner (see page 264). 


Rimage CD Duplicators 


Configure the MS01 to use Rimage for producing discs per Maintenance > System Settings > MS01 
Setup. 


To configure a Rimage Disc writer: 


1 Follow manufacturer’s instructions for installing any software that may come bundled with the Rimage 
hardware. 


2 From the View Orders screen, launch 


the MSO1 Maintenance application. E = 


Production Status | Suspend | Prior 


FUJIFILM 
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The Maintenance application window (Heimen 


05 System Cleanup 
————_ 


FUJIFILM | Close | 


3 Select 02 System Settings. 


Its expanded menu automatically 


appears on the right side of the CETE | 
screen. 
S5) 02 System Settings 


05 System Cleanup 


FUJIFILM | Close | 


4 Select 0205 MSO1 Setup. 
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(ar ) 
MSO1 Setup aX] 
r Disc 
| Use RIMAGE to write Discs: T Yes 
| Single Disc System: N Yes 
| Disable premaster check: F Yes 
| Disc space check margin {if premaster check disabled:) 
| Default digital writer device: DOO 
| Output Directory For Disc Files: [\SPicServers\Tempcd I oo | 
ue = Aae = nE 
r Digital Input 


| Removable media drive letters: 


| Maximum image dimension in pixels [if any): 


_ Minimum image file size in KB [if any): 18 


Network import paths (separated by semicolons): |D:\Network Import 


| Export images loaded only via [Add without Prints]: ¥ Yes 


p Miscellaneous 


| Temp Directory: D:\Temp 


Label Printer: \\SJobmanServer$\Dymolabe 


Error directory for Dig In: |D:\DiginErrors\ 


Le 


Website to Upload to: Fuji 


| Web upload root directory: I = ] 


| 
Advanced Setup 


Cancel 


5 Select the Yes check box associated with the Use RIMAGE to write Discs option. 


The Maintenance application returns 


6 Click OK. 
to focus. 
7 Click Close. 


0201 FrontMan 


S| 02 System Settings 


06 Output Devices 


0203 Render Settings 


10 Language 


0213 Logging Setup 


intenance 
= 
| 


FUJIFILM 


0202 Production Manager 
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The Maintenance application closes 
and the View Orders screen returns 
to focus. 


Configuring Flatbed Scanners 
Once installed, you will need to configure the flatbed scanner to use the Print To Print feature. 


Currently applicable scanners include: 


Epson Expression 1600 
Epson Expression 1680 
Epson Perfection 4870 
Epson Perfection 4990 
Epson Perfection V700 


To add a scanner to a system: 


1 


Based on the manufacturer’s instructions, install the scanning software, TWAIN plug-in, and drivers 
that came bundled with the scanner. 


From the View Orders screen, launch 
the MSO1 Maintenance application. 
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The Maintenance application window 


CETTE 02 System Settings 


(2) 03 kiosk connectivity | 03 Kiosk Connectivity 


= 04 Image Settings 
Sp) 05 (Æ) 05 system cleanup | Cleanup 


— 06 Output Devices 


le) o7 input devices 07 | 07 input Devices Devices 


a (FS) osrroqute | Products 


[REO] 08 system information | 09 System Information 


[Cp toLanguage o 10 [Cp toLanguage o 


FUM o o 


3 Select 07 Input Devices. 


Its expanded menu automatically 


appears on the right side of the screen. (E o1 communications aaa IE 0701 Print To Print Setup E 


05 System Cleanup 
07 Input Devices 


FUJIFILM 


4 Select 0701 Print To Print Setup. 
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The Print To Print Setup dialog box 
opens. 


Scanner 


C:\FES\bitmaps\Scanner\ScannerDevice. ini 


Button Layout: 
Add Scanner | 
2 


Rows: 


Columns: [2 Delete Scanner | 


cne | 


5 Click Add Scanner. 


The Select Source dialog box opens. 


Sources: 


EPSON Expression 1600 
EPSON Expression 1680 
EPSON Perfection 4870 
EPSON Perfection 4990 
EPSON Perfection Y700 


6 Select the applicable scanner model. 


7 Click OK. 
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The Print To Print Setup dialog box 


returns to focus. Print To Print Setup 


Scanner 


Peneaneses ten genansessnesespscsenseneranassosnsnesseacnenae 


C:\FES\bitmaps\|Scanner\ScannerDevice. ini 


Change Scanner 
Rows: 2 


Columns: | 2 Delete Scanner 


OK Cancel 


t J 


The selected scanner’s name displays in the Scanner list box. 
Click OK to save the scanner setup(s). 

The Print To Print Setup dialog box closes. 

The Maintenance application window returns to focus. 

Click Close. 


The Maintenance application window closes. 
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USO 2.0 FUJ ow Ord 


o FU T 
= 1122 68 
re oes E 6h sede [an =] — Presucton sanas- [o1 z [=] 


The View Orders screen returns to 
focus. 


Note: If this is the first time that a 
scanner is being installed on the 
system, a Scan button will now display 
at the top-center of the Input Digital 
Files dialog box. 


~~ Scan button 
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Chapter 9: System Configurations 


Overview 
In this chapter, you will find instructions for: 
o Calibrating the MSO1 system’s monitor (See below). 
o Backing up and restoring the system (system and personality backups) (See page 271). 


Calibrating the MSO1 System’s Monitor 


The monitor adjustment feature provides lab operators with a means to adjust the coloring used when 
images are displayed on the MSO1 system’s monitor; because monitors and printers will have variations in 
coloring, it is important to coordinate the monitor’s coloring with the colors produced by the printer. 


1 Using MS01, create a test print... 
If you want to use the default image provided by If you would like to use a different image, create 
Fujifilm, make a test print using the file located at | the test print, but you must ensure that the file 
D:\FES\Reference Images|sample_image1.jpg. you select is in a location accessible by MSO1’s 
Input Digital Files dialog box (i.e., not the C:\ 
drive). 
2 Now that a print has been made, in the MSO1 —— — —. 


Maintenance application, navigate to 02 System 
Settings > 0222 Monitor Adjustment. 


i 
0207 Logo Setup | 


02 System Settings 
| 


FUJIFILM 


0208 Auto Release Simon 
0211 FOIA DB Manage 
0213 Logging Setup 


- 
- 
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The Monitor Adjustment dialog box opens 
displaying the default image provided by Fujifilm. 


If the test print you created was made from the 
default image provided by Fujifilm, proceed to the 
next step. 


<= qu qu qu q q q q q q Ml Ml 


If you created a test print from your own image 
and need to change the preview images 
displayed in the dialog box, click the Browse 
button (next to the Location field). 


A Windows-standard Open dialog box opens. 


Open 
Lookin: | (9 Reference Images z| e Aae 
2 | E] sample_image1.jpg 
My Recent 
Documents 
Desktop 
My Documents 
PIC-TW-1 
"i File name: sample_image1.ipd z| Open | 
My Network Files of type: All Image Files {“.ipg. *.ipeg. *.png) =| Cancel 
Places 
I Open as read-only 


Locate and select the file you used to create the 
test print. 


Click the Open button. 


The Open dialog box closes, and focus returns 
to the Monitor Adjustment dialog box. 


The path to the file is populated in the Location 
field, and the selected image displays in the 
Original and Adjusted image preview areas. 


Hold the test print you made up next to the Adjusted preview area, and using the Cyan, Magenta, 
Yellow, Brightness, and Contrast slider controls make adjustments until the preview area matches 


the print. 


The monitor is now calibrated for the printer’s coloring. 
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5 Click OK. 
Changes are saved, and the dialog box closes. 
6 Click Close. 


The Maintenance application window closes. 


Backing Up and Restoring the System 


To Create a System Backup File 


You can save system configuration settings via MSO1’s Backup and Restore tool. The data is saved to the 
specified output directory and an XML file. This file is used to restore the data. 


Use this backup procedure to move this data to another system or to restore a system. 


MS01’s Data Backup and Restore tool enables operators to save two kinds of data. 

o System data: A system backup saves system-specific configuration data. A personality backup 
saves custom, MS system settings associated with a particular Fujifilm region or retailer. 
Important: A system backup must be created for each controller in the lab system (i.e., MSO1 
Server, FMPC/LPC, SPC/MCU, and Workstation). 

o Personality data: A personality backup file can only be created using the MSO1 Server. 


WARNING: You must perform a new backup anytime the system’s configuration settings have been 
changed. 


1 In the MSO1 Maintenance application, faan 
navigate to 02 System Settings > 0215 


Backu p and Restore. | P 0208 Auto Release Simon 
KJ 02 System Settings 
| - 0210 Password Setup 
(mo) 03 Kiosk Connectivity 
0211 FDIA DB Manage 
L a ( 0212 Swuauncher Setup | 
[as sil) 05 System Cleanup 0213 Logging Setup 
B) 06 Output Devices 0214 Global Settings 
fem) 07 Input Devices |, 0215 Data Backup and Restore 
0217 Media Appended Index Setup 
| 0218 Device Message Configuration 
MLO), 09 System Information 
0220 Device Details Reporting Setup 


10 Language 0222 Monitor Adjustment 


FUJIFILM | Close | 
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The Data Backup and Restore dialog box 


a Data Backup and Restore n 


opens. 


[ Backup | Restore 
Backup type: [MS System Backup |v] 
Save to: fsa 
vendor name: 
Create Category... Edit Categor egor 
Category Size 
[V] FES Registry 
[¥] Logos 
[Y] Software Settings 8.72 MB 
[7] Products and Associated Templates 77,55 MB 
[V] Frontman Borders 263,17 MB 
ml Language 2.17 MB 
[¥] Custom Channels 32 KB 
[E] Catalog/Assets 0 Bytes 
C User Installed Templates 47.14 MB 
T] Photos 49,36 MB 
Select all Estimated size of backup: 351.64 MB 
Default Settings 


Configure the backup information as desired using the options displayed on the Backup tab. 


Click Save. 


A Copying dialog box opens displaying 
backup progress. 


After copying completes, a Data Backup and Restore dialog box 


opens confirming that the backup is complete. 


Click OK. 


Copying: c:\fes\datafiles\driverdata\frontman\SP. ini 


Data Backup and Restore : 


A Backup Complete. 


The dialog box closes, and focus returns to the main Data Backup and Restore dialog box. 


Click Close. 
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The Data Backup and Restore dialog box closes. 


To Create a Personality Backup File 


You can save system configuration settings via MSO1’s Backup and Restore tool. The data is saved to the 
specified output directory and an XML file. This file is used to restore the data. 


Use this backup procedure to move this data to another system or to restore a system. 


6 Inthe MSO1 Maintenance application, Maitonance 


navigate to 02 System Settings > 0215 (E 01 communicators] | Cl 
Backup and Restore: We eae 


|| = 0210 Password Setup 
o) 03 Kiosk Connectivity 
0211 FDIA DB Manage 


Tee) oi i 
CN 
So 
JAE) 06 output Devices 0214 Global Settings 


07 Input Devices 0215 Data Backup and Restore 
- 0217 Media Appended Index Setup 
í ) 08 Products 
= 0218 Device Message Configuration 
MLO), 09 System Information 
0220 Device Details Reporting Setup 
} | 10 Langu: 
Ey anguage 0222 Monitor Adjustment 


FUJIFILM close 
The Data Backup and Restore dialog box _|@JData Backup and Restore 
p the Backup tab by cae 


Backup type: IMs System Backup ly] 
Save to; \Fes\B P 


vendor name: 


Create Category... Edit Category Remove Category 


Category Size 

[X] FES Registry 

[¥] Logos 

[Y] Software Settings 8.72 MB 
[7] Products and Associated Templates 77,55 MB 
[¥] Frontman Borders 263,17 MB 
M Language 2.17 MB 
[Z] Custom Channels 32 KB 

[E] Catalog/Assets 0 Bytes 
C User Installed Templates 47.14 MB 
[C] Photos 49,36 MB 


Select All Estimated size of backup: 351.64 MB 
Default Settings 


Next Save Close 


7 From the Backup Type drop-down menu, select Personality. 
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The Backup tab user interface changes. (qj Data Backup and Restore 


Backup | Restore 


Backup type: 
Save to: 


vendor name: Fuji 


Create Category... 


Category 
Software Launcher Settings 
I2 Defaults 
Compose Templates 
Maintenance Registry Settings 
Maintenance INI Settings 
Products and Associated Templates 
Additional Software Settings 
User Installed Templates 
Language 
Custom Channels 
Catalog/Assets 


Size A 


272 KB 
77.55 MB 
448 KB 
47.14 MB 
2.17 MB 
32 KB | 
0 Bytes All 


Select All Estimated size of backup: 127,59 MB 


Default Settings 


Click the Next button. 


A Paper Configuration Setup dialog box opens 
displaying Inkjet Frontier printer information by 
default. 


The Paper Configuration for drop-down menu 
provides the following printer class options... 


Select the first printer type that your region uses. 


| Paper Configur rations Setup 


Paper configurations for: Iriget Frontier 


| Inkjet Frontier 


Wide Format 


Duplex 
Other 
Frontier 
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10 For the first paper size/surface configuration you need to add, use the dialog box controls to make the 
following choices: 


O paper size 
o paper surface 


o any other selections for this combination 
11 When you have completed making this individual configuration, click the Add button. 
The size/surface combination is added to the Paper Configurations list. 
12 Continue until all paper size/surface combinations for the selected printer class have been added. 
13 If applicable, select the next printer class your region uses from the Paper Configuration for drop- 
down menu, and repeat the above steps for adding paper size/surface combinations for the newly- 


selected printer. 


14 Click Save. 


°A Copying dialog b displayi í 
opying dia'og Dox opens adisp'ayıng Copying: c:\fes\datafiles\driverdata\frontman\SP. ini 


backup progress. 
12% 


(Gann 


After copying completes, a Data Backup and Restore dialog box 


opens confirming that the backup is complete. Data Backup and Restore 


A Backup Complete. 


15 Click OK. 
The dialog box closes, and focus returns to the main Data Backup and Restore dialog box. 
16 Click Close. 


The Data Backup and Restore dialog box closes. 


Sifa backup file already exists, a dialog box opens asking to confirm deleting the existing file and replacing it with the file to be 
created. 
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To Restore a Backup File 


Once a backup file has been created, it can be used to restore a system or to install a new system with the 
saved settings. 


Use this backup procedure to move this data to another system or to restore a system. 


1 Inthe MSO1 Maintenance application, navigate to Emms 
02 System Settings > 0215 Backup and 01 Communications 
Restore. || [SE] 02 system Settings 


| 
‘Hi l=, ) 06 Output Devices 
fe) 07 input Devices 


FUJIFILM | Close |] 
The Data Backup and Restore dialog box opens [iData Backup and Restore 
displaying the Backup tab by default. [Backup |Restore| 

Backup type: [ms System Backup E wy 
Save to: 4:\Fe kup Gu) 
| 
Vendor name: 
r 3 
Category Size 
[E] FES Registry 
E] Logos 
E] Software Settings 8.72 MB 
[E] Products and Associated Templates 77,55 MB 
[E] Frontman Borders 263.17 MB 
E] Language 2.17 MB 
[E] custom Channels 32 KB 
E] Catalog/Assets O Bytes 
C User Installed Templates 47.14 MB | 
C Photos 49,36 MB 
Select All Estimated size of backup: 351.64 MB 
| 
t | Save | l Close } 
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Click to display the Restore tab. 


Click the Restore File button. 

If backup file does exist on the system, an 
Open dialog box opens. 

Navigate to (if necessary), locate, and select the 
backup file. 

Click the Open button. 

The Open dialog box closes, and focus returns 
to the Restore tab. The dialog box updates to 
display backup file information. 

Click the Restore button. 

The backup file is placed on the system, anda 


dialog box opens asking you to restart to restore 
the system. 


À SS menai aas aonni os 
-= 
Click OK. 


The dialog box closes, and focus returns to the 
Data Backup and Restore dialog box. 


Click OK. 


Data Backup and Restore 


ppa 
Backup |; Restore : 


Restore file... 


Restore file: 
Restore type: 
vendor name: 


Created on: 


Category Size 


Estimated size of restore: 


Close 


If the system has been restored before, the Restore 
tab will display data from the last backup file used to 
restore. 


Reuse this backup file, or follow the instructions in 
the left column to locate a different file. 
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The dialog box closes, and focus returns to the 
Maintenance application. 


Click Close. 

The Maintenance application window closes. 
Restart the system. 

After the operating system restarts, a Restoring 
MS System Backup dialog opens displaying 
restoration progress. 

After restoration completes, the system and 


MS01 software fully launches, and the system is 
ready to use. 
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Chapter 10: Digital Link Request Spooler Application 


Overview 


The Req uest Spooler Processing T Request Spooler Processing Queue - DICIII-EZ44 


Queue gives the real-time status of the 
jobs that are currently being processed 


Queue | Devices | Routing | Backlog | 


or waiting to print on the ICIII. It also 5 show order || ord 2 | ean xi bevie|3 fan x 


provides the user with the additional SS 4| 
features listed below. 


Select 
All "ohe" 


All "Waiting" 


All "Error" 


all 


sof6] 
M Bu: 


V waiting 
MV Rendered 
IV Printed 
V Error 

V Done 


Update 
I Automatic 


Manual 


No. Item 


Description 


1 Show Orders 


Selecting the Show Orders check box places a green line to the left of the first 
image in a print request. All other images in that request are preceded with a 
yellow line. 


2 Order 


This drop-down enables you to display a particular print request by order number. 


3 Device 


This drop-down enables you to sort the displayed jobs based on the device 
selected from this drop-down menu. 


4 Status 


The controls in the Status group box enable you to perform various print functions. 


Delete: To delete a print request or an image within a print request, select the 
print request or image(s) and then click the Delete button. 


To delete an order that is being processed, cancel the order and then click the 
Delete button. 


Cancel: To cancel (or pause) a print request; select the request and then click the 
Cancel button. 


Process: To process a cancelled print request, select the print request and then 
click the Process button. 
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Rendered: Clicking the Rendered button selects all jobs that have been 
rendered. 


Printed: Clicking the Printed button selects all jobs that have been printed. 
On Time: Clicking the On Time button selects all jobs that are currently on-time. 


ASAP: Clicking the ASAP button selects all jobs that have a Due By time of 
ASAP. 


Select 


The Select group box provides the following options: 
All “Done”: Enables you to select images that have been printed. 
All “Waiting”: Enables you to select images that are waiting to print. 


All “Error”: Enables you to select images that had errors when attempting to 
print. 


All: Enables you to select all images; this is the default Select option. 


Show 


Enables you to choose which print requests to display based on status: 
Busy: Selecting Busy allows you to view print requests that are processing. 
Waiting: Selecting Waiting allows you to view print requests waiting to print. 


Rendered: Selecting Rendered allows you to view print requests that have been 
processed but are waiting for the correct paper to be available. 


Printed: Selecting Printed allows you to view print requests that have been 
printed. 


Error: Selecting Error allows you to view print requests that had errors when 
attempting to print. 


Done: Selecting Done allows you to view print requests that have printed. 


Update 


The controls in the Update group box enable you to update the queue, either 
automatically or manually. 


To have the Request Spooler Processing Queue refresh automatically, select 
the Automatic check box. 


To have the Request Spooler Processing Queue be refreshed manually, click 
the Manual button. 
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